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<Start of modified section 1>
[bookmark: _Toc21354097][bookmark: _Toc27749716]–	PDU session modification command
Table 4.7.2-9: PDU SESSION MODIFICATION COMMAND
	Derivation Path: 24.501 clause 8.3.9

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘0010 1110’B
	5GS session management messages
	

	PDU session ID
	Set according to specific message content.
	
	

	PDU session ID
	The value indicated in PDU SESSION MODIFICATION REQUEST message.
	
	UE_Initiated_Modification

	PTI
	'0000 0000'B
	No procedure transaction identity assigned
	

	PTI
	The value indicated in PDU SESSION MODIFICATION REQUEST message.
	
	UE_Initiated_Modification

	PDU SESSION MODIFICATION COMMAND message identity
	‘1100 1011’B
	
	

	5GSM cause
	Not Present
	
	

	Session AMBR
	Not Present
	
	

	RQ timer value
	Not Present
	
	

	Always-on PDU session indication
	Not Present
	
	

	Always-on PDU session indication
	
	
	

	  APSI
	‘0’B
	Always-on PDU session not allowed
	Always_On_Requested

	  APSI
	‘1’B
	Always-on PDU session required
	Always_On_Requested AND SST_URLLC

	Authorized QoS rules
	Not Present
	
	

	Mapped EPS bearer contexts
	Not Present
	
	

	Authorized QoS flow descriptions
	Not Present
	
	

	Extended protocol configuration options
	Not Present
	
	

	ATSSS container
	Not Present
	
	

	IP header compression configuration
	Not Present
	
	

	Port management information container
	Not Present
	
	

	Serving PLMN rate control
	Not Present
	
	

	Ethernet header compression configuration
	Not Present
	
	

	Received MBS container
	Not Present
	
	

	Received MBS container
	
	
	MBS_Multicast

	  Received MBS information
	
	
	

	    Rejection cause
	‘000’B
	No additional information provided
	

	    MSAI
	‘00’B
	MBS service area not included
	

	    MD
	‘010’B
	MBS join is accepted
	

	    MSCI
	‘0’B
	MBS security container not included
	

	    MTI
	‘00’B
	No MBS timers included
	

	    IPAE
	‘0’B
	Source and destination IP address information not included
	

	    TMGI
	
	
	

	      MBMS Service ID
	‘000001’B
	
	

	      MCC
	See table 4.4.2-3
	
	

	      MNC
	See table 4.4.2-3
	
	

	    Source IP address information
	Not present
	
	

	    Destination IP address information
	Not present
	
	

	    MBS service area
	Not present
	
	

	    MBS timers
	Not present
	
	

	    MBS security container
	Not present
	
	



	Condition
	Explanation

	Always_On_Requested
	If the last PDU SESSION MODIFICATION REQUEST message included the Always-on PDU session requested IE

	UE_Initiated_Modification
	If this message was triggered by a PDU SESSION MODIFICATION REQUEST message sent by the UE

	MBS_Multicast
	If UE-requested PDU session modification procedure and the UE has included the Requested MBS container IE in the PDU SESSION MODIFICATION REQUEST or SS requires to be configured with Received MBS container for NW-request PDU session modification procedure.



<End of modified section 1>
