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///Start of changes
Annex F (normative):
Measurement uncertainties and test tolerances
The requirements of this clause apply to all tests in the present document.
F.1	Measurement uncertainties and test tolerances for FR1 and FR2
///Unchanged clauses omitted
Table F.1.1.2-4 Maximum test system uncertainty for RRM requirements for SA FR1 test cases
	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	6.1.1.1 NR SA FR1 cell re-selection
	Noc ±1.5 dB
Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN

	Unchanged rows omitted

	6.5.6.2.1 NR SA FR1 RRC-based DL active BWP switch in non-DRX
	±0.6 dB
	Overall system uncertainty for fading conditions comprises two quantities:
1. Signal-to-noise ratio uncertainty
2. Effect of AWGN flatness and signal flatness

Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.
Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty^2 + (0.25 x AWGN flatness and signal flatness)^2)
Signal-to-noise ratio uncertainty ±0.3 dB
AWGN flatness and signal flatness ±2.0 dB

	6.5.7.1	NR SA FR1 DL Interruptions at switching between two uplink carriers in FDD-TDD CA
	Noc1 ±1.5 dB
Noc2 ±1.5 dB
Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc1 is the ratio of cell 1 signal / AWGN
Ês2 / Noc2 is the ratio of cell 2 signal / AWGN

	6.5.7.2	NR SA FR1 DL Interruptions at switching between two uplink carriers in TDD-TDD CA
	Same as 6.5.7.1
	Same as 6.5.7.1

	6.6.1.1 SA event triggered reporting tests without gap under non-DRX
	Noc ±1.5 dB
Ês1 / Noc ±0.3 dB
Ês2 / Noc ±0.3 dB
	Note:
Ês1 / Noc is the ratio of cell 1 signal / AWGN
Ês2 / Noc is the ratio of cell 2 signal / AWGN



///Unchanged clauses omitted
Table F.1.3.2-2: Derivation of test requirements for NR SA FR1 RRM tests
	Test
	Minimum requirement in TS 38.133 [6]
	Test tolerance
(TT)
	Test requirement in TS 38.533

	6.1.1.1 NR SA FR1 cell re-selection
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: +13dB
	During T1:
0dB
0dB
0dB

During T2:
0dB
0dB
0.45dB

During T3:
0dB
0.45dB
0dB
	During T1:
Noc: -98dBm/15kHz
Ês1 / Noc: +16dB
Ês2 / Noc: -infinity

During T2:
Noc: -98dBm/15kHz
Ês1 / Noc: +13dB
Ês2 / Noc: +16.45dB

During T3:
Noc: -98dBm/15kHz
Ês1 / Noc: +16.45dB
Ês2 / Noc: +13dB

	Unchanged rows omitted

	6.5.3.3
	Same as 6.5.3.1
	Same as 6.5.3.1
	Same as 6.5.3.1

	6.5.7.1	NR SA FR1 DL Interruptions at switching between two uplink carriers in FDD-TDD CA
	Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Ês1 / Noc: +17dB
Ês2 / Noc: +17dB

Reported CSI-RSRP values ± 10dB

	0dB
0dB
0dB
0dB

Via mapping
	Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Ês1 / Noc: +17dB
Ês2 / Noc: +17dB

CSI-RS#0: RSRP_59 to RSRP_80

CSI-RS#1: RSRP_62 to RSRP_83

	6.5.7.2	NR SA FR1 DL Interruptions at switching between two uplink carriers in TDD-TDD CA
	Same as 6.5.7.1
	Same as 6.5.7.1
	Noc1: -104dBm/15kHz
Noc2: -104dBm/15kHz
Ês1 / Noc: +17dB
Ês2 / Noc: +17dB

CSI-RS#0: RSRP_62 to RSRP_83

CSI-RS#1: RSRP_62 to RSRP_83

	6.6.2.1 NR SA FR1-FR1 event-triggered reporting in non-DRX
	During T1:
Freq 1 Noc: -98dBm/15kHz
Freq 2 Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: -infinity

During T2:
Freq 1 Noc: -98dBm/15kHz
Freq 2 Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: +7.00dB
	During T1:
0dB
0dB
0dB
0dB

During T2:
0dB
0dB
0dB
0dB
	During T1:
Freq 1 Noc: -98dBm/15kHz
Freq 2 Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: -infinity

During T2:
Freq 1 Noc: -98dBm/15kHz
Freq 2 Noc: -98dBm/15kHz
Ês1 / Noc: +4.00dB
Ês2 / Noc: +7.00dB



///End of changes

