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[bookmark: _Toc27405409][bookmark: _Toc51831958][bookmark: _Toc68109178][bookmark: _Toc75458429][bookmark: _Toc106790926]A.4.1	Implementation Types
Table A.4.1-1: Mission Critical Services general functionality
	Item
	Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	MCPTT Client
	TS 23.179 [9]
	Rel-13
	pc_MCPTTClient
	IUT containing MCPTT Client

	2
	MCPTT Server
	TS 23.179 [9]
	Rel-13
	pc_MCPTTServer
	

	3
	MCVideo Client
	TS 23.281 [13]
	Rel-14
	pc_MCVideoClient
	IUT containing MCVideo Client

	4
	MCData Client
	TS 23.282 [14]
	Rel-14
	pc_MCDataClient
	IUT containing MCData Client

	NOTE 1:	TS 23.179 [9] has been superseded from Release 14 by TS 23.379 [15]



[bookmark: historyclause]Table A.4.1-2: Mission Critical Services supplementary functionality
	Item
	Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Void
	
	
	
	



[bookmark: _Toc68109179][bookmark: _Toc75458430][bookmark: _Toc106790927]A.4.2	Additional information
Table A.4.2-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of KMS request security 
	TS 33.180 [14] Annex D.2.2 
	N/A
	pc_MCX_KMS_RequestSecurity
	KMS request security is applied

	2
	The UE is capable of displaying emergency call information to the user
	TS 24.379 [15]
	N/A
	pc_MCX_DisplayInfoEmergencyCall
	

	3
	The UE is capable of letting the user change a pre-established session by MMI
	
	N/A
	pc_MCX_UserInitiatedPreestablishedSessionModification
	

	4
	The UE will use on-demand sessions when it is requested to remotely initiate a private call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_OnDemanSeRemotePrivCall
	NOTE 1

	5
	The UE will use pre-established sessions when it is requested to remotely initiate a private call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_PreEstablishedSeRemotePrivCall
	NOTE 1

	6
	The UE will use on-demand session for initiating a first-to-answer call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_OnDemanSeFirstToAnswerCall
	NOTE 1

	7
	The UE will use pre-established session for initiating a first-to-answer call
	TS 24.379 [15]
	Rel-15
	pc_MCPTT_PreEstablishedSeFirstToAnswerCall
	NOTE 1

	8
	The UE automatically initiates emergency alert for emergency calls
	
	N/A
	pc_MCX_EmergencyIndWithAlertInd
	In case of an emergency call in addition to the <emergency-ind> the UE automatically sets the <alert-ind> in the mcptt-info to true

	9
	[bookmark: _Hlk86316385]The UE supports floor request queueing
	TS 24.380 [16]
	Rel-14
	pc_MCPTT_FloorRequestQueueing
	The UE applies Floor Request Queueing

	10
	The UE supports transmission request queueing
	TS 24.581 [17]
	Rel-14
	pc_MCVideo_TransmissionRequestQueueing
	The UE applies Transmission Request Queueing

	11
	Support of MCData Short Data Service (SDS)
	TS 23.282 [14]
	Rel-14
	pc_MCData_SDS
	

	12
	Support of MCData File Distribution (FD)
	TS 23.282 [14]
	Rel-14
	pc_MCData_FD
	

	13
	The UE uses the procedure for Discovery of the Absolute URI of the media storage function
	TS 24.282 [18] clause 10.2.1.3.2
	Rel-15 and below
	pc_MCData_MSFDiscoverySignalling
	To be set to true if the UE does not retrieve the absolute URI of the media storage function from the user profile but needs SIP signalling; shall be set to false for Rel-16 and above

	14
	In case of an incoming emergency alert or emergency alert cancellation the UE provides an indication and associated information.
	TS 24.379 [15] clause 12.1.1.3
TS 24.281 [19] clause 11.2.1.3
TS 24.282 [18] clause 16.2.1.3 
	Rel-14
	pc_MCX_DisplayInfoEmergencyAlert
	

	NOTE 1:	If the UE behaviour will depend on the availability or not of a pre-established session then both ICS shall be set to TRUE. This applies for ICS pairs 4 and 5, 6 and 7.



3GPP
