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[Start of change]
[bookmark: _Toc106741024][bookmark: _Toc114916380]6.1.1.4a	PLMN selection in shared network environment / Automatic mode / Cells broadcasting multiple PLMN IDs with unique TAC's, RAN areas, and cell identities
6.1.1.4a.1	Test Purpose (TP)
Same as TC 6.1.1.4.1
6.1.1.4a.2	Conformance requirements
Same as TC 6.1.1.4.2
6.1.1.4a.3	Test description
6.1.1.4a.3.1	Pre-test conditions
Same as TC 6.1.1.4.3.1 
6.1.1.4a.3.2	Test procedure sequence
Same as TC 6.1.1.4.3.2
6.1.1.4a.3.3	Specific message contents
Table 6.1.1.4a.3.3-1: SIB1 for NR Cell 1 (all steps, Table 6.1.1.4.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  CcellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmnPLMN-IdentityInfoList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-IdentityInfo {
	2 entries
	
	

	      PLMN-IdentityInfo[1] SEQUENCE {
	
	entry 1
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMNplmn-Identity[1]
	PLMN15
	
	

	        }
	
	
	

	        trackingAreaCode
	'00000000 00000000 00000001'B,
	
	

	        ranac
	1
	
	

	        cellIdentity
	'00000000 00000000 00000001 10000000 1011'B
	
	

	      }
	
	
	

	      PLMN-IdentityInfo[2] SEQUENCE {
	
	entry 2
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMNplmn-Identity[1]
	PLMN1
	
	

	        }
	
	
	

	        trackingAreaCode
	'00000000 00000000 00000010'B
	
	

	        ranac
	2
	
	

	        cellIdentity
	'00000000 00000000 00000001 01000000 1010'B
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.1.4a.3.3-2: SIB1 for NR Cell 2 (all steps, Table 6.1.1.4.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  CcellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmnPLMN-IdentityInfoList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-IdentityInfo {
	3 entries
	
	

	      PLMN-IdentityInfo[1] SEQUENCE {
	
	entry 1
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMNplmn-Identity[1]
	PLMN15
	
	

	        }
	
	
	

	        trackingAreaCode
	'00000000 00000000 00000011'B,
	
	

	        ranac
	3
	
	

	        cellIdentity
	'00000000 00000000 00000001 11000000 1101'B,
	
	

	      }
	
	
	

	      PLMN-IdentityInfo[2] SEQUENCE {
	
	entry 2
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMNplmn-Identity[1]
	PLMN1
	
	

	        }
	
	
	

	        trackingAreaCode
	'00000000 00000000 00000100'B
	
	

	        ranac
	4
	
	

	        cellIdentity
	'00000000 00000000 00000010 00000000 1110'B
	
	

	      }
	
	
	

	      PLMN-IdentityInfo[3] SEQUENCE {
	
	entry 3
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMNplmn-Identity[1]
	PLMN16
	
	

	        }
	
	
	

	        trackingAreaCode
	'00000000 00000000 00000101'B
	
	

	        ranac
	5
	
	

	        cellIdentity
	'00000000 00000000 00000010 01000000 1111'B
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.1.4a.3.3-3: RRCSetupComplete (step 5 and 27, Table 6.1.1.4.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      selectedPLMN-Identity
	2
	PLMN1
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[Skip unchanged text]
6.1.2.15a	Cell reselection in shared network environment / Cells broadcasting multiple PLMN IDs with unique TAC's, RAN areas, and cell identities
6.1.2.15a.1	Test Purpose (TP)
Same as TC 6.1.2.15.1
6.1.2.15a.2	Conformance requirements
Same as TC 6.1.2.15.2
6.1.2.15a.3	Test description
6.1.2.15a.3.1	Pre-test conditions
Same as TC 6.1.2.15.3.1 
6.1.2.15a.3.2	Test procedure sequence
Same as TC 6.1.2.15.3.2
6.1.2.15a.3.3	Specific message contents
Table 6.1.2.15a.3.3-1: SIB1 for NR Cell 1 (Preamble and all steps, Table 6.1.2.15.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmn-IdentityInfoList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-IdentityInfo {
	
	
	

	      PLMNplmn-IdentityInfo[1]
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMN-Identity[1]
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.15a.3.3-2: SIB1 for NR Cell 11 (Preamble and all steps, Table 6.1.2.15.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/Remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellAccessRelatedInfo SEQUENCE {
	
	
	

	    plmnPLMN-IdentityInfoList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-IdentityInfo {
	2 entries
	
	

	      PLMN-IdentityInfo[1] SEQUENCE {
	entry 1
	
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMNplmn-Identity[1]
	Set to the same Mobile Country Code stored in EFIMSI on the test USIM, MNC=02
	Same MCC like PLMN for NR Cell 1 but different MNC
	

	        }
	
	
	

	        trackingAreaCode
	'00000000 00000000 00000010'B,
	
	

	        ranac
	2
	
	

	        cellIdentity
	'00000000 00000000 00000001 10000000 1011'B,
	
	

	      }
	
	
	

	      PLMN-IdentityInfo[2] SEQUENCE {
	entry 2
	
	

	        plmn-IdentityList SEQUENCE (SIZE (1..maxPLMN)) OF PLMN-Identity {
	
	
	

	          PLMNplmn-Identity[1]
	Set to the same Mobile Country Code and Mobile Network Code stored in EFIMSI on the test USIM card
	This is the same PLMN as NR Cell 1
	

	        }
	
	
	

	        trackingAreaCode
	''00000000 00000000 00000011'B,
	
	

	        ranac
	1
	
	

	        cellIdentity
	''00000000 00000000 00000001 01000000 1010'B,
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 6.1.2.15a.3.3-3: RRCSetupComplete (step 4, Table 6.1.2.15.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-22

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      selectedPLMN-Identity
	2
	HPLMN
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



[End of change]
