

	
3GPP TSG-RAN5 Meeting #99	R5-232419
Incheon, KR, May 22nd - 26th, 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.523-1
	CR
	3714
	rev
	-
	Current version:
	17.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Addition of Rel-17 eNPN TC 6.5.3.3

	
	

	Source to WG:
	China Telecom

	Source to TSG:
	R5

	
	

	Work item code:
	NG_RAN_PRN_enh_plus_CT-UEConTest
	
	Date:
	2023-05-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Addition of Rel-17 eNPN TC 6.5.3.3

	
	

	Summary of change:
	Adding Rel-17 eNPN TC 6.5.3.3

	
	

	Consequences if not approved:
	eNPN WP will be incomplete

	
	

	Clauses affected:
	6.5.3.3(new)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.523-2 CR 0348 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc76402185][bookmark: _Toc76403817][bookmark: _Toc83981198][bookmark: _Toc83982213][bookmark: _Toc83983465][bookmark: _Toc90673271]6.5	SNPN and CAG Selection
[bookmark: _Toc76402186][bookmark: _Toc76403818][bookmark: _Toc83981199][bookmark: _Toc83982214][bookmark: _Toc83983466][bookmark: _Toc90673272]6.5.3	SNPN Selection
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6.5.3.1.1	Test Purpose (TP)
(1)
with { UE in Manual network/SNPN selection mode and has registered on an SNPN cell which does not support emergency calls }
ensure that {
  when { a different SNPN is available and user initiates an emergency call}
    then { UE automatically select the SNPN }
            }
(2)
with { UE in Manual network/SNPN selection mode and has registered on an SNPN cell }
ensure that {
  when { a different SNPN is available and user initiates an emergency call and the registration request for emergency services is rejected by the network }
    then { UE automatically select the SNPN }
            }

6.5.3.1.2	Conformance requirements
References: The conformance requirements covered in the current TC are specified in: TS 23.122 clause 2, clause 3.5 and clause 4.9.3.1.2. Unless otherwise stated these are Rel-17 requirements.
[bookmark: _Toc20125243][bookmark: _Toc27486440][bookmark: _Toc36210493][bookmark: _Toc45096352][bookmark: _Toc45882385][bookmark: _Toc51742460][bookmark: _Toc68182619][TS 23.122 clause 2]
When an MS is switched on, it attempts to make contact with a public land mobile network (PLMN) or stand-alone non-public network (SNPN). The particular PLMN or SNPN to be contacted may be selected either automatically or manually.
…
If the MS is unable to find a suitable cell to camp on, or the SIM is not inserted, or there is no valid entry in "list of subscriber data" in case the MS is operating in SNPN access mode, or if it receives certain responses to an LR request (e.g., "illegal MS"), it attempts to camp on a cell irrespective of the PLMN identity or the SNPN identity, and enters a "limited service" state in which it can only attempt to make emergency calls or to access RLOS. An MS operating in NB-S1 mode, never attempts to make emergency calls or to access RLOS. An MS operating in N1 mode never attempts to access RLOS.
[TS 23.122 clause 3.5]
There are a number of situations in which the MS is unable to obtain normal service from a PLMN or SNPN. These include:
…
b)	No SIM in the MS or the "list of subscriber data" with no valid entry;
…
When in the limited service state, with the exception of performing an initial registration for emergency services, no LR requests are made until a valid entry of the "list of subscriber data" is present and either a suitable cell is found or a manual network reselection is performed. In the limited service state, the presence of the MS need not be known to the SNPN on whose cell it has camped. If the MS needs to make an emergency call, the MS supports accessing a PLMN, and there is no available SNPN supporting emergency services, the MS shall stop operating in SNPN access mode and attempt to camp on a cell of a PLMN so that emergency calls can be made. After an emergency call is released, the MS may re-start operating in SNPN access mode and perform SNPN selection.
[TS 23.122, clause 4.9.3.1.2]
The MS indicates to the user any available SNPNs which meet the criteria specified in bullets a) and b). If the MS does not support access to an SNPN using credentials from a credentials holder, this includes SNPNs in the list of "permanently forbidden SNPNs", and the list of "temporarily forbidden SNPNs". The MS may indicate to the user whether the available SNPNs are present in the list of "temporarily forbidden SNPNs" or the list of "permanently forbidden SNPNs". If the MS supports access to an SNPN using credentials from a credentials holder, this includes SNPNs in the lists of "permanently forbidden SNPNs", and the lists of "temporarily forbidden SNPNs" associated with each entry of the "list of subscriber data" or the PLMN subscription. The MS may indicate to the user whether the available SNPNs are present in a list of "temporarily forbidden SNPNs" or a list of "permanently forbidden SNPNs" for an entry of the "list of subscriber data" or the PLMN subscription.
…
Once the MS has registered on an SNPN selected by the user, the MS shall not automatically register on a different SNPN unless:
a)	the user selects automatic SNPN selection mode; or
b)	the user initiates an emergency call while the MS is in limited service state and either the SNPN does not broadcast the indication of support of emergency calls in limited service state or the registration request for emergency services is rejected by the network.
NOTE 2:	If case b) occurs, the MS can provide an indication to the upper layers that the MS has exited manual network SNPN selection mode.
If the user does not select an SNPN, the selected SNPN shall be the one that was selected either automatically or manually before the SNPN selection procedure started. If no such SNPN was selected or that SNPN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.
6.5.3.1.3	Test description
FFS

