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< Unchanged sections omitted >
–	NZP-CSI-RS-ResourceSet for BM
Table 7.3.1-11B: NZP-CSI-RS-ResourceSet for BM
	Derivation Path: Table 4.6.3-87

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp-CSI-ResourceSetId
	NZP-CSI-RS-ResourceSetId-BM
	
	

	
	NZP-CSI-RS-ResourceSetId-BM with condition APERIODIC
	
	APERIODIC

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	2 entries
	
	

	    NZP-CSI-RS-ResourceId[1]
	NZP-CSI-RS-ResourceId for BM (0)
	entry 1
	

	
	NZP-CSI-RS-ResourceId for BM (0) with condition APERIODIC
	
	APERIODIC

	    NZP-CSI-RS-ResourceId[2]
	NZP-CSI-RS-ResourceId for BM (1)
	entry 2
	

	
	NZP-CSI-RS-ResourceId for BM (1) with condition APERIODIC
	
	APERIODIC

	  }
	
	
	

	  aperiodicTriggeringOffset
	4
	
	APERIODIC

	
	0
	
	APERIODIC AND FR1

	}
	
	
	



	Condition
	Explanation

	APERIODIC
	For apeiodic CSI-RS resources
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