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	Reason for change:
	reportInterval is set to ms1480 in Table H.3.4-10. It is incorrect since there is no such a configuration value for reportInterval according to 36.331.
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It seems that ms480 is written as ms1480 by mistake. We suggest change reportInterval to ms480.
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	1. reportInterval is set to ms480 in Table H.3.4-10
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<Start of modified section 1>
Table H.3.4-10: ReportConfigEUTRA-A3(a3-offset)
	Derivation Path: 36.508 [25],Table 4.6.6-6

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	A3-offset *2
	The actual value is field value * 0.5 dB
	

	        }
	
	
	

	      }
	
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  reportQuantity
	sameAsTriggerQUantity
	
	

	  maxReportCells
	2
	
	

	  reportInterval
	ms1480ms480
	
	

	  reportAmount 
	r2
	
	

	}
	
	
	



<End of modified section 1>
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