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< Start of changes >
7.4.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 7.4.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.4.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Lowest, Mid, Highest 

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters for Channel Bandwidths

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation 
	Modulation
	RB allocation 

	1
	CP-OFDM QPSK
	NOTE1
	DFT-s-OFDM QPSK
	NOTE2

	2
	CP-OFDM 256QAM
	NOTE1
	DFT-s-OFDM QPSK
	NOTE2

	NOTE 1: The specific configuration of downlink RB allocation is defined in Table 7.3.2.4.1-2.
NOTE 2: The specific configuration of uplink RB allocation is defined in Table 7.3.2.4.1-3.
NOTE 3: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable





< Unchanged sections skipped >

7.5.3	Minimum conformance requirements
Adjacent Channel Selectivity (ACS) is a measure of a receiver's ability to receive a NR signal at its assigned channel frequency in the presence of an adjacent channel signal at a given frequency offset from the centre frequency of the assigned channel. ACS is the ratio of the receive filter attenuation on the assigned channel frequency to the receive filter attenuation on the adjacent channel(s).
The requirement applies at the Radiated Interface Boundary (RIB) when the AoA of the incident wave of the wanted signal and the interfering signal are both from the direction where peak gain is achieved. 
The wanted and interfering signals apply to all supported polarizations, under the assumption of polarization match.
The UE shall fulfil the minimum requirement specified in Table 7.5.3-1 for all values of an adjacent channel interferer up to –25 dBm. However, it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5.3-2 and Table 7.5.3-3 where the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2, with  one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1. The requirement is verified with the test metric of EIS (Link=RX beam peak direction, Meas=Link angle).
Table 7.5.3-1: Adjacent channel selectivity
	
	
	Channel bandwidth

	Rx Parameter
	Units
	50
MHz 
	100
MHz
	200
MHz
	400
MHz

	ACS for band n257, n258, n261
	dB
	23
	23
	23
	23

	ACS for band n259, n260
	dB
	22
	22
	22
	22



Table 7.5.3-2: Test parameters for adjacent channel selectivity, Case 1
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	REFSENS + 14 dB

	PInterferer for band n257, n258, n261
	dBm
	REFSENS 
+ 35.5 dB
	REFSENS +35.5dB
	REFSENS 
+35.5dB
	REFSENS 
+35.5dB

	PInterferer for band n259, n260
	dBm
	REFSENS 
+ 34.5 dB
	REFSENS +34.5dB
	REFSENS 
+34.5dB
	REFSENS 
+34.5dB

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/
-50
NOTE 3
	100
/
-100
NOTE 3
	200
/
-200
NOTE 3
	400
/
-400
NOTE 3

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3 with one sided dynamic OCNG Pattern as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in subclause 7.3.2.3, which are applicable to different UE power classes.
NOTE 3:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to  (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 4:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.
NOTE 5:   For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable



Table 7.5.3-3: Test parameters for adjacent channel selectivity, Case 2
	Rx Parameter
	Units
	Channel bandwidth

	
	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for band n257, n258, n261
	dBm
	-46.5
	-46.5
	-46.5
	-46.5

	Power in Transmission Bandwidth Configuration for band n259, n260
	dBm
	-45.5
	-45.5
	-45.5
	-45.5

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/
-50
NOTE 2
	100
/
-100
NOTE 2
	200
/
-200
NOTE 2
	400
/
-400
NOTE 2

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3 with one sided dynamic OCNG Pattern TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to  (CEIL(|FInterferer|/SCS) + 0.5)*SCS MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 3:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.
NOTE 4: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable



< Unchanged sections skipped >
7.5.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and subcarrier spacing, are shown in Table 7.5.4.1-1. The details of the uplink and downlink reference measurement channels (RMCs) are specified in Annexes A.2 and A.3. The details of the OCNG patterns used are specified in Annex A.5. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.5.4.1-1: Test Configuration
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	50 MHz, 100 MHz

	Test SCS as specified in Table 5.3.5-1 
	120 kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1: The specific configuration of each RB allocation is defined in Table 7.3.2.4.1-1.
NOTE 2: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable



< Unchanged sections skipped >
7.5.5	Test requirements
The throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A, under the conditions specified in Table 7.5.5-2 and also under the conditions specified in Table 7.5.5-3.
Table 7.5.5-1: Adjacent channel selectivity
	
	
	Channel bandwidth

	Rx Parameter
	Units
	50
MHz 
	100
MHz
	200
MHz
	400
MHz

	ACS for band n257, n258, n261
	dB
	23
	23
	23
	23

	ACS for band n260
	dB
	22
	22
	22
	22



Table 7.5.5-2: Test parameters for adjacent channel selectivity, Case 1, PC3
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for band n257, n258, n261
	dBm
	REFSENS + 14 dB

	Power in Transmission Bandwidth Configuration for band n260
	dBm
	REFSENS
+ 14 - 1.8 dB
NOTE 4
	REFSEN
+ 14 - 4.8 dB
NOTE 4
	REFSENS 
+ 14 dB
	REFSENS 
+ 14 dB

	PInterferer for band n257, n258, n261
	dBm
	REFSENS 
+ 35.5 dB
	REFSENS +35.5dB
	REFSENS 
+35.5dB
NOTE 5
	REFSENS 
+35.5dB
NOTE 5

	PInterferer for band n260
	dBm
	REFSENS 
+ 34.5 - 1.8 dB
NOTE 4
	REFSENS +34.5 - 4.8 dB
NOTE 4
	REFSENS 
+34.5dB
NOTE 5
	REFSENS 
+34.5dB
NOTE 5

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/
-50
NOTE 3
	100
/
-100
NOTE 3
	200
/
-200
NOTE 3
	400
/
-400
NOTE 3

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3 with one sided dynamic OCNG Pattern as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in subclause 7.3.2.5.
NOTE 3:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to  MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS. 
NOTE 4:	Core requirement cannot be tested due to testability issue and test requirement for wanted signal and interferer includes relaxation to achieve feasible interferer power level.
NOTE 5:	Core requirement cannot be tested due to testability issue.
NOTE 6:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.
NOTE 7: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable



Table 7.5.5-2a: Test parameters for adjacent channel selectivity, Case 1, PC1
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for band n257, n258, n260, n261
	dBm
	REFSENS + 14 dB

	PInterferer for band n257, n258, n261
	dBm
	REFSENS + 35.5 dB
	REFSENS +35.5dB
	REFSENS +35.5dB
	REFSENS +35.5dB

	PInterferer for band n260
	dBm
	TBD
	TBD
	TBD
	TBD

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/
-50
NOTE 3
	100
/
-100
NOTE 3
	200
/
-200
NOTE 3
	400
/
-400
NOTE 3

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3 with one sided dynamic OCNG Pattern as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The REFSENS power level is specified in subclause 7.3.2.5.
NOTE 3:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to  MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS. 
NOTE 4:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.
NOTE 5: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable



Table 7.5.5-3: Test parameters for adjacent channel selectivity, Case 2
	Rx Parameter
	Units 
	Channel bandwidth

	
	
	50 MHz 
	100 MHz
	200 MHz
	400 MHz

	Power in Transmission Bandwidth Configuration for band n257, n258, n261
	dBm
	-46.5
	-46.5
	-46.5
	-46.5

	Power in Transmission Bandwidth Configuration for band n260
	dBm
	-45.5
	-45.5
	-45.5
	-45.5

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	50
	100
	200
	400

	FInterferer (offset)
	MHz
	50
/
-50
NOTE 2
	 100
/
-100
NOTE 2
	200
/
-200
NOTE 2
	400
/
-400
NOTE 2

	NOTE 1:	The interferer consists of the Reference measurement channel specified in Annex A.3.3 with one sided dynamic OCNG Pattern TDD as described in Annex A.5.2.1 and set-up according to Annex C.
NOTE 2:	The absolute value of the interferer offset FInterferer (offset) shall be further adjusted to  MHz with SCS the sub-carrier spacing of the wanted signal in MHz. Wanted and interferer signal have same SCS.
NOTE 3:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in clause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.
NOTE 4: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable



< Unchanged sections skipped >
7.6.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in Table 7.6.2.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configuration of PDSCH and PDCCH before measurement are specified in Annex C.2. The details of the OCNG patterns used are specified in Annex A.5.
Table 7.6.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Mid range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	50 MHz, 100 MHz

	Test SCS as specified in Table 5.3.5-1 
	120 kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1: The specific configuration of each RB allocation is defined in Table 7.3.2.4.1-1.
NOTE 2: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable



< Unchanged sections skipped >
7.9.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 7.9.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.9.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1 
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Mod'n
	RB allocation 
	Mod'n
	RB allocation

	1
	-
	-
	-
	-

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3.2.4.1-1.
NOTE 2: For PC7 RedCap UEs only 50MHz and 100MHz Test Channel Bandwidths are applicable





< End of changes >
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