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Editor’s Note:
-	MU value analysis and offset value analysis for PC1, 2 and 4 are not complete.
-	MU offset value analysis for PC2 and 4 are not complete.
-	MU value analysis for various test setups in clause B.18.x is not complete for above 80 GHz.
-	Offset value analysis is not complete as it is derived from MU value analysis for above 80 GHz.
Test procedure of general spurious emission comprises 2 stages: coarse TRP measurement and fine TRP measurement BW. Coarse TRP measurement is introduced to reduce the measurement time by applying sparser grids and/or wider measurement BW than fine TRP measurement while having offset dB more stringent test requirement in order not to cause additional misjudgement risk. For the frequency ranges for which coarse TRP measurement does not PASS, the measurement is continued with fine TRP measurement procedure.
Tables B.18-1,  B.18-1a, B.18-1b summarizes the MU threshold for fine TRP measurements for General spurious emissions, spurious emission band UE co-existence and additional spurious emission, respectively. The origin MU values for fine TRP measurement for different test setups can be found in following subclauses.
Table B.18-1: MU threshold for TRP measurement for general spurious emission
	Power Class
	Frequency
	In-band BW
	In-band Power (NOTE2)
	Threshold MU value [dB] (NOTE1)

	PC3
	6 GHz <= f <=12.75 GHz
	BW <= 400MHz
	P = Max Output Power
	5.29

	
	12.75 GHz <= f <= 23.45 GHz
	
	
	5.25

	
	23.45 GHz <= f <= 40.8 GHz
	
	
	5.41

	
	40.8 GHz <= f <= 66 GHz
	
	
	7.42

	
	66 GHz <= f <= 80 GHz
	
	
	7.72

	PC1
	6 GHz <= f <=12.75 GHz
	BW <= 400MHz
	P = Max Output Power
	5.28

	
	12.75 GHz <= f <= 23.45 GHz
	
	
	5.91

	
	23.45 GHz <= f <= 40.8 GHz
	
	
	6.07

	
	40.8 GHz <= f <= 66 GHz
	
	
	8.09

	
	66 GHz <= f <= 80 GHz
	
	
	7.71

	NOTE 1:	Total EIRP Expanded MU for IFF for Quiet Zone size ≤ 30cm in Table B.18.2-3 to Table B.18.2-11 for PC3 UEs and in Table B.18.2-12 to Table B.18.2-16 for PC1 UEs.
NOTE 2:	Max output power level for device with corresponding power class.



Table B.18-1a: MU threshold for TRP measurement for spurious emission band UE co-existence
	Power Class
	Frequency
	In-band BW
	In-band Power (NOTE2)
	Threshold MU value [dB] (NOTE1)

	PC3
	n257, n260, n261
	BW <= 400MHz
	P = Max Output Power
	6.00

	
	23.6 GHz < f <= 24.0 GHz
	
	
	6.00

	
	36 GHz <= f <= 37 GHz
	
	
	6.00

	
	57 GHz <= f <= 66 GHz
	
	
	8.01

	PC1
	n257, n261
	BW <= 400MHz
	P = Max Output Power
	7.32

	
	n260
	
	
	7.32

	
	23.6 GHz < f <= 24.0 GHz
	
	
	7.32

	[bookmark: _Hlk130935756]
	36 GHz <= f <= 37 GHz
	
	
	FFS
[Editor's note:this line shall be removed]

	
	57 GHz <= f <= 66 GHz
	
	
	8.00

	NOTE 1:	Total EIRP Expanded MU for IFF for Quiet Zone size ≤ 30cm in Table B.18.2-3 to Table B.18.2-11 for PC3 UEs and in Table B.18.2-12 to Table B.18.2-16 for PC1 UEs.
NOTE 2:	Max output power level for device with corresponding power class.



Table B.18-1b: MU threshold for TRP measurement for additional spurious emission
	Power Class
	Frequency
	In-band BW
	In-band Power (NOTE2)
	Threshold MU value [dB] (NOTE1)

	PC3
	6 GHz <= f <=12.75 GHz
NS_202
	BW <= 400MHz
	P = Max Output Power
	5.29

	
	12.75 GHz <= f <= 23.45 GHz
NS_202
	
	
	5.84

	
	23.45 GHz <= f <= 40.8 GHz
NS_202, NS_203
	
	
	6.00

	
	40.8 GHz <= f <= 2nd harmonic of the upper frequency edge of the UL operating band
NS_202
	
	
	8.01

	PC1
	6 GHz <= f <=12.75 GHz
NS_202
	BW <= 400MHz
	P = Max Output Power
	5.28

	
	12.75 GHz <= f <= 23.45 GHz
NS_202
	
	
	7.16

	
	23.45 GHz <= f <= 40.8 GHz
NS_202, NS_203
	
	
	7.32

	
	40.8 GHz <= f <= 2nd harmonic of the upper frequency edge of the UL operating band
NS_202
	
	
	9.34

	NOTE 1:	Total EIRP Expanded MU for IFF for Quiet Zone size ≤ 30cm in Table B.18.2-3 to Table B.18.2-11 for PC3 UEs and in Table B.18.2-12 to Table B.18-2.16 for PC1 UEs.
NOTE 2:	Max output power level for device with corresponding power class.



Table B.18-2 provides valid coarse TRP measurement grids and corresponding offset dB value that may be used for UE general spurious emission test case. The offset value is derived as 95%-tile TRP measurement uncertainty including the effect from uncertainty due to Coarse TRP measurement grid, excluding influence of noise.
Table B.18-2: Coarse TRP measurement grids and offset values for UE Tx spurious emission
	Power Class
	Coarse TRP measurement grid
	Frequency
	Min Number of measurement points on the grid
	Influence of coarse TRP measurement grid (dB)
	Systematic error due to coarse TRP calculation/quadrature (dB)
	Offset value (dB)

	PC3
	Constant density grid
(charged particle based)
	6 GHz <= f <=12.75 GHz
	35
	0.94
	0.09
	5.27

	
	
	12.75 GHz <= f <= 23.45 GHz
	
	
	
	5.23

	
	
	23.45 GHz <= f <= 40.8 GHz
	
	
	
	5.38

	
	
	40.8 GHz <= f <= 66 GHz
	
	
	
	7.31

	
	
	66 GHz <= f <= 80 GHz
	
	
	
	7.61

	
	Constant step size grid
	6 GHz <= f <=12.75 GHz
	62
	0.97
	0.2
	5.40

	
	
	12.75 GHz <= f <= 23.45 GHz
	
	
	
	5.36

	
	
	23.45 GHz <= f <= 40.8 GHz
	
	
	
	5.52

	
	
	40.8 GHz <= f <= 66 GHz
	
	
	
	7.43

	
	
	66 GHz <= f <= 80 GHz
	
	
	
	7.73

	PC1
	Constant density grid
(charged particle based)
	6 GHz <= f <=12.75 GHz
	FFS
	FFS
	FFS
	FFS

	
	
	12.75 GHz <= f <= 23.45 GHz
	
	
	
	FFS

	
	
	23.45 GHz <= f <= 40.8 GHz
	
	
	
	FFS

	
	
	40.8 GHz <= f <= 66 GHz
	
	
	
	FFS

	
	
	66 GHz <= f <= 80 GHz
	
	
	
	FFS

	
	Constant step size grid
	6 GHz <= f <=12.75 GHz
	FFS
	FFS
	FFS
	FFS

	
	
	12.75 GHz <= f <= 23.45 GHz
	
	
	
	FFS

	
	
	23.45 GHz <= f <= 40.8 GHz
	
	
	
	FFS

	
	
	40.8 GHz <= f <= 66 GHz
	
	
	
	FFS

	
	
	66 GHz <= f <= 80 GHz
	
	
	
	FFS

	NOTE 1:	Based on Total EIRP Expanded MU for IFF for Quiet Zone size ≤ 30cm in Table B.18.2-3 to Table B.18.2-11 for PC3 UEs and in Table B.18.2-12 to Table B.18.2-16 for PC1 UEs, replacing “Influence of TRP measurement grid” and “Systematic error due to TRP calculation/quadrature” by the values for coarse TRP grid, and excluding “Influence of noise”.
NOTE 2:	Max output power level for device with corresponding power class.
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