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[bookmark: _Toc76402191][bookmark: _Toc76403823]<Start of Changed Section>
4.6.1A	Contents of PC5 RRC messages
<Unchanged Skip>
–	MeasurementReportSidelink
Table 4.6.1A-2: MeasurementReportSidelink
	Derivation Path: TS 38.331 [6], clause 6.6.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReportSidelink ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReportSidelink-r16 SEQUENCE {
	
	
	

	      sl-measResults-r16 SEQUENCE {
	
	
	

	        sl-MeasId-r16
	1
	
	

	        sl-MeasResult-r16 SEQUENCE {
	
	
	

	          sl-ResultDMRS-r16 SEQUENCE {
	
	
	

	            sl-RSRP-r16
	(0..127)
	
	TX

	
	71
	actuall value is (71-156) = -85dBm
	RX

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	TX

	
	Not present
	
	RX

	      nonCriticalExtension
	Not checked
	
	TX

	
	Not present
	
	RX

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	TX
	UE transmits and NR-SS-UE receives.

	RX
	UE receives and NR-SS-UE transmits.



–	RemoteUEInformationSidelink
Table 4.6.1A-2A: RemoteUEInformationSidelink
	Derivation Path: TS 38.331 [6], clause 6.6.2

	Information Element
	Value/remark
	Comment
	Condition

	RemoteUEInformationSidelink-r17 ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    remoteUEInformationSidelink-r17 SEQUENCE {
	
	
	

	      sl-RequestedSIB-List-r17 {
	
	
	

	        setup
	Set according to parameter given in test case
	
	

	      }
	
	
	

	      sl-PagingInfo-RemoteUE-r17
	Not present
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



<End of Changed Section>
