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 Table A.3.2.1.1-13: PDSCH Reference Channel for FDD HST-SFN with CA scenario
	Parameter
	Unit
	Values

	Reference channel
	
	R.PDSCH.1-13.1 FDD
	R.PDSCH.1-13.2 FDD
	R.PDSCH.1-13.3 FDD
	R.PDSCH.1-13.4 FDD
	R.PDSCH.1-13.5 FDD

	Channel bandwidth
	MHz
	5
	15
	20
	25
	30

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	25
	79
	106
	133
	160

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	19

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	13
	13
	13
	13
	13

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	16QAM

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	0.48

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	18
	18
	18
	18
	18

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	12040
	37896
	51216
	64552
	77896

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	CBs
	2
	5
	7
	8
	10

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,2,11,12 (Note 3)
	Bits
	24000
	77136 
	104352
	131568
	158784

	  For Slots i = 3,…, 10, 13, …, 19
	Bits
	25200
	79632
	106848
	134064
	161280

	Max. Throughput averaged over 2 frames
	Mbps
	11.438
	36.001
	48.655
	61.324
	74.001

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Binary Channel Bits are calculated under assumption of 52 PRBs TRS allocation when the number of allocated resource blocks are more than 52. 



 Table A.3.2.1.1-14: PDSCH Reference Channel for FDD HST-SFN with CA scenario
	Parameter
	Unit
	Values

	Reference channel
	
	R.PDSCH.1-14.1 FDD
	R.PDSCH.1-14.2 FDD
	R.PDSCH.1-14.3 FDD
	R.PDSCH.1-14.4 FDD
	

	Channel bandwidth
	MHz
	40
	50
	35
	45
	

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	

	Number of allocated resource blocks
	PRBs
	216
	270
	188
	242
	

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	MCS index
	
	13
	13
	13
	13
	

	Modulation
	
	16QAM
	16QAM
	16QAM
	16QAM
	

	Target Coding Rate
	
	0.48
	0.48
	0.48
	0.48
	

	Number of MIMO layers
	
	2
	2
	2
	2
	

	Number of DMRS REs
	
	18
	18
	18
	18
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	104496
	131176
	90176
	116792
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	CBs
	13
	16
	11
	14
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,2,11,12 (Note 3)
	Bits
	215232
	269664
	187008
	241440
	

	  For Slots i = 3,…, 10, 13, …, 19
	Bits
	217728
	272160
	189504
	243936
	

	Max. Throughput averaged over 2 frames
	Mbps
	99.271
	124.617
	85.667
	110.952
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Binary Channel Bits are calculated under assumption of 52 PRBs TRS allocation when the number of allocated resource blocks are more than 52.



 Table A.3.2.1.1-15: PDSCH Reference Channel for FDD HST-DPS with CA scenario
	Parameter
	Unit
	Values

	Reference channel
	
	R.PDSCH.1-15.1 FDD
	R.PDSCH.1-15.2 FDD
	R.PDSCH.1-15.3 FDD
	R.PDSCH.1-15.4 FDD
	R.PDSCH.1-15.5 FDD

	Channel bandwidth
	MHz
	5
	15
	20
	25
	30

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15

	Number of allocated resource blocks
	PRBs
	25
	79
	106
	133
	160

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	12

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	19

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	MCS index
	
	17
	17
	17
	17
	17

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	0.43
	0.43
	0.43
	0.43
	0.43

	Number of MIMO layers
	
	2
	2
	2
	2
	2

	Number of DMRS REs
	
	18
	18
	18
	18
	18

	Overhead for TBS determination
	
	0
	0
	0
	0
	0

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	16136
	51216
	67584
	86040
	104496

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	24

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,…, 19
	CBs
	2
	7
	9
	11
	13

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slots i = 1,2,11,12 (Note 3)
	Bits
	36000
	115704
	156528
	197352
	238176

	  For Slots i = 3,…, 10, 13, …, 19
	Bits
	37800
	119448
	160272 
	201096  
	241920 

	Max. Throughput averaged over 2 frames
	Mbps
	15.3292
	48.655
	64.2048
	81.738
	99.2712

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Binary Channel Bits are calculated under assumption of 52 PRBs TRS allocation when the number of allocated resource blocks are more than 52.



 Table A.3.2.1.1-16: PDSCH Reference Channel for FDD HST-DPS with CA scenario
	Parameter
	Unit
	Values

	Reference channel
	
	R.PDSCH.1-16.1 FDD
	R.PDSCH.1-16.2 FDD
	R.PDSCH.1-16.3 FDD
	R.PDSCH.1-16.4 FDD
	

	Channel bandwidth
	MHz
	40
	50
	35
	45
	

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	

	Number of allocated resource blocks
	PRBs
	216
	270
	188
	242
	

	Number of consecutive PDSCH symbols
	
	12
	12
	12
	12
	

	Allocated slots per 2 frames
	Slots
	19
	19
	19
	19
	

	MCS table
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	MCS index
	
	17
	17
	17
	17
	

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	

	Target Coding Rate
	
	0.43
	0.43
	0.43
	0.43
	

	Number of MIMO layers
	
	2
	2
	2
	2
	

	Number of DMRS REs
	
	18
	18
	18
	18
	

	Overhead for TBS determination
	
	0
	0
	0
	0
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	139376
	176208
	120936
	155776
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	Bits
	24
	24
	24
	24
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,…, 19
	CBs
	17
	21
	15
	19
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	N/A
	N/A
	N/A
	

	  For Slots i = 1,2,11,12 (Note 3)
	Bits
	322848
	404496
	280512
	362160
	

	  For Slots i = 3,…, 10, 13, …, 19
	Bits
	326592 
	408240
	284256
	365904
	

	Max. Throughput averaged over 2 frames
	Mbps
	132.407
	167.3976
	114.8892
	147.9872
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	Binary Channel Bits are calculated under assumption of 52 PRBs TRS allocation when the number of allocated resource blocks are more than 52.
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