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<< Beginning of changes>>
Table 7.3A.2.5-1: Reference sensitivity requirement for 3DL CA
	Carrier aggregation type
	DL CA configuration

	Intra-band non-contiguous 3DL CA
	CA_n48(3A)

	Inter-band 3DL CA
	CA_n1A-n78C

	
	CA_n1A-n78(2A)

	
	CA_n1A-n78A-n79A

	
	CA_n2A-n5A-n77A

	
	CA_n2A-n66A-n77A

	
	CA_n5A-n66A-n77A

	
	CA_n26A-n66-n70A

	
	CA_n26A-n66(2A)

	
	CA_n41A-n66A-n71A

	
	CA_n48A-n66(2A)

	
	CA_n48A-n71(2A)

	
	CA_n48B-n66A

	
	CA_n48B-n70A

	
	CA_n48B-n71A

	
	CA_n48(2A)-n66A

	
	CA_n48(2A)-n70A

	
	CA_n48(2A)-n71A

	
	CA_n48A-n66A-n70A

	
	CA_n48A-n66A-n71A

	
	CA_n48A-n70A-n71A

	
	CA_n66A-n70A-n71A

	
	CA_n66A-n71(2A)

	
	CA_n66(2A)-n70A

	
	CA_n66(2A)-n71A

	
	CA_n66B-n70A

	
	CA_n66B-n71A

	
	CA_n70A-n71A(2A)

	SDL configuration
	CA_n29A-n66A-n70A

	
	CA_n29A-n66B

	
	CA_n29A-n66(2A)




<< End of changes>>



