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[bookmark: _Toc27478420][bookmark: _Toc36227134]<<Unchanged sections skipped>>
7.3A.2	Reference sensitivity power level for 3DL CA without exceptions
<<Unchanged sections skipped>>
Table 7.3A.2.4.1-1: Test Configuration Table for 3DL CA without exceptions
	Initial conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	For test frequencies refer to “Range” columns.

For Inter-band CA:
CA_nXA-nYA-nZA: Mid range for PCC and SCC with exceptions (Note 11):
[bookmark: OLE_LINK35][bookmark: OLE_LINK36]CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA :Low range, High Range for nXC and nXB, mid range for nYA for PCC and SCC with exceptions :
CA configurations containing the following band combinations:
CA_n1-n77: Mid in band n1 and Low in band n77
CA_n2-n77: UL and DL Mid in band n2 and band n77 at 3850MHz
[bookmark: OLE_LINK37]CA_n3-n77: TBD in band 3 and TBD in band 77. 
CA_n3-n78: Mid in band 3 and High in band 78.
CA_n8-nX: Low range for PCC in Band 8
CA_n70-n71: High range for PCC in band 71

	Test CC Combination setting (CBW) as specified in subclause Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to “NRB_PCC”and “NRB_SCC” columns

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters for CA Configurations

	ID
	CA Configuration / channel BW
	DL Allocation
	UL allocation (NOTE2.0 to NOTE 5)

	
	CA configuration
	PCC
	SCC1
	SCC2
	CC Mod
	PCC & SCC RB allocation
	CC Mod
	PCC & SCC RB allocation

	
	PCC
	Wgap1
	SCC1
	Wgap2
	SCC2
	
	
	
	
	PCC
	SCC
	
	

	
	Band
	Range
	
	Band
	Range
	
	Band
	Range
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_nXD Configuration (Intra-band contiguous)

	1
	nX
	Low CC1
	N/A
	nX
	Low CC2
	N/A
	nX
	Low CC3
	Highest NRB_agg 
	Highest NRB_agg 
	Highest NRB_agg 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nX
	High CC1
	N/A
	nX
	High CC2
	N/A
	nX
	High CC3
	Highest NRB_agg 
	Highest NRB_agg 
	Highest NRB_agg 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-




	Test Parameters for CA Configurations

	ID
	CA Configuration / channel BW
	DL Allocation
	UL allocation (NOTE2.0 to NOTE 5)

	
	CA configuration
	PCC
	SCC1
	SCC2
	CC Mod
	PCC & SCC RB allocation
	CC Mod
	PCC & SCC RB allocation

	
	PCC
	Wgap1
	SCC1
	Wgap2
	SCC2
	
	
	
	
	PCC
	SCC
	
	

	
	Band
	Range
	
	Band
	Range
	
	Band
	Range
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	1
	nX
	default
	N/A
	nY
	default
	N/A
	nZ
	default
	Highest
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	default
	N/A
	nZ
	default
	N/A
	nX
	default
	Highest
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	3
	nZ
	default
	N/A
	nY
	default
	N/A
	nX
	default
	Highest
	Highest
	Highest
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Default Test Settings for a CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA Configurations (Intra-band contiguous + Inter-band)

	1
	nX
	default
	N/A
	nX
	default
	N/A
	nY
	default
	Highest NRB_agg
	Highest NRB_agg
	Highest 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	default
	N/A
	nX
	default
	N/A
	nX
	default
	Highest
	Highest NRB_agg
	Highest NRB_agg
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-






	Test Parameters for CA Configurations

	ID
	CA Configuration / channel BW
	DL Allocation
	UL allocation (NOTE2.0 to NOTE 5)

	
	CA configuration
	PCC
	SCC1
	SCC2
	CC Mod
	PCC & SCC RB allocation
	CC Mod
	PCC & SCC RB allocation

	
	PCC
	Wgap1
	SCC1
	Wgap2
	SCC2
	
	
	
	
	PCC
	SCC
	
	

	
	Band
	Range
	
	Band
	Range
	
	Band
	Range
	
	
	
	
	
	
	
	

	Default Test Settings for a CA_nX(2A)-nYA Configuration (Intra-band non-contiguous + Inter-band)

	1
	nX
	CC1
	Max (NOTE 7)
	nX
	CC2
	N/A
	nY
	Mid
	Highest NRB_agg (NOTE 6)
	Highest NRB_agg (NOTE 6)
	Highest 
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	2
	nY
	Mid
	NA
	nX
	CC1
	Max (NOTE 7)
	nX
	CC2
	Highest
	Highest NRB_agg
	Highest NRB_agg
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Default Test Settings for a CA_nX(3A) Configuration (Intra-band non-contiguous)

	1
	nX
	CC1
	Max (NOTE 7)
	nX
	CC2
	Max (NOTE 7)
	nX
	CC3
	Highest NRB_agg (NOTE 6)
	Highest NRB_agg (NOTE 6)
	Highest NRB_agg (NOTE 6)
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Default Test Settings for a CA_nX(A-C) and CA_nX(A-B)  Configuration (Intra-band contiguous + Intra-band non-contiguous)

	1
	nX
	CC1
	Max (NOTE 7)
	nX
	CC2
	N/A
	nX
	CC3
	Highest NRB_agg (NOTE 6)
	Highest NRB_agg (NOTE 6)
	Highest NRB_agg (NOTE 6)
	CP-OFDM QPSK
	Full RB
	DFT-s-OFDM QPSK
	REFSENS
	-

	Note 1:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
Note 2.0:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
Note 2:	Use CA Configuration – specific test points if present in the table, otherwise use test points from matching Group Test Settings, if present in the table. Otherwise use the Default Test Settings test points.
Note 3:	Inter-band: nX,nY,nZ correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, nX=n1, nY=n3, nZ=n8.
Note 4:	Intra-band contiguous + Inter-band: nX, nY correspond to the different bands in the CA Configuration, e.g. for CA_n1C-n3A, nX=n1, nY=n3 
Note 5:	Intra-band non-contiguous + Inter-band: nX and nY correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A, nX=n1, nY =n8.
Note 6:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested
Note 7:	The Wgap is defined to be widest possible on band based on the PCC and SCC configuration for Intra-band non-contiguous
Note 8:	For band combinations including operating bands without uplink band (as noted in Table 5.2-1), only the CA configurations where PCC band has uplink band shall be tested
Note 9: 	The fallback configuration CA_nXA-nYA for 3CA configurations CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA does not need to be tested even if the test frequency differs
Note 10:	In a band where UE supports 4Rx, the test needs to be performed only with 4Rx antennas connected.
Note 11:	For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.





	

<<Unchanged sections skipped>>
7.4A.1	Maximum input level for CA (2DL CA)
<<Unchanged sections skipped>>
Table 7.4A.1.4.1-2: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 1, NOTE 3

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	NOTE 1, NOTE 4

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-2.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 4:	Test CC Combination setting is set as defined in Table 7.3A.1.4.1-2. If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchanged sections skipped>>
7.4A.2	Maximum input level for CA (3DL CA)
<<Unchanged sections skipped>>
[bookmark: OLE_LINK81]Table 7.4A.2.4.1-1: Test Configuration Table for 3DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Intra-band contiguous: Mid range for PCC and SCCs
[bookmark: OLE_LINK49]Inter-band: NOTE 1, NOTE 5
Intra-band contiguous + Inter-band: NOTE 1, NOTE 5
[bookmark: OLE_LINK45][bookmark: OLE_LINK16]Intra-band non-contiguous + Inter-band, Intra-band non-contiguous, Intra-band contiguous + Intra-band non-contiguous: NOTE 1 with Wgap for intra-band non-contiguous defined in table 7.3A.2.4.1-1 (NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	NOTE 1, NOTE 6

	Test SCS as specified in Table 5.3.5-1 
	Lowest for PCC and SCCs

	Network signalling value
	NS_01 by default 

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation
	SCC1 RB allocation
	SCC2 RB allocation
	CC
Mod'n
	PCC RB allocation

	Default Test Settings for a CA_nXD Configuration (Intra-band contiguous)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA Configurations
(Intra-band contiguous + Inter-band)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(2A)-nYA Configuration
(Intra-band non-contiguous + Inter-band)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(3A) Configuration (Intra-band non-contiguous)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(A-C) and CA_nX(A-B)  Configuration
(Intra-band contiguous + Intra-band non-contiguous)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.2.4.1-1.
NOTE 2:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
NOTE 3:	Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, X=1, Y=3, Z=8; Intra-band contiguous + Inter-band: X,Y correspond to the different bands in the CA Configuration, e.g. for CA_1C-3A, X=1,Y=3; Intra-band non-contiguous + Inter-band: X and Y correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A, X=1, Y =8.
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 6:	Test CC Combination setting is set as defined in Table 7.3A.1.4.1-2. If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
7.4A.3	Maximum input level for CA (4DL CA)
<<Unchanged sections skipped>>
Table 7.4A.3.4.1-1: Test Configuration Table for 4DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 1, NOTE 6

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	NOTE 1, NOTE 5

	Test SCS as specified in Table 5.3.5-1 
	Lowest for PCC and SCCs

	Network signalling value
	NS_01 by default 

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation
	SCC1 RB allocation
	SCC2 RB allocation
	SCC3 RB allocation
	CC
Mod'n
	PCC RB allocation

	Default Test Settings for a CA_nXE Configuration (Intra-band contiguous)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXC-nYA-nZA and CA_nXB-nYA-nZA Configurations
(Intra-band contiguous + Inter-band)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(2A)-nYA-nZA Configuration
(Intra-band non-contiguous + Inter-band)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(2A)-nY(2A) Configuration
(Intra-band non-contiguous + Intraband non-contiguous)

	1
	CP-OFDM 64QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	2
	CP-OFDM 256QAM
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.3.4.1-1.
NOTE 2:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
NOTE 3:	Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, X=1, Y=3, Z=8; Intra-band contiguous + Inter-band: X,Y correspond to the different bands in the CA Configuration, e.g. for CA_1C-3A, X=1,Y=3; Intra-band non-contiguous + Inter-band: X and Y correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A, X=1, Y =8.
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test CC Combination setting is set as defined in Table 7.3A.1.4.1-2. If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.
NOTE 6:   Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.3.4.1-1.



<<Unchaged sections skipped>>
[bookmark: _Toc27478444][bookmark: _Toc36227163]7.5A.1	Adjacent channel selectivity for CA (2DL CA)
<<Unchanged sections skipped>>
Table 7.5A.1.4.1-2: Test Configuration Table for inter-band 2DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for PCC and SCC with exceptions for CA configurations containing the following band combinations (NOTE 1, NOTE 3):

CA_n48A-n77A: Low range for PCC

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 4

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-2.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
[bookmark: _Toc27478453][bookmark: _Toc36227172]7.5A.2	Adjacent channel selectivity for CA (3DL CA)
<<Unchanged sections skipped>>
Table 7.5A.2.4.1-1: Test Configuration Table for 3DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Intra-band contiguous: Mid range for PCC and SCCs
Inter-band CA: NOTE 1, NOTE 5
Inter-band + Intra-band contiguous : NOTE 1, NOTE 5
Inter-band + Intra-band non-contiguous, Intra-band non-contiguous, Intra-band contiguous + Intra-band non-contiguous: NOTE 1 with Wgap for intra-band non-contiguous defined in table 7.3A.2.4.1-1(NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Intra-band contiguous: Lowest NRB_agg, Highest NRB_agg 
Inter-band: Highest NRB_agg
Inter-band + Intra-band contiguous : Highest NRB_agg
Inter-band + Intra-band non-contiguous : Highest NRB_agg
Intra-band non-contiguous : Highest NRB_agg
Intra-band contiguous + Intra-band non-contiguous : Highest NRB_agg
NOTE 6

	Test SCS as specified in Table 5.3.5-1 
	Lowest for PCC and SCCs 

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC1 RB allocation
	SCC2 RB allocation
	CC
Mod'n
	PCC RB allocation 

	Default Test Settings for a CA_nXD Configuration (Intra-band contiguous)

	[bookmark: _Hlk53766302]1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA Configurations
(Intra-band contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(2A)-nYA Configuration
(Intra-band non-contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(3A) Configuration (Intra-band non-contiguous)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(A-C) and CA_nX(A-B) Configuration
(Intra-band contiguous + Intra-band non-contiguous)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.2.4.1-1.
NOTE 2:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
NOTE 3:	Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, X=1, Y=3, Z=8; Intra-band contiguous + Inter-band: X,Y correspond to the different bands in the CA Configuration, e.g. for CA_1C-3A, X=1,Y=3; Intra-band non-contiguous + Inter-band: X and Y correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A, X=1, Y =8
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 6:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
7.5A.3	Adjacent channel selectivity for CA (4DL CA)
<<Unchanged sections skipped>>
Table 7.5A.3.4.1-1: Test Configuration Table for 4DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Intra-band contiguous: Mid range for PCC and SCCs
Inter-band CA: NOTE 1, NOTE 5
Inter-band + Intra-band contiguous : NOTE 1, NOTE 5
Inter-band + Intra-band non-contiguous : NOTE 1 with Wgap for intra-band non-contiguous defined in table 7.3A.3.4.1-1(NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Intra-band contiguous: Lowest NRB_agg, Highest NRB_agg 
Inter-band: Highest NRB_agg
Inter-band + Intra-band contiguous : Highest NRB_agg
Inter-band + Intra-band non-contiguous : Highest NRB_agg
NOTE 6

	Test SCS as specified in Table 5.3.5-1 
	Lowest for PCC and SCCs

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC1 RB allocation
	SCC2 RB  allocation
	SCC3 RB allocation
	CC
Mod'n
	PCC RB allocation 

	Default Test Settings for a CA_nXE Configuration (intra-band contiguous)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYA-nZA-nVA Configuration (Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYB-nZA, CA_nXA-nYA-nZB, CA_nXD-nYA, CA_nXC-nYB, CA_nXC-nYC and CA_nXB-nYB Configurations
(Intra-band contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYA-nZ(2A), CA_nXA-nY(3A) and CA_nX(2A)-nY(2A) Configuration
(Intra-band non-contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(4A) Configuration intra-band non-contiguous)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.3.4.1-1.
NOTE 2:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
NOTE 3:	Inter-band: X,Y,Z,V correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n7A-n28A, X=1, Y=3, Z=7,V=28; Intra-band contiguous + Inter-band: X,Y,Z correspond to the different bands in the CA Configuration, E.g. for CA_n3A-n7B-n28A, X=1,Y=3,z=28; Intra-band non-contiguous + Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n2A-n66A-n77(2A), X=2, Y=66,Z=77；
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.3.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 6:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
[bookmark: _Toc27478515][bookmark: _Toc36227235]7.6A.2.1	In-band blocking for CA (2DL CA)
<<Unchanged sections skipped>>
Table 7.6A.2.1.4.1-2: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Mid range for PCC and SCC with exceptions for CA configurations containing the following band combinations (NOTE 1, NOTE 3):

CA_n48A-n77A: Low range for PCC

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 1, NOTE 4

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.1.4.1-2.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
7.6A.2.2	In-band Blocking for CA (3DL CA)
<<Unchanged sections skipped>>
Table 7.6A.2.2.4.1-1: Test Configuration Table for 3DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Intra-band contiguous: Mid range for all CCs
Inter-band: NOTE 1, NOTE 5
Intra-band contiguous + Inter-band: NOTE 1, NOTE 5
Intra-band non-contiguous + Inter-band, Intra-band non-contiguous, Intra-band contiguous + Intra-band non-contiguous: NOTE 1 with Wgap for intra-band non-contiguous defined in table 7.3A.2.4.1-1 (NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg, NOTE 1, NOTE 6

	Test SCS as specified in Table 5.3.5-1 
	Lowest for PCC and SCCs

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC1 RB allocation
	SCC2 RB allocation
	CC
Mod'n
	PCC RB allocation 

	Default Test Settings for a CA_nXD Configuration (Intra-band contiguous CA)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA Configurations 
(Intra-band contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(2A)-nYA Configurations 
(Intra-band non-contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(3A) Configuration (Intra-band non-contiguous)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(A-C) and CA_nX(A-B) Configuration
(Intra-band contiguous + Intra-band non-contiguous)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.2.4.1-1.
NOTE 2:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
NOTE 3:	Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, X=1, Y=3, Z=8; 	Intra-band contiguous + Inter-band: X,Y correspond to the different bands in the CA Configuration, e.g. for CA_1C-3A, X=1,Y=3; Intra-band non-contiguous + Inter-band: X and Y correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A, X=1, Y =8
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 6:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
7.6A.2.3	In-band Blocking for CA (4DL CA)
<<Unchanged sections skipped>>
Table 7.6A.2.3.4.1-1: Test Configuration Table for 4DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 1, NOTE 6

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg, NOTE 1, NOTE 5

	Test SCS as specified in Table 5.3.5-1 
	Lowest for PCC and SCCs

	Network signalling value
	NS_01
Unless given by Table 7.3.2.3-4 for the band with active uplink carrier

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC1 RB allocation
	SCC2 RB allocation
	SCC3 RB allocation
	CC
Mod'n
	PCC RB allocation 

	Default Test Settings for a CA_nXE Configuration (Intra-band contiguous CA)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nXC-nYA-ZA and CA_nXB-nYA-ZA Configurations 
(Intra-band contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(2A)-nYA-ZA Configurations 
(Intra-band non-contiguous + Inter-band)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	Default Test Settings for a CA_nX(2A)-nY(2A) Configurations 
(Intra-band non-contiguous + Intra-band non-contiguous)

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.3.4.1-1.
NOTE 2:	CA Configuration Test CC Combination test settings are checked separately for each CA Configuration.
NOTE 3:	Inter-band: X,Y,Z correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n3A-n8A, X=1, Y=3, Z=8; 	Intra-band contiguous + Inter-band: X,Y correspond to the different bands in the CA Configuration, e.g. for CA_1C-3A, X=1,Y=3; Intra-band non-contiguous + Inter-band: X and Y correspond to the different bands in the CA Configuration. E.g. for CA_n1A-n1A-n8A, X=1, Y =8
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.
NOTE 6:   Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.3.4.1-1.



<<Unchaged sections skipped>>
[bookmark: _Toc27478532][bookmark: _Toc36227246]7.6A.3.1	Out-of-band blocking for CA (2DL CA)
<<Unchanged sections skipped>>
Table 7.6A.3.1.4.1-2: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 4

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 5

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3.
NOTE 3:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 4:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 5:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.


<<Unchanged sections skipped>>
Table 7.6A.3.1.5.3-1: Out-of-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	6
	6
	7
	9
	10

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	35 MHz
	40 MHz
	50 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	11
	11.5
	12
	12.5
	13

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	
	
	
	

	
	
	
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	14
	14.5
	15
	15.5
	16

	NOTE:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2.3-3 with PCMAX_L,f,c defined in clause 6.2.4.



Table 7.6A.3.1.5.3-2: Out of-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz
	NR band
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	n1, n2, n3, n5, n7, n8, n12, n20, n25, n28, n34, n38, n39, n40, n41, n485,  n50, n51, n66, n70, n71, n74, n75, n76
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15
or
15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60
or
60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85
or 
FDL_high + 85 ≤ f
≤ 12750

	NOTE1:	The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz. 
NOTE 2:	For band 51 the FDL_high of band 50 is applied as FDL_high for band 51. For band 50, the FDL_low of band 51 is applied as FDL_low for band 50.
NOTE 3:	For band 76 the FDL_high of band 75 is applied as FDL_high for band 76. For band 75, the FDL_low of band 76 is applied as FDL_low for band 75.
NOTE 4:	For UEs supporting both bands 38 and 41, the FDL_high and FDL_low of band 41 is applied as FDL_high and FDL_low for band 38. 
NOTE 5:	n48 follows the requirement in this frequency range according to the general requirement defined in Clause 7.1. The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 2700 MHz and FInterferer < 4800 MHz.
NOTE 6:	Void.
NOTE 7:	For UE supporting both bands 25 and 70, the FDL_high of band 70 is applied as FDL_high for band 25, and the FDL_low of band 25 is applied as FDL_low for band 70.



[bookmark: _Hlk132057857]Table 7.6A.3.1.5.3-3: Out-of-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz
	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	
	

	
	
	
	
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel bandwidth specific value below

	
	dB
	9
	9
	9
	9
	9

	NOTE:	The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2.3-3 with PCMAX_L,f,c defined in clause 6.2.4.



<<Unchaged sections skipped>>
7.6A.3.2	Out-of-band blocking for CA (3DL CA)
<<Unchanged sections skipped>>
Table 7.6A.3.2.4.1-2: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Inter-band : NOTE 5
Intra-band contiguous + Inter-band: NOTE 5
Intra-band non-contiguous + Inter-band: Max WGap for Intra-band non-contiguous NOTE 5

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 3

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCCs RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to Table 7.3.2.4.1-3.
NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested. 
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<<Unchaged sections skipped>>
7.6A.3.3	Out-of-band blocking for CA (4DL CA)
<<Unchanged sections skipped>>
Table 7.6A.3.3.4.1-1: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Inter-band : NOTE 5
Intra-band contiguous + Inter-band: NOTE 5
Intra-band non-contiguous + Inter-band: MaxWGap for Intra-band non-contiguous (NOTE 5)
Intra-band non-contiguous + Intra-band non-contiguous: MaxWGap for Intra-band non-contiguous (NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 3

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCCs RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to Table 7.3.2.4.1-3.
NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested. 
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1 7.3A.3.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<<Unchaged sections skipped>>
[bookmark: _Toc27478538][bookmark: _Toc36227252]7.6A.4.1	Narrow band blocking for CA (2DL CA)
<<Unchanged sections skipped>>
Table 7.6A.4.1.4.1-2: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 4

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 5

	Test SCS as specified in Table 5.3.5-1 
	According to CH BW SCS in table 7.6.4.3-1

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to Table 7.3.2.4.1-3.
NOTE 3:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 4:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 5:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
7.6A.4.2	Narrow band blocking for CA (3DL CA)
<<Unchanged sections skipped>>
Table 7.6A.4.2.4.1-1: Test configuration table for 3DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Inter-band : NOTE 5
Intra-band contiguous + Inter-band: NOTE 5
Intra-band non-contiguous + Inter-band: MaxWGap for Intra-band non-contiguous (NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 3

	Test SCS as specified in Table 5.3.5-1
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCCs RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.2.4.1-1.
NOTE 2:	Void.
NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested. 
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<<Unchaged sections skipped>>
7.6A.4.3	Narrow band blocking for CA (4DL CA)
<<Unchanged sections skipped>>
Table 7.6A.4.3.4.1-1: Test configuration table for 4DL CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Inter-band : NOTE 5
Intra-band contiguous + Inter-band: NOTE 5
Intra-band non-contiguous + Inter-band: MaxWGap for Intra-band non-contiguous (NOTE 5)
Intra-band non-contiguous + Intra-band non-contiguous: MaxWGap for Intra-band non-contiguous (NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 3

	Test SCS as specified in Table 5.3.5-1 
	Lowest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCCs RB allocation
	CC
Mod'n
	PCC RB allocation 

	1
	CP-OFDM QPSK
	NOTE 1
	NOTE 1
	DFT-s-OFDM QPSK
	NOTE 1

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3A.3.4.1-1.
NOTE 2:	Void.
NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.2.4.1-1 7.3A.3.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<<Unchaged sections skipped>>
[bookmark: _Toc27478636][bookmark: _Toc36227350]7.8A.2.1	Wide band Intermodulation for CA (2DL CA)
<<Unchanged sections skipped>>
Table 7.8A.2.1.4.1-2: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	NOTE 4

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.3.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 5

	Test SCS as specified in Table 5.3.5-1 
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation
	SCC RB allocation
	CC
Mod'n
	PCC RB allocation

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to Table 7.3.2.4.1-3.
NOTE 3:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 4:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.
NOTE 5:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested.



<<Unchaged sections skipped>>
7.8A.2.2	Wide band Intermodulation for CA (3DL CA)
<<Unchanged sections skipped>>
Table 7.8A.2.2.4.1-1: Test configuration table for CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Intra-band contiguous: Mid range
Inter-band: NOTE 3
Intra-band contiguous + Inter-band: NOTE 3
Intra-band non-contiguous + Inter-band: NOTE 3
Intra-band non-contiguous: NOTE 3
Intra-band contiguous + Intra-band non-contiguous: NOTE 3

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
(NOTE 4)

	Test SCS as specified in Table 5.3.5-1 
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation 
	SCCs RB allocation
	CC
Mod'n
	PCC RB allocation 

	Default Test Settings for a CA_nXD Configuration (Intra-band contiguous)

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	Default Test Settings for a CA_nXA-nYA-nZA Configuration (Inter-band)

	[bookmark: _Hlk54012762]1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	Default Test Settings for a CA_nXC-nYA, CA_nYA-nXC, CA_nYA-nXB and CA_nXB-nYA Configurations
(Intra-band contiguous + Inter-band)

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	Default Test Settings for a CA_nX(2A)-nYA Configuration
(Intra-band non-contiguous + Inter-band)

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	Default Test Settings for a CA_nX(3A) Configuration (Intra-band non-contiguous)

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	Default Test Settings for a CA_nX(A-C) and CA_nX(A-B)  Configuration
(Intra-band contiguous + Intra-band non-contiguous)

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to Table 7.3.2.4.1-3.
NOTE 3:	The specific test frequencies for PCC and SCCs and Wgap for intra-band non-contiguous are defined in Table 7.3A.2.4.1-1.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested. 
NOTE 5:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.



<<Unchaged sections skipped>>
7.8A.2.3	Wide band Intermodulation for CA (4DL CA)
<<Unchanged sections skipped>>
Table 7.8A.2.3.4.1-1: Test configuration table for Inter-band CA
	Default Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Inter-band : Mid range for PCC and SCCs (NOTE 5)
Intra-band contiguous + Inter-band: Mid range for PCC and SCCs (NOTE 5)
Intra-band non-contiguous + Inter-band: Mid range for PCC and SCCs with maxWGap for Intra-band non-contiguous (NOTE 5)

	Test CC Combination setting (NRB_agg) as specified in Tables 5.5A.1-1, 5.5A.2-1, or tables in clauses 5.5A.3.x for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 3

	Test SCS as specified in Table 5.3.5-1 
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	CC
Mod'n
	PCC RB allocation
	SCCs RB allocation
	CC
Mod'n
	PCC RB allocation

	1
	CP-OFDM QPSK
	Full RB1
	Full RB1
	DFT-s-OFDM QPSK
	REFSENS2

	NOTE 1:	Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.
NOTE 2:	REFSENS refers to the single carrier Uplink RB allocation for reference sensitivity according to Table 7.3.2.4.1-3.
NOTE 3:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested. 
NOTE 4:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 5:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.3.4.1-1. For NR band n28, 30MHz test channel bandwidth is tested with Low range test frequencies.



<<Unchaged sections skipped>>
[bookmark: _Toc27478661][bookmark: _Toc36227375]7.9A.1	Spurious emissions for CA (2DL CA)
<<Unchanged sections skipped>>
Table 7.9A.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [5] subclause 4.3.1
	Low range, Mid range, High range (NOTE 3)

	Test CC Combination setting (NRB_agg) as specified in Table 5.5A.1-1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest NRB_agg
NOTE 4

	Test SCS as specified in Table 5.3.5-1 
	Highest

	Test Parameters for CA Configurations

	Ch Configuration / NRB_agg
	Downlink Configuration
	Uplink Configuration

	PCC
NRB
	SCCs
NRB
	Mod'n
	PCC & SCC
RB allocation
	Mod'n
	PCC
RB allocation

	100
	100
	N/A
	0
	0
	N/A
	0

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3.2.4.1-1.
NOTE 2:	In a band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected and 4Rx REFSENS requirement (Table 7.3.2.5-2) is used in the test requirements.
NOTE 3:	Test frequency is set to Mid Range for PCC and SCC with exceptions defined in Table 7.3A.1.4.1-2. For NR band n28, 30MHz test channel bandwidth is tested with Low range and High range test frequencies.
NOTE 4:	If the UE supports multiple CC Combinations in the CA Configuration with the same NRB_agg, only the combination with the highest NRB_PCC is tested



<<End of change>>

