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<Start of Changes>

[bookmark: _Toc27410900][bookmark: _Toc36039412][bookmark: _Toc43838772][bookmark: _Toc51772927][bookmark: _Toc58245133][bookmark: _Toc68089582][bookmark: _Toc69067703][bookmark: _Toc75383241][bookmark: _Toc83706889][bookmark: _Toc90491594][bookmark: _Toc100147688][bookmark: _Toc106740960][bookmark: _Toc114916316][bookmark: _Toc131110234]A.4.3.1	RF Baseline Implementation Capabilities
NOTE:	The values indicated in column "Release" for bands are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 38.307 [19].
NOTE:	See Annex B for status of completed NR bands and power classes in this version of 3GPP UE conformance test specifications.
<Unchanged Text Skipped>
Table A.4.3.1-9: NR Sidelink FR1 RF Baseline Implementation Capabilities
	Item
	NR Sidelink FR1 RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR Frequency band: 2570-2620 MHz (Transmission), 2570-2620 MHz (Reception)
	38.101-1, 5.2E
	Rel-16
	pc_nrBand38_NRSL_Supp
	NR Sidelink FR1 Band n38

	2
	NR Frequency band: 5855-5925 MHz (Transmission), 5855-5925 MHz (Reception)
	38.101-1, 5.2E
	Rel-16
	pc_nrBand47_NRSL_Supp
	NR Sidelink FR1 Band n47



Table A.4.3.1-10: NR FR2 PC7 RF Baseline Implementation Capabilities
	Item
	NR FR2 PC7 RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR Frequency band: 26500-29500 MHz (UL / DL)
	38.101-2, 6.2.1
	Rel-17
	pc_nrBand257_PC7_Supp
	NR FR2 PC7 Band n257

	2
	NR Frequency band: 24250-27500 MHz (UL / DL)
	38.101-2, 6.2.1
	Rel-17
	pc_nrBand258_PC7_Supp
	NR FR2 PC7 Band n258

	3
	NR Frequency band: 27500–28350 MHz (UL / DL)
	38.101-2, 6.2.1
	Rel-17
	pc_nrBand261_PC7_Supp
	NR FR2 PC7 Band n261
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