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<Start of Changes>
6.2.1	TRP Performance for Handheld UE for FR1 (NR SA and EN-DC)
6.2.1.1	Total Radiated Power (TRP)  in Browsing Mode with Hand Phantom
6.2.1.1.1	Total Radiated Power (TRP) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom6.2.1.1.1.1	Test purpose
To verify that the total radiated power (TRP) of a 5G NR FR1 UE does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
6.2.1.1.1.2	Test applicability
This test case applies to all types of NR Power Class 1 [release 15 and forward]
This test case applies to all types of NR Power Class 2 and Power Class 3 UE [release 175 and forward] that do not support Transmit Diversity
6.2.1.1.1.3	Minimum conformance requirements
The average measured total radiated power (TRP) of low, mid and high channel for handheld UE shall be higher than the average TRP requirement specified in subclauses 6.2.1.1 and 6.2.1.2. The averaging shall be done in linear scale for the TRP results of both right and left side of the phantom head in case of beside the head and hand phantom positions. For the hand phantom browsing mode position the averaging shall be done in linear scale for the TRP results of both right and left hand phantom measurements.

<Unchanged Text Skipped>
7.2.1	TRS Performance for Handheld UE for FR1 (NR SA and EN-DC)
7.2.1.1	Total Radiated Power (TRS) in Browsing Mode with Hand Phantom
7.2.1.1.1	Total Radiated Power (TRS) for FR1 NR Standalone (SA) in Browsing Mode with Hand Phantom7.2.1.1.1.1	Test purpose
To verify that the total radiated power (TRS) of a 5G NR FR1 UE does not exceed the range prescribed by the specified nominal maximum output power and tolerance.
An excess maximum output power has the possibility to interfere to other channels or other systems. A small maximum output power decreases the coverage area.
7.2.1.1.1.2	Test applicability
This test case applies to all types of NR Power Class 1 [release 15 and forward]
This test case applies to all types of NR Power Class 2 and Power Class 3 UE [release 175 and forward] that do not support Transmit Diversity
7.2.1.1.1.3	Minimum conformance requirements
The average measured total radiated power (TRS) of low, mid and high channel for handheld UE shall be higher than the average TRS requirement specified in subclauses 7.2.1.1 and 6.2.1.2. The averaging shall be done in linear scale for the TRS results of both right and left side of the phantom head in case of beside the head and hand phantom positions. For the hand phantom browsing mode position the averaging shall be done in linear scale for the TRS results of both right and left hand phantom measurements.
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