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{Start of changes}
[bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: OLE_LINK54]<Unchanged Sections Skipped>
[bookmark: _Toc21026609][bookmark: _Toc27743860][bookmark: _Toc36197033][bookmark: _Toc36197725]6.5.3	Spurious emissions
Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions. The spurious emission limits are specified in terms of general requirements in line with SM.329 [7] and NR operating band requirement to address UE co-existence. Spurious emissions are measured as TRP.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.3.1	Transmitter Spurious emissions
Editor’s Note: 
-	This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
-	TRP Measurement uncertainty is TBD for above 80 GHz.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
-	For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 4 in Table 6.5.3.1.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.1_1 is available.
-	Offset values for PC1 are FFS.
6.5.3.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.
6.5.3.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
6.5.3.1.3	Minimum conformance requirements
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5.3.1.3-1 starting from the edge of the assigned NR channel bandwidth. The spurious emission limits in Table 6.5.3.1.3-2 apply for all transmitter band configurations (NRB) and channel bandwidths. The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid).
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.5.3.1.3-1: Boundary between NR out of band and spurious emission domain
	Channel bandwidth 
	50 MHz 
	100 MHz
	200
MHz
	400 MHz

	OOB boundary FOOB (MHz)
	100
	200
	400
	800



The spurious emission limits in table 6.5.3.1.3-2 apply for all transmitter band configurations (RB) and channel bandwidths.
Table 6.5.3.1.3-2: Spurious emissions limits
	Frequency Range
	Maximum
Level
	Measurement
bandwidth
	NOTE

	30 MHz  f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz  f < 12.75 GHz
	-30 dBm
	1 MHz
	

	12.75 GHz ≤ f ≤ 2nd harmonic of the upper frequency edge of the UL operating band in GHz
	-13 dBm
	1 MHz
	



The normative reference for this requirement is TS 38.101-2 subclause 6.5.3.
6.5.3.1.4	Test description
6.5.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-
	Modulation
	RB allocation 
(NOTE 1)

	1
(NOTE 4)
	
	DFT-s -OFDM QPSK 
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	2
	
	DFT-s -OFDM QPSK 
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1. 
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	This test point shall be skipped if device supports mpr-PowerBoost-FR2-r16 UE capability.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.1.4.3.
<Unchanged Sections Skipped>
[bookmark: _Toc21026610][bookmark: _Toc27743861][bookmark: _Toc36197034][bookmark: _Toc36197726]6.5.3.2	Spurious emission band UE co-existence
Editor’s note:
	This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
· TRP Measurement uncertainty is TBD for PC2 and PC4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
· For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 4 in Table 6.5.3.2.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.2_1 is available.
· Offset values for PC1 are FFS.
6.5.3.2.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference when in co-existence with protected bands in terms of transmitter spurious emissions.
6.5.3.2.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
6.5.3.2.3	Minimum conformance requirements
This clause specifies the requirements for the specified NR band, for co-existence with protected bands. The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid).
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
The spurious emission UE co-existence limits in Table 6.5.3.2.3-1 apply for all transmitter band configurations (RB) and channel bandwidths.
Table 6.5.3.2.3-1: Spurious emissions UE co-existence limits
	[bookmark: _Hlk507580969]NR Band
	Spurious emission 

	
	Protected band/frequency range
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n257
	NR Band n260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	
	Frequency range
	23600
	-
	24000
	1
	200
	3

	[bookmark: _Hlk507580939]n258
	Frequency range
	57000
	-
	66000
	2
	100
	

	n259
	NR Band 257
	FDL_low 
	-
	FDL_high
	-5
	100
	n259

	
	NR Band 261
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	36000
	-
	37000
	7
	1000
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	n260
	NR Band 257
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	NR Band 261
	FDL_low 
	-
	FDL_high
	-5
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	n261
	NR Band 260
	FDL_low 
	-
	FDL_high
	-2
	100
	

	
	Frequency range
	57000
	-
	66000
	2
	100
	

	NOTE 1:	FDL_low and FDL_high refer to each NR frequency band specified in Table 5.2-1.
NOTE 2:	Void.
NOTE 3:	The protection of frequency range 23600-24000 MHz is meant for protection of satellite passive services.



The normative reference for this requirement is TS 38.101-2 subclause 6.5.3.1.
6.5.3.2.4	Test description
6.5.3.2.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.2.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-
	Modulation
	RB allocation
(NOTE 1)

	1
(NOTE 4)
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3 and PC4
Inner_Full_Region1 for PC1

	2
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	This test point shall be skipped if device supports mpr-PowerBoost-FR2-r16 UE capability.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.2.4.1-1 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.2.4.3.
<Unchanged Sections Skipped>
6.5.3.3	Additional spurious emissions
Editor’s note:
-	This clause is complete for Band n257 and n258 and PC3. The following aspects of the clause are for future consideration:
· Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· [bookmark: _Hlk120867365]Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
· For a transition period until RAN#102 meeting (Dec 2023), the implementation of note 6 in Table 6.5.3.3.4.1-1 in test equipment is not applicable to avoid lack of test coverage until testcase 6.5.3.3_1 is available.
· Offset values for PC1 are FFS.
6.5.3.3.1	Test purpose
Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
6.5.3.3.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
6.5.3.3.3	Minimum conformance requirements
The additional spurious emission limits in Table 6.5.3.3.3-2 through Table 6.5.3.3.3-3 apply for all transmitter band configurations (RB) and channel bandwidths. The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid).
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.5.3.3.3-1: Void

When "NS_202" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3-2.
Table 6.5.3.3.3-2: Additional spurious emissions (NS_202) test limits
	Frequency Range
	Maximum Level
	Measurement bandwidth

	7.25 GHz ≤ f ≤ 2nd harmonic of the upper frequency edge of the UL operating band 
	-10 dBm
	100 MHz

	23.6 GHz f 24.0 GHz
	+1 dBm
	200 MHz

	NOTE 1:	This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. The protection of frequency range 23600 - 24000 MHz is meant for protection of satellite passive services.



When "NS_203" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3-3. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.
Table 6.5.3.3.3-3: Additional spurious emissions (NS_203) test limits
	Frequency band
(GHz)
	Spectrum emission limit (dBm)
	Measurement bandwidth 

	23.6 f 24.0
	+1
	200 MHz



The normative reference for this requirement is TS 38.101-2 subclause 6.5.3.2.
6.5.3.3.4	Test description
6.5.3.3.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.3.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.3.4.1-1: Test Configuration Table for NS_202
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, High range (NOTE 2)

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-
	Modulation
	RB allocation
(NOTE 1)

	1 (NOTE 5, 6)
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial for PC1 (NOTE 3)

	3 (NOTE 4)
	
	DFT-s-OFDM 64QAM
	Outer_Full

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	Test ID only applicable to PC1
NOTE 5:	Test ID not applicable to PC1.
NOTE 6:	This test point shall be skipped if device supports mpr-PowerBoost-FR2-r16 UE capability.



Table 6.5.3.3.4.1-2: Test Configuration Table for NS_203
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Frequency
	Channel Bandwidth
	Downlink Configuration
	Uplink Configuration

	
	
	
	-
	Modulation
	RB allocation
(NOTE 1)

	1
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_Full

	2
	Default
	Default
	
	DFT-s-OFDM QPSK
	Inner_1RB_Left for PC2, PC3 and PC4
Inner_Partial_Left_Region1 for PC1

	3 (NOTE 2)
	Low range + Channel Bandwidth (NOTE 3)
	Default
	
	DFT-s-OFDM QPSK
	Inner_Partial_Left_Region1

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	Test ID only applicable to PC1.
NOTE 3: 	Test frequency for test ID 3 is sepecified in Table 6.2.3.4.1-4.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.3.4.1-1 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.3.4.3.
<Unchanged Sections Skipped>
[bookmark: _Toc27743927][bookmark: _Toc36197100][bookmark: _Toc36197792]6.5A.3	Spurious emissions for CA 
[bookmark: _Toc21026645][bookmark: _Toc27743928][bookmark: _Toc36197101][bookmark: _Toc36197793]6.5A.3.1	General spurious emissions for CA
<Unchanged Sections Skipped>
6.5A.3.1.1	General spurious emissions for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
-	1RB test points points are skipped for Rel-15 devices due to lack of bandwidth in UL RMC to accommodate PHR. This will be resolved by increasing as required the number of RB allocated to improve test coverage.
6.5A.3.1.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.
6.5A.3.1.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports FR2 2UL CA.
6.5A.3.1.1.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 6.5A.3.1.0.
6.5A.3.1.1.4	Test description
6.5A.3.1.1.4.1	Initial condition
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.1.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.1.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for different CA bandwidth classes
	Low range, High range (NOTE 2)

	Test CC combination setting as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest aggregated BW of the CA configuration 

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	CC
	Downlink Configuration
	UL Modulation
	UL RB allocation (NOTE 1)

	1
	PCC
	-
	DFT-s-OFDM QPSK
	Outer_Full

	
	SCCs
	
	DFT-s-OFDM QPSK
	Outer_Full

	2
(NOTE 5)
	PCC
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	
	SCCs
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	The number of DL CCs shall be configured the same as the number of UL CCs. The requirements are appliable as per 5.3A.4 "The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier".
NOTE 5: This Test ID shall be skipped when testing a Rel-15 UE.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.1.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.1.1.4.3
<Unchanged Sections Skipped>
[bookmark: _Toc21026656][bookmark: _Toc27743939][bookmark: _Toc36197112][bookmark: _Toc36197804]6.5A.3.2.1	Spurious emission band UE co-existence for CA (2UL CA)
Editor’s note: The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
-	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
-	1RB test points points are skipped for Rel-15 devices due to lack of bandwidth in UL RMC to accommodate PHR. This will be resolved by increasing as required the number of RB allocated to improve test coverage.
6.5A.3.2.1.1	Test purpose
To verify that UE transmitter does not cause unacceptable interference when in co-existence with protected bands in terms of transmitter spurious emissions.
6.5A.3.2.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports FR2 2UL CA.
6.5A.3.2.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5A.3.2.0.
6.5A.3.2.1.4	Test description
6.5A.3.2.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.2.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.2.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for different CA bandwidth classes
	Low range, High range (NOTE 2)

	Test CC combination setting as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for the CA Configuration across bandwidth combination sets supported by the UE.
	Maximum aggregated BW (contiguous CA) 

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	CC
	Downlink Configuration
	UL Modulation
	UL RB allocation (NOTE 1)

	1
	PCC
	-
	DFT-s-OFDM QPSK
	Outer_Full

	
	SCCs
	
	DFT-s-OFDM QPSK
	Outer_Full

	2
(NOTE 6)
	PCC
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1
(NOTE 3)

	
	SCCs
	
	DFT-s-OFDM QPSK
	Inner_1RB for PC2, PC3 and PC4
Inner_Partial for PC1

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	When testing Low range configure uplink RB to Inner_1RB_Left for PC2, PC3 and PC4 or Inner_Partial_Left_Region1 for PC1 and when testing High range configure uplink RB to Inner_1RB_Right for PC2, PC3 and PC4 or Inner_Partial_Right_Region1 for PC1.
NOTE 4:	For a FR2 band under test, if the protected band frequency range in Table 6.5A.3.2.0-1 is only on lower or only higher frequency region with respect to the FR2 band under test then it is sufficient to test only Low range or High range frequencies, otherwise test at both Low range and High range.
NOTE 5:	Number of DL CCs shall be configured the same as number of UL CCs. The requirements are appliable as per 5.3A.4: "The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier".
NOTE 6: This Test ID shall be skipped when testing a Rel-15 UE.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram. 
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.2.1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.2.1.4.3.
<Unchanged Sections Skipped>
[bookmark: _Toc21026665][bookmark: _Toc27743948][bookmark: _Toc36197121][bookmark: _Toc36197813]6.5A.3.3.1	Additional spurious emissions for CA (2UL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
-	The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- 	Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
- 	TP analysis for CA is FFS (identify lowest MPR w/form, RB allocation for multiple carrier or PCC only, 1RB location if RB allocated for multiple carrier).
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
-	For a transition period until RAN#99, the stability and repeatability of test procedure with PHR (variant b) for Rel-15 UEs is under evaluation.
6.5A.3.3.1.1	Test purpose
Additional spurious emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.
6.5A.3.3.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward that supports FR2 2UL CA.
6.5A.3.3.1.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 6.5A.3.3.0.
6.5A.3.3.1.4	Test description
6.5A.3.3.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in clause 5.5A. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5A.3.3.1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5A.3.3.1.4.1-1: Test Configuration Table
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for different CA bandwidth classes
	Low range, High range (NOTE 2)

	Test CC combination setting as specified in TS 38.508-1 [10] subclause 4.3.1.2.3 for the CA Configuration across bandwidth combination sets supported by the UE.
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration

	
	-
	Modulation
	RB allocation 
(NOTE 1)

	1
	
	FFS
	FFS

	2
	
	FFS
	FFS

	NOTE 1:	The specific configuration of each RB allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).
NOTE 3:	Number of DL CCs shall be configured the same as number of UL CCs. The requirements are appliable as per 5.3A.4: "The requirements are applicable only when Uplink CCs are configured within the frequency range between lower edge of lowest downlink component carrier and upper edge of highest downlink component carrier".



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5A.3.3.1.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5A.3.3.1.4.3.
<Unchanged Sections Skipped>
[bookmark: _Toc21026739][bookmark: _Toc27744029][bookmark: _Toc36197200][bookmark: _Toc36197892]7.9	Spurious emissions
Editor's note:	Following aspects are either missing or not yet determined:
- The testability of this test case is pending further analysis on relaxation of the requirement for band other than n257, n258, n260 and n261.
- Measurement Uncertainties and Test Tolerances are FFS for power class 1, 2, and 4.
- Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
- Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
7.9.1	Test purpose
Test verifies the UE's spurious emissions meet the requirements described in clause 7.9.3.
Excess spurious emissions increase the interference to other systems.
7.9.2	Test applicability
This test case applies to all types of NR UE release 15 and forward.
7.9.3	Minimum conformance requirements
The spurious emissions power is the power of emissions generated or amplified in a receiver. The spurious emissions power level is measured as TRP.
The power of any narrow band CW spurious emission shall not exceed the maximum level specified in Table 7.9.3-1. The requirement is verified in beam locked mode with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid).
Table 7.9.3-1: General receiver spurious emission requirements
	Frequency range
	Measurement
bandwidth
	Maximum level
	NOTE

	30MHz  f < 1GHz
	100 kHz
	-57 dBm
	1

	1GHz  f  2nd harmonic of the upper frequency edge of the DL operating band in GHz
	1 MHz
	-47 dBm
	

	NOTE 1:	Unused PDCCH resources are padded with resource element groups with power level given by PDCCH as defined in Annex C.3.1.



The normative reference for this requirement is TS 38.101-2 [3] clause 7.9.
7.9.4	Test description
7.9.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of channel bandwidth and sub-carrier spacing, are shown in table 7.9.4.1-1. The details of the uplink and downlink reference measurement channels (RMC) are specified in Annexes A.2 and A.3. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 7.9.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low range, Mid range, High range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1 
	Highest

	Test Parameters

	
	Downlink Configuration
	Uplink Configuration

	Test ID
	Mod'n
	RB allocation 
	Mod'n
	RB allocation

	1
	-
	-
	-
	-

	NOTE 1:	The specific configuration of uplink and downlink are defined in Table 7.3.2.4.1-1.



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, [Figure A.3.3.1.2TBD] for TE diagram and [Figure A.3.4.1.1TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The DL and UL Reference Measurement channels are set according to Table 7.9.4.1-1.
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message content are defined in clause 7.9.4.3.
{End of changes}

