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{Start of changes}
6.5.3.1_1	Transmitter Spurious emissions with Power Boost
Editor’s Note: This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
-	TRP Measurement uncertainty is TBD for above 80 GHz.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
-	Test procedure only includes the testing of smartphone and is FFS for laptop and FWA.
6.5.3.1_1.1	Test purpose
Same as clause 6.5.3.1.1.
6.5.3.1_1.2	Test applicability
This test case applies to all types of NR UE release 16 and forward supporting mpr-PowerBoost-FR2-r16 UE capability.
6.5.3.1_1.3	Minimum conformance requirements
Same as clause 6.5.3.1.3.
6.5.3.1_1.4	Test description
6.5.3.1_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.1_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.1_1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low Range, High Range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	-
	Modulation
	RB allocation (NOTE 1)

	1
	50
	
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3

	2
	100
	
	
	
	and PC4

	3
	200
	
	
	
	Inner_Full_Region1 for

	4
	400
	
	
	
	PC1

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.1_1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.1_1.4.3.
<Unchanged Sections Skipped>
6.5.3.2_1	Spurious emission band UE co-existence with Power Boost
Editor’s note: This clause is complete for Band n257, n258, n260 and n261 and PC3. The following aspects of the clause are for future consideration:
· TRP Measurement uncertainty is TBD for PC1, PC2 and PC4.
-	Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
6.5.3.2_1.1	Test purpose
Same as clause 6.5.3.2.1.
6.5.3.2_1.2	Test applicability
This test case applies to all types of NR UE release 16 and forward supporting mpr-PowerBoost-FR2-r16 UE capability.
6.5.3.2_1.3	Minimum conformance requirements
Same as clause 6.5.3.2.3.
6.5.3.2_1.4	Test description
6.5.3.2_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.2.1_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.2.1_1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low Range, High Range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	-
	Modulation
	RB allocation (NOTE 1)

	1
	50
	
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3

	2
	100
	
	
	
	and PC4

	3
	200
	
	
	
	Inner_Full_Region1 for

	4
	400
	
	
	
	PC1

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.2.1_1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.2.1_1.4.3.
<Unchanged Sections Skipped>
6.5.3.3_1	Additional spurious emissions with Power Boost
Editor’s note:
-	This clause is complete for Band n257 and  n258 and PC3. The following aspects of the clause are for future consideration:
· Connection diagram between SS and UE in TS 38.508-1 [10] Annex A is FFS.
· Test procedure only includes the testing of smartphone and  is FFS for laptop and FWA.
6.5.3.3_1.1	Test purpose
Same as clause 6.5.3.3.1.
6.5.3.3_1.2	Test applicability
This test case applies to all types of NR UE release 16 and forward supporting mpr-PowerBoost-FR2-r16 UE capability.
6.5.3.3_1.3	Minimum conformance requirements
Same as clause 6.5.3.3.3.
6.5.3.3_1.4	Test description
6.5.3.3_1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, and channel bandwidths based on NR operating bands specified in Table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each channel bandwidth and subcarrier spacing, are shown in Table 6.5.3.3_1.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in Annex C.2.
Table 6.5.3.3_1.4.1-1: Test Configuration Table
	Default Conditions

	Test Environment as specified in TS 38.508-1 [10] subclause 4.1
	Normal

	Test Frequencies as specified in TS 38.508-1 [10] subclause 4.3.1
	Low Range, High Range

	Test Channel Bandwidths as specified in TS 38.508-1 [10] subclause 4.3.1
	Highest

	Test SCS as specified in Table 5.3.5-1
	120kHz

	Test Parameters

	Test ID
	ChBw
	SCS
	Downlink Configuration
	Uplink Configuration

	
	
	Default
	-
	Modulation
	RB allocation (NOTE 1)

	1
	50
	
	
	DFT-s-OFDM QPSK
	Inner_Full for PC2, PC3

	2
	100
	
	
	
	and PC4

	3
	200
	
	
	
	Inner_Full_Region1 for

	4
	400
	
	
	
	PC1

	NOTE 1:	The specific configuration of each RF allocation is defined in Table 6.1-1 for PC2, PC3 and PC4 or Table 6.1-2 for PC1.
NOTE 2:	When testing Low range test only in Frequency Range lower than (FUL_low – ΔfOOB) and when testing High range test only in Frequency Range higher than (FUL_high + ΔfOOB).



1.	Connection between SS and UE is shown in TS 38.508-1 [10] Annex A, Figure A.3.3.1.1[TBD] for TE diagram and Figure A.3.4.1.1[TBD] for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [10] subclause 4.4.3.
3.	Downlink signals are initially set up according to Annex C, and uplink signals according to Annex G.
4.	The UL Reference Measurement channels are set according to Table 6.5.3.3_1.4.1-1. 
5.	Propagation conditions are set according to Annex B.0.
6.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [10] clause 4.5. Message contents are defined in clause 6.5.3.3_1.4.3.
{End of changes}

