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4.2	Test point analysis for FR2 test cases in TS 38.521-2
4.2.1	Test point analysis per test case
4.2.1.1	FR2 single carrier, NR CA and UL MIMO test cases
This clause contains information on test point analysis and test point selection for single carrier, NR CA and UL MIMO test cases in [3] clause 6 and 7 with information about transmitting test point selection for FR2 listed in table 4.2.1.1-1 and receiver test point selection in table 4.2.1.1-2.
Table 4.2.1.1-1: NR UE transmitter test point selection for FR2
	Subclause
	Number of test points
	Justification in attachment
	Comments

	6.2.1 UE maximum output power
	x
	“38.521-2_TPanalysis_6.2.1_MOP_v3.zip”
	RAN5#94-e

	6.2.2 UE maximum output power reduction
	power class 1: 90
power class 2&3&4: 84
	”38.521-2_TPanalysis_6.2.2_MPR_6.5.2.1_SEM_6.5.2.3_NR_ACLR_v6.zip”
	RAN5#89-e
RAN5#90-e
RAN5#91-e
RAN5#92-e
RAN5#94-e
RAN5#95-e
RAN5#98

	6.2.4_1 Configured transmitted power with Power Boost
	x
	“38.521-2_TPanalysis_6.2.1_MOP_v3.zip”
	RAN5#96-e

	6.2.5 UE Maximum Output Power – EIRP with UL Gaps
	x
	“38.521-2_TPanalysis_6.2.5_EIRP_UL-Gaps_v1.zip”
	RAN5#99

	6.2A.1.1 UE maximum output power - EIRP and TRP for CA
	TRP: 4
EIRP: 20
	“38.521-2_TPanalysis_6.2A.1.x_MOP_Spherical Coverage_CA_v1”
	RAN5#84
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	6.6 Beam Correspondence
	6
	“38.521-2_TPanalysis_6.6_Beam_Correspond_v1.zip”
	RAN5#85
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