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<<Unchanged sections skipped>>
<<Start of change>>
F.1.3	Test Tolerance and Derivation of Test Requirements (informative)
See TS 38.521-1 [17] Annex F.3.
F.1.3.1	Measurement of test environments
See TS 38.521-1 [17] Annex F.3.1.
F.1.3.2	Measurement of RRM requirements
Because the relationships between the test system uncertainties and the test tolerances are often complex, it is not always possible to give a simple derivation of the test requirement in this document. The analysis is recorded in 3GPP TR 38 903 [22].
The derivation of the test requirements for the EN-DC FR1 test cases in chapter 4 is defined in Table F.1.3.2-1.
The derivation of the test requirements for the NE-DC FR1 test cases in chapter 4 is defined in Table F.1.3.2-1a.
The derivation of the test requirements for the NR/5GC FR1 test cases in chapter 6 is defined in Table F.1.3.2-2.
The derivation of the test requirements for the EN-DC FR2 test cases in chapter 5 is defined in Table F.1.3.2-3.
The derivation of the test requirements for the NR/5GC FR2 test cases in chapter 7 is defined in Table F.1.3.2-4.
The derivation of the test requirements for the E-UTRA – NR inter-RAT with E-UTRA serving cell test cases in chapter 8 is defined in Table F.1.3.2-5.
The derivation of the test requirements for the FR1 NR sidelink test cases in chapter 9 is defined in Table F.1.3.2-6.
The derivation of the test requirements for the NR/5GC FR1 test cases for RedCap in chapter 16 is defined in Table F.1.3.2-7. 
The derivation of the test requirements for the NR/5GC FR2 test cases for RedCap in chapter 17 is defined in Table F.1.3.2-8.
The derivation of the test requirements for the E-UTRA – NR inter-RAT with E-UTRA serving cell test cases for RedCap in chapter 18 is defined in Table F.1.3.2-9.
<<Unchanged sections skipped>>
Table F.1.3.2-8: Derivation of test requirements for NR SA FR2 RRM tests for RedCap
	Test
	Minimum requirement in TS 38.133 [6]
	Test tolerance
(TT)
	Test requirement in TS 38.533

	17.3.2.1.1	NR SA FR2 Intra-frequency RRC Re-establishment in FR2
	Same as 7.3.2.1.1
	Same as 7.3.2.1.1
	Same as 7.3.2.1.1

	17.3.2.1.2	NR SA FR2-FR2 Inter-frequency RRC Re-establishment in FR2
	Same as 7.3.2.1.2
	Same as 7.3.2.1.2
	Same as 7.3.2.1.2

	17.5.1.1 	NR SA FR2 Radio Link Monitoring Out-of-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Same as 7.5.1.1
	Same as 7.5.1.1
	Same as 7.5.1.1

	17.5.1.2	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in non-DRX mode
	Same as 7.5.1.2
	Same as 7.5.1.2
	Same as 7.5.1.2

	17.5.1.4	NR SA FR2 Radio Link Monitoring In-sync Test for FR2 PCell configured with SSB-based RLM RS in DRX mode
	Same as 7.5.1.4
	Same as 7.5.1.4
	Same as 7.5.1.4

	17.5.2.3 NR SA FR2 Beam Failure Detection and Link Recovery Test for FR2 PCell configured with CSI-RS-based BFD and LR in non-DRX mode
	Same as 7.5.5.3
	Same as 7.5.5.3
	Same as 7.5.5.3

	17.5.2.4 NR SA FR2 Beam Failure Detection and Link Recovery Test for FR2 PCell configured with CSI-RS-based BFD and LR in DRX mode
	Same as 7.5.5.3
	Same as 7.5.5.3
	Same as 7.5.5.3

	17.5.2.5 NR SA FR2 Scheduling availability restriction during Beam Failure Detection and Link Recovery for FR2 PCell configured with SSB-based BFD and LR in non-DRX mode
	Same as 7.5.5.1
	Same as 7.5.5.1
	Same as 7.5.5.1

	17.6.1.1	NR SA FR2 Event triggered reporting test without gap under non-DRX
	Same as 7.6.1.1
	Same as 7.6.1.1
	Same as 7.6.1.1





<<End of change>>

