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	Reason for change:
	Based on the discussion paper R5-233161, it is recommended to have RAT specific PICS parameters for NTN features.
Additionally define new PICS parameters for a NB-IOT or CAT-M NTN only supported UE.

	
	

	Summary of change:
	Existing parameters are updated for NB-IOT and new parameters added for CAT-M1. Defined NTN only parameters for NB-IOT and CAT-M.
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	Clauses affected:
	4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	TTCN Impact
Secretray to resolve KKK, LLL, XXX, YYY, ZZZ, AAA, BBB, CCC by assigning next available numbers in Table A.4.4-1.

	
	

	This CR's revision history:
	



<Start of modified section>
[bookmark: _Toc21007395][bookmark: _Toc29487548][bookmark: _Toc51919465][bookmark: _Toc68110774][bookmark: _Toc69063176][bookmark: _Toc75437466][bookmark: _Toc90566522]A.4.4	Additional information
[bookmark: OLE_LINK7][bookmark: OLE_LINK8]Table A.4.4-1: Additional information
	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	2
	Support of Allowed CSG list
	36.331 Annex B.2
	Rel-8
	pc_Allowed_CSG_list
	For Rel-8: CSG autonomous search is optional.
For Rel-9 or later releases: CSG autonomous search is mandatory for UEs supporting CSG full functionality.

	3
	Support of Short Message Service (SMS) MT over SGs
	23.272, 8.2.4, 8.2.5
	Rel-8
	pc_SMS_SGs_MT
	

	…
	
	
	
	
	

	224
	Support one or more Multi-SIM features include NAS signalling connection release/Paging indication for voice services/Reject paging request/Paging restriction/Paging timing collision control and so on.
	24.301,5.5.1
	Rel-17
	pc_EPC_MUSIM
	

	225
	Support of Multi-SIM NAS signalling connection release
	24.301,5.5.1
	Rel-17
	pc_EPC_MUSIM_NCR
	

	226
	Support of Multi-SIM Paging indication for voice services
	24.301,5.5.1
	Rel-17
	pc_EPC_MUSIM_PIV
	

	227
	Support of Multi-SIM Reject paging request
	24.301,5.5.1
	Rel-17
	pc_EPC_MUSIM_RPR
	

	228
	Support of Multi-SIM Paging restriction
	24.301,5.5.1
	Rel-17
	pc_EPC_MUSIM_PR
	A UE support Pging restriction shall support:
 - NAS signalling connection release or
 - Reject paging request or
- both of them

	229
	Support of Multi-SIM Paging time collision control
	24.301,5.5.1
	Rel-17
	pc_EPC_MUSIM_PTCC
	

	230
	Support of NTN access in NB-IoT
	36.306, 4.3.38.1
	Rel-17
	pc_NB_ntn_Connectivity_EPC
	

	231
	Support of Timing advance reporting in NTN cell in NB-IoT
	36.306, 4.3.38.2
	Rel-17
	pc_NB_ntn_TA_Report
	

	232
	Support of modified timer value for PUR operation required for NTN operation in NB-IoT
	36.306, 4.3.38.3
	Rel-17
	pc_NB_ntn_PUR_TimerEnhancement
	

	233
	Support of timing relationship enhancements using Differential Koffset in NB-IoT
	36.306, 4.3.38.4
	Rel-17
	pc_NB_ntn_OffsetTimingEnh
	

	234
	Support of NTN features in GSO scenario in NB-IoT
	36.306, 4.3.38.5
	Rel-17
	pc_NB_ntn_GSO_ScenarioSupport
	

	235
	Support handover from E-UTRAN/EPC to EPC/ePDG
	23.402,
8.2.3
	Rel-15
	pc_HO_from_E_UTRAN_EPC_to_EPC_ePDG
	

	236
	Supports reception of segmented DL RRC messages
	36.306, 4.3.8.14
	Rel-16
	pc_ dl_DedicatedMessageSegmentation
	

	237
	Support of NTN features in NGSO scenario in NB-IoT
	36.306, 4.3.38.5
	Rel-17
	pc_NB_ntn_NGSO_ScenarioSupport
	

	238
	Support of gap length between segments for PUSCH and PUCCH required by a UE supporting ce-ModeA-r13 or for NPUSCH required by a UE supporting ue-category-NB, for TA pre-compensation
	36.306, 4.3.38.6
	Rel-17
	pc_ntn_SegmentedPrecompensationGaps
	

	KKK
	Support of NTN only access in NB-IoT
	36.306, 4.3.38.1
	Rel-17
	pc_NB_ntn_only_Connectivity_EPC
	

	LLL
	Support of NTN only access in CE Mode A
	36.306, 4.3.38.1
	Rel-17
	pc_ntn_only_Connectivity_EPC_CE_ModeA
	

	XXX
	Support of NTN access in CE Mode A
	36.306, 4.3.38.1
	Rel-17
	pc_ntn_Connectivity_EPC_CE_ModeA
	

	YYY
	Support of Timing advance reporting in NTN cell in CE Mode A
	36.306, 4.3.38.2
	Rel-17
	pc_ntn_TA_Report_CE_ModeA
	

	ZZZ
	Support of modified timer value for PUR operation required for NTN operation in CE Mode A
	36.306, 4.3.38.3
	Rel-17
	pc_ntn_PUR_TimerEnhancement_CE_ModeA
	

	AAA
	Support of timing relationship enhancements using Differential Koffset in CE Mode A
	36.306, 4.3.38.4
	Rel-17
	pc_ntn_OffsetTimingEnh_CE_ModeA
	

	BBB
	Support of NTN features in GSO scenario in CE Mode A
	36.306, 4.3.38.5
	Rel-17
	pc_ntn_GSO_ScenarioSupport_CE_ModeA
	

	CCC
	Support of NTN features in NGSO scenario in CE Mode A
	36.306, 4.3.38.5
	Rel-17
	pc_ntn_NGSO_ScenarioSupport_CE_ModeA
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