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<< Start of Changes >>
5.2.2.1.17	2Rx FDD FR1 PDSCH performance for RedCap
<< Sections skipped >>
5.2.2.1.17.5	Test Requirement
Tables 5.2.2.1.17.3-3 and 5.2.2.1.17.3-4 define the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A 3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.2.1.17.5-1 and Table 5.2.2.1.17.5-2 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.2.1.17.5-1: Test Requirements for Rank 1
	Test num.
	Reference channel (Note 1)
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
R.PDSCH. 1-1.1 HD-FDD
	10 / 15
	QPSK, 0.30
	TDLB100-400
	2x2, ULA Low
	70
	0.1

	1-2
	R.PDSCH.1-2.1 FDD
R.PDSCH. 1-1.2  HD-FDD
	10 / 15
	16QAM, 0.48
	TDLC300-100
	2x2, ULA Low
	70
	[9.0]

	1-3
	R.PDSCH.1-4.1 FDD
R.PDSCH. 1-1.5  HD-FDD
	10 / 15
	256QAM, 0.82
	TDLA30-10
	2x2, ULA Low
	70
	25.6

	Note 1: 	Applied reference channel depends on the supported operation mode: FDD or HD-FDD.



Table 5.2.2.1.17.5-2: Test Requirements for Rank 2
	Test num.
	Reference channel (Note 1)
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-3.1 FDD
R.PDSCH. 1-2.1 HD-FDD
	10 / 15
	64QAM, 0.50
	TDLA30-10
	2x2, ULA Low
	70
	20.4

	Note 1:	Applied reference channel depends on the supported operation mode: FDD or HD-FDD.



[bookmark: _Toc114565735][bookmark: _Toc123936028][bookmark: _Toc124377043]5.2.2.1.19	2Rx FDD FR1 for PDSCH with inter cell CRS interference
5.2.2.1.19.0             Minimum conformance requirements
The performance requirements are specified in Tables 5.2.2.1.19.0-4 and 5.2.2.1.19.0-6, with the addition of test parameters in Tables 5.2.2.1.19.0-2 and 5.2.2.1.19.0-3 and the downlink physical channel setup according to Annex C.3.1.
The requirements for UE capable of performing CRS-IM with the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.2.1.19.0-4.
The requirements for UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.2.1.19.0-6.
The test purposes are specified in Table 5.2.2.1.19.0-1.
Table 5.2.2.1.19.0-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 2 receive antenna conditions when PDSCH is interfered by inter cell CRS signal
	1-1, 2-1



Table 5.2.2.1.19.0-2: Tests parameter for serving cell PDSCH
	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2


	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	Number of HARQ Processes
	
	4

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2



Table 5.2.2.1.19.0-3: Tests parameter for interference cells
	Parameter
	Unit
	Cell 1
	Cell 2

	Duplex mode
	
	FDD
	FDD

	INR
	dB
	10.45
	4.6

	LTE Bandwidth (Note 5)
	MHz
	20
	20

	Carrier centre subcarrier location (Note 6)
	
	Same as the NR serving carrier centre subcarrier location
	Same as the NR serving carrier centre subcarrier location

	Cyclic Prefix
	
	Normal
	Normal

	Physical cell ID
	
	1
	2

	CRS pattern
	Number of antenna ports
	
	4
	4

	
	v-shift
	
	1
	2

	Downlink power allocation
	

	dB
	-6
	-6

	
	

	dB
	-6
	-6

	
	
	dB
	0
	0

	PDSCH transmission mode
	
	TM4
	TM4

	PDSCH loading level
	%
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.

	Transmission rank
	%
	80% and 20% probability for rank 1 and rank 2 respectively
	80% and 20% probability for rank 1 and rank 2 respectively

	Interference model
	
	As specified in clause B.7
	As specified in clause B.7

	Time offset to the serving cell
	us
	3
	-1

	Frequency offset to the serving cell
	Hz
	300
	-100

	Propagation conditions and MIMO configuration (Note 1)
	
	TDLA30-10 ULA Low
	TDLA30-10 ULA Low

	Precoding granularity
	PRB
	8
	8

	Note 1:	The channel for the LTE interference cells and the serving cell are independent.
Note 2: 	No MBSFN is configured on LTE carrier.
Note 3:	Network-based CRS interference mitigation is disabled on LTE carrier.
Note 4:	The start of transmission of LTE frame is delayed by 2 LTE subframes with respect to the start of transmission of NR frame
Note 5: 	This parameter is informed to UE via network assistance signalling for Test 1-1 in Table 5.2.2.1.19.0-4.
Note 6: 	Single entry is included in IE LTE-NeighCellsCRS-AssistInfoList-r17 that applies for both cells for cases



Table 5.2.2.1.19.0-4: Minimum performance for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-18.1 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x2, ULA Low
	70
	11.9



Table 5.2.2.1.19.0-5: Measurement Gap configurations 
	Parameter
	Unit
	Value

	Measurement Gap Length 
	ms
	6

	Measurement Gap Repetition Period
	ms
	40

	Gap offset
	ms
	7

	Measurement gap timeing advance
	ms
	0



Table 5.2.2.1.19.0-6: Minimum performance for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-17.2 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x2, ULA Low
	70
	11.9



The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.2.1.19.
5.2.2.1.19_1	2Rx FDD FR1 for PDSCH with inter cell CRS interference scenario – 4x2 MIMO for both NSA and SA
	Editor’s Note: This test case is incomplete in following aspects
	-	Message exceptions are FFS
	-	MU/TT analysis is pending
5.2.2.1.19_1.1             Test purpose
To verify PDSCH performance under 2 receive antenna conditions when PDSCH is interfered by inter cell CRS signal.
5.2.2.1.19_1.2             Test applicability
Test 2-1 applies to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-15kHzSCS-r17.
Test 1-1 applies to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-NWA-15kHzSCS-r17.
5.2.2.1.19_1.3             Test description
5.2.2.1.19_1.3.1          Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 and Table 5.3.6-1 of 38.521-1 [7].
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.
Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 5.2.2.
For EN-DC within FR1 operation, setup the LTE link according to Annex D:
1.	Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure A.3.1.7.1 for TE diagram and clause A.3.2.2 for UE diagram.
2.	The parameter settings for the cell are set up according to Table 5.2-1 and Tables 5.2.2.1.19.0-2 and 5.2.2.1.19.0-3 as appropriate.
3.	Downlink signals for NR cell are initially set up according to Annexes C.0, C.1, C.2 and uplink signals according to Annexes G.0, G.1, G.2, G.3.1 of TS 38.521-1 [7].
4.	Propagation conditions are set according to Annex B.0.
5.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR for SA with Connected without Release On, Test Mode On or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode On for NSA according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 5.2.2.1.19_1.3.3.
6.  For UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth, ensure the network configures an inter-RAT LTE measurement object of the interfering cells to the tested UE. Inter-RAT measurement is configured at the beginning of the test and applied throughout the test with gap pattern configurations according to Table 5.2.2.1.19.0-5. PDSCH is not scheduled and throughput is not counted during 4.64s after the beginning of test. PDSCH is not scheduled in the measurement gaps. 
5.2.2.1.19_1.3.2	Test procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2.2.1.19_1.4-1 and 5.2.2.1.19_1.4-2 as appropriate. The SS sends downlink MAC padding bits on the DL RMC.
2.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 5.2.2.1.19_1.4-1 and 5.2.2.1.19_1.4-2 as appropriate.
3.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Table G.1.5-1 in Annex G clause G.1.5.
4.	Repeat steps from 1 to 3 for each subtest in Tables 5.2.2.1.19_1.4-1 and 5.2.2.1.19_1.4-2 as appropriate.
5.2.2.1.19_1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.2.1.19_1.3.3_1	Message exceptions for SA
FFS
5.2.2.1.19_1.3.3_1	Message exceptions for NSA
FFS
5.2.2.1.19_1.4             Test requirement
Table 5.2.2.1.19_1.4-1: Test requirement for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-18.1 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x2, ULA Low
	70
	11.9+TT



Table 5.2.2.1.19_1.4-2: Test requirement for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-17.2 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x2, ULA Low
	70
	11.9+TT



<< Sections skipped >>
5.2.2.2.15	2Rx TDD FR1 PDSCH mapping type A performance on band with shared spectrum access
<< Sections skipped >>
5.2.2.2.15.3.4	Test requirement
Tables 5.2.2.2.15.0-2 define the primary level settings.
The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A 3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.2.2.15.3.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.2.2.15.3.4-1: Test requirements for Rank 2
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-18.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	13.8 + TT

	1-2
	R.PDSCH.2-18.2 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.1 + TT

	1-3
	R.PDSCH.2-18.3 TDD
	60 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.2 + TT

	1-4
	R.PDSCH.2-18.4 TDD
	80 / 30
	16QAM, 0.48
	FR1.30-7
	TDLA30-10
	2x2, ULA Low
	70
	14.5 + TT



[bookmark: _Toc114565755][bookmark: _Toc123936051][bookmark: _Toc124377066]5.2.2.2.20	2Rx TDD FR1 for PDSCH with inter cell CRS interference
5.2.2.2.20.0             Minimum conformance requirements
The performance requirements are specified in Tables 5.2.2.2.20.0-4 and 5.2.2.2.20.0-6, with the addition of test parameters in Tables 5.2.2.2.20.0-2 and 5.2.2.2.20.0-3 and the downlink physical channel setup according to Annex C.3.1.
The requirements for UE capable of performing CRS-IM with the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.2.2.20.0-4.
The requirements for UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.2.2.20.0-6.
The test purposes are specified in Table 5.2.2.2.20.0-1.
Table 5.2.2.2.20.0-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 2 receive antenna conditions when PDSCH is interfered by inter cell CRS signal
	1-1, 1-2, 2-1, 2-2



Table 5.2.2.2.20.0-2: Tests parameters for serving cell PDSCH
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2 

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.2



Table 5.2.2.2.20.0-3: Tests parameter for interference cells
	Parameter
	Unit
	Cell 1
	Cell 2

	Duplex mode
	
	TDD
	TDD

	TDD UL-DL pattern
	
	DSUDDDSUDD
S = 10D + 2G + 2U
	DSUDDDSUDD
S = 10D + 2G + 2U

	INR (Note 5)
	dB
	10.45
	4.6

	LTE Bandwidth (Note 6)
	MHz
	20
	20

	Carrier centre subcarrier location (Note 7)
	
	Same as the NR serving carrier centre subcarrier location
	Same as the NR serving carrier centre subcarrier location

	Cyclic Prefix
	
	Normal
	Normal

	Physical cell ID
	
	1
	2

	CRS pattern
	Number of antenna ports
	
	4
	4

	
	v-shift
	
	1
	2

	Downlink power allocation
	

	dB
	-6
	-6

	
	

	dB
	-6
	-6

	
	
	dB
	0
	0

	PDSCH transmission mode
	
	TM4
	TM4

	PDSCH loading level
	%
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.
10% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-2.
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.
10% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-2.

	Transmission rank
	%
	80% and 20% probability for rank 1 and rank 2 respectively
	80% and 20% probability for rank 1 and rank 2 respectively

	Interference model
	
	As specified in clause B.7
	As specified in clause B.7

	Time offset to the serving cell
	us
	3 for test 1-1
1.5 for test 1-2
	-1 for test 1-1
-0.5 for test 1-2

	Frequency offset to the serving cell
	Hz
	300
	-100

	Propagation conditions and MIMO configuration (Note 1)
	
	TDLA30-10 ULA Low
	TDLA30-10 ULA Low

	Precoding granularity
	PRB
	8
	8

	Note 1:	The channel for the LTE interference cells and the serving cell are independent.
Note 2: 	No MBSFN is configured on LTE carrier.
Note 3:	Network-based CRS interference mitigation is disabled on LTE carrier.
Note 4:	The start of transmission of LTE frame is delayed by 2 LTE subframes with respect to the start of transmission of NR frame
Note 5:	Defined in B.6.1
Note 6: 	This parameter is informed to UE via network assistance signalling for Test 1-1 and 1-2  in Table 5.2.2.2.20.0-4.	
Note 7 	Single entry is included in IE LTE-NeighCellsCRS-AssistInfoList-r17 that applies for both cells for cases with network signalling assistance



Table 5.2.2.2.20.0-4: Minimum performance for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	1-1
	R.PDSCH.1-4.1 TDD
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x2, ULA Low 
	70
	12.3

	1-2
	R.PDSCH.2-25.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x2, ULA Low
	70
	11.7



Table 5.2.2.2.20.0-5: Measurement Gap configurations 
	Parameter
	Unit
	Value

	Measurement Gap Length (mgl)
	ms
	6

	Measurement Gap Repetition Period (mgrp)
	ms
	40

	Gap offset (gapoffset)
	ms
	1

	Measurement gap timeing advance (mgta)
	ms
	0



Table 5.2.2.2.20.0-6: Minimum performance for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	2-1
	R.PDSCH.1-4.2 TDD 
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x2, ULA Low 
	70
	12.3

	2-2
	R.PDSCH.2-26.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x2, ULA Low
	70
	11.7



The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.2.2.20.
5.2.2.2.20_1	2Rx TDD FR1 for PDSCH with inter cell CRS interference scenario – 4x2 MIMO for both NSA and SA
	Editor’s Note: This test case is incomplete in following aspects
	-	Message exceptions are FFS
	-	MU/TT analysis is pending
5.2.2.2.20_1.1             Test purpose
To verify PDSCH performance under 2 receive antenna conditions when PDSCH is interfered by inter cell CRS signal.
5.2.2.2.20_1.2             Test applicability
Tests 2-1 and 2-2 apply to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-15kHzSCS-r17 and/or crs-IM-nonDSS-30kHzSCS-r17.
Tests 1-1 and 1-2 apply to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-NWA-15kHzSCS-r17 and/or crs-IM-nonDSS-NWA-30kHzSCS-r17.
5.2.2.2.20_1.3             Test description
5.2.2.2.20_1.3.1          Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 and Table 5.3.6-1 of 38.521-1 [7].
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.
Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 5.2.2.
For EN-DC within FR1 operation, setup the LTE link according to Annex D:
1.	Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure A.3.1.7.1 for TE diagram and clause A.3.2.2 for UE diagram.
2.	The parameter settings for the cell are set up according to Table 5.2-1 and Tables 5.2.2.2.20.0-2 and 5.2.2.2.20.0-3 as appropriate.
3.	Downlink signals for NR cell are initially set up according to Annexes C.0, C.1, C.2 and uplink signals according to Annexes G.0, G.1, G.2, G.3.1 of TS 38.521-1 [7].
4.	Propagation conditions are set according to Annex B.0.
5.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR for SA with Connected without Release On, Test Mode On or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode On for NSA according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 5.2.2.2.20_1.3.3.
6.  For UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth, ensure the network configures an inter-RAT LTE measurement object of the interfering cells to the tested UE. Inter-RAT measurement is configured at the beginning of the test and applied throughout the test with gap pattern configurations according to Table 5.2.2.2.20.0-5. PDSCH is not scheduled and throughput is not counted during 4.64s after the beginning of test. PDSCH is not scheduled in the measurement gaps. 

5.2.2.2.20_1.3.2	Test procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2.2.2.20_1.4-1 and 5.2.2.2.20_1.4-2 as appropriate. The SS sends downlink MAC padding bits on the DL RMC.
2.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 5.2.2.2.20_1.4-1 and 5.2.2.2.20_1.4-2 as appropriate.
3.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Table G.1.5-1 in Annex G clause G.1.5.
4.	Repeat steps from 1 to 3 for each subtest in Tables 5.2.2.2.20_1.4-1 and 5.2.2.2.20_1.4-2 as appropriate.
5.2.2.2.20_1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.2.2.20_1.3.3_1	Message exceptions for SA
FFS
5.2.2.2.20_1.3.3_1	Message exceptions for NSA
FFS
5.2.2.2.20_1.4             Test requirement
Table 5.2.2.2.20_1.4-1: Test requirement for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	1-1
	R.PDSCH.1-4.1 TDD
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x2, ULA Low 
	70
	12.3+TT

	1-2
	R.PDSCH.2-25.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x2, ULA Low
	70
	11.7+TT



Table 5.2.2.2.20_1.4-2: Test requirement for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	2-1
	R.PDSCH.1-4.2 TDD 
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x2, ULA Low 
	70
	12.3+TT

	2-2
	R.PDSCH.2-26.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x2, ULA Low
	70
	11.7+TT



<< Sections skipped >>
5.2.3.1.14_1.4	Test requirement
Table 5.2.3.1.14.0-3 defines the primary level settings.
The residual BLER specified in Note 3 of Table 5.2.3.1.14_1.4-1 test shall meet or be lower than the specified value in Table 5.2.3.1.14_1.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.3.1.14_1.4-1: Test requirement for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.1-11.2 FDD
	10 / 15
	16QAM, 0.54
	TDLA30-10 
	2x4, ULA Low 
	1 (Note 3)
	0.6

	Note 1:	The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2:	Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3:	BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4:	SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2



[bookmark: _Toc114565776][bookmark: _Toc123936076][bookmark: _Toc124377091]5.2.3.1.18	4Rx FDD FR1 for PDSCH with inter cell CRS interference 
5.2.3.1.18.0             Minimum conformance requirements
The performance requirements are specified in Table 5.2.3.1.18.0-4 and Table 5.2.3.1.18.0-6, with the addition of test parameters in Table 5.2.3.1.18.0-2 and 5.2.3.1.18.0-3 and the downlink physical channel setup according to Annex C.3.1.
The requirements for UE capable of performing CRS-IM with the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.3.1.18.0-4.
The requirements for UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.3.1.18.0-6.
The test purposes are specified in Table 5.2.3.1.18.0-1.

Table 5.2.3.1.18.0-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 4 receive antenna conditions when PDSCH is interfered by inter cell CRS signal

	1-1 and 2-1



Table 5.2.3.1.18.0-2: Tests parameter for serving cell PDSCH
	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2


	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	Number of HARQ Processes
	
	4

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2



Table 5.2.3.1.18.0-3: Tests parameter for interference cells
	Parameter
	Unit
	Cell 1
	Cell 2

	Duplex mode
	
	FDD
	FDD

	INR
	dB
	10.45
	4.6

	LTE Bandwidth (Note 5)
	MHz
	20
	20

	Carrier centre subcarrier location (Note 6)
	
	Same as the NR serving carrier centre subcarrier location
	Same as the NR serving carrier centre subcarrier location

	Cyclic Prefix
	
	Normal
	Normal

	Physical cell ID
	
	1
	2

	CRS pattern
	Number of antenna ports
	
	4
	4

	
	v-shift
	
	1
	2

	Downlink power allocation
	

	dB
	-6
	-6

	
	

	dB
	-6
	-6

	
	
	dB
	0
	0

	PDSCH transmission mode
	
	TM4
	TM4

	PDSCH loading level
	%
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.

	Transmission rank
	%
	80% and 20% probability for rank 1 and rank 2 respectively
	80% and 20% probability for rank 1 and rank 2 respectively

	Interference model
	
	As specified in clause B.7
	As specified in clause B.7

	Time offset to the serving cell
	us
	3
	-1

	Frequency offset to the serving cell
	Hz
	300
	-100

	Propagation conditions and MIMO configuration (Note 1)
	
	TDLA30-10 ULA Low
	TDLA30-10 ULA Low

	Precoding granularity
	PRB
	8
	8

	Note 1:	The channel for the LTE interference cells and the serving cell are independent.
Note 2: 	No MBSFN is configured on LTE carrier.
Note 3:	Network-based CRS interference mitigation is disabled on LTE carrier.
Note 4: 	The start of transmission of LTE frame is delayed by 2 LTE subframes with respect to the start of transmission of NR frame
Note 5: 	This parameter is informed to UE via network assistance signalling for Test 1-1 in Table 5.2.3.1.18.0-4.
Note 6: 	Single entry is included in IE LTE-NeighCellsCRS-AssistInfoList-r17 that applies for both cells for cases with network signalling assistance



Table 5.2.3.1.18.0-4: Minimum performance for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-18.1 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x4, ULA Low
	70
	8.0



Table 5.2.3.1.18.0-5: Measurement Gap configurations 
	Parameter
	Unit
	Value

	Measurement Gap Length 
	ms
	6

	Measurement Gap Repetition Period
	ms
	40

	Gap offset
	ms
	7

	Measurement gap timeing advance
	ms
	0



Table 5.2.3.1.18.0-6: Minimum performance for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-17.2 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x4, ULA Low
	70
	8.0



The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.3.1.18.
5.2.3.1.18_1	4Rx FDD FR1 for PDSCH with inter cell CRS interference scenario – 4x4 MIMO for both NSA and SA
	Editor’s Note: This test case is incomplete in following aspects
	-	Message exceptions are FFS
	-	MU/TT analysis is pending
5.2.3.1.18_1.1             Test purpose
To verify PDSCH performance under 4 receive antenna conditions when PDSCH is interfered by inter cell CRS signal.
5.2.3.1.18_1.2             Test applicability
Test 2-1 applies to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-15kHzSCS-r17.
Test 1-1 applies to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-NWA-15kHzSCS-r17.
5.2.3.1.18_1.3             Test description
5.2.3.1.18_1.3.1          Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 and Table 5.3.6-1 of 38.521-1 [7].
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.
Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 5.2.2.
For EN-DC within FR1 operation, setup the LTE link according to Annex D:
1.	Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure A.3.1.7.1 for TE diagram and clause A.3.2.2 for UE diagram.
2.	The parameter settings for the cell are set up according to Table 5.2-1 and Tables 5.2.3.1.18.0-2 and 5.2.3.1.18.0-3 as appropriate.
3.	Downlink signals for NR cell are initially set up according to Annexes C.0, C.1, C.2 and uplink signals according to Annexes G.0, G.1, G.2, G.3.1 of TS 38.521-1 [7].
4.	Propagation conditions are set according to Annex B.0.
5.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR for SA with Connected without Release On, Test Mode On or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode On for NSA according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 5.2.3.1.18_1.3.3.
6.  For UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth, ensure the network configures an inter-RAT LTE measurement object of the interfering cells to the tested UE. Inter-RAT measurement is configured at the beginning of the test and applied throughout the test with gap pattern configurations according to Table 5.2.3.1.18.0-5. PDSCH is not scheduled and throughput is not counted during 4.64s after the beginning of test. PDSCH is not scheduled in the measurement gaps. 
5.2.3.1.18_1.3.2	Test procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2.3.1.18_1.4-1 and 5.2.3.1.18_1.4-2 as appropriate. The SS sends downlink MAC padding bits on the DL RMC.
2.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 5.2.3.1.18_1.4-1 and 5.2.3.1.18_1.4-2 as appropriate.
3.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Table G.1.5-1 in Annex G clause G.1.5.
4.	Repeat steps from 1 to 3 for each subtest in Tables 5.2.3.1.18_1.4-1 and 5.2.3.1.18_1.4-2 as appropriate.
5.2.3.1.18_1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.3.1.18_1.3.3_1	Message exceptions for SA
FFS
5.2.3.1.18_1.3.3_1	Message exceptions for NSA
FFS
5.2.3.1.18_1.4             Test requirement
Table 5.2.3.1.18_1.4-1: Test requirement for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-18.1 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x4, ULA Low
	70
	8.0+TT



Table 5.2.3.1.18_1.4-2: Test requirement for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation
condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-17.2 FDD 
	10 / 15
	16QAM, 0.48
	TDLA30-10 
	4x4, ULA Low
	70
	8.0+TT



<< Sections skipped >>
5.2.3.2.14_1.4	Test requirement
Table 5.2.3.2.14.0-3 defines the primary level settings.
The residual BLER specified in Note 3 of Table 5.2.3.2.14_1.4-1 test shall meet or be lower than the specified value in Table 5.2.3.2.14_1.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.3.2.14_1.4-1: Test requirement for Rank 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition (Note 1)
	Correlation matrix and antenna configuration (Note 2)
	Reference value

	
	
	
	
	
	
	
	BLER (%)
	SNR (dB) (Note 4)

	1-1
	R.PDSCH.2-16.2 TDD
	40 / 30
	16QAM, 0.54
	FR1.30-1
	TDLA30-10 
	2x4, ULA Low 
	1 (Note 3)
	0.5

	Note 1:	The propagation conditions apply to each of TRxP #1 and TRxP #2 and are statistically independent.
Note 2:	Correlation matrix and antenna configuration parameters apply to each of TRxP #1 and TRxP #2.
Note 3:	BLER is defined as residual BLER; i.e. ratio of incorrectly received transport blocks / sent transport blocks, independently of the number HARQ transmission(s) for each transport block.
Note 4:	SNR corresponds to SNR of TRxP #1 and TRxP #2 as defined in 4.4.2



[bookmark: _Toc114565795][bookmark: _Toc123936097][bookmark: _Toc124377112]5.2.3.2.19	4Rx TDD FR1 for PDSCH with inter cell CRS interference
5.2.3.2.19.0             Minimum conformance requirements
The performance requirements are specified in Table 5.2.3.2.19.0-4 and Table 5.2.3.2.19.0-6, with the addition of test parameters in Table 5.2.3.2.19.0-2 for the serving cell and Table 5.2.3.2.19.0-3 for the LTE interference cells and the downlink physical channel setup according to Annex C.3.1.
The requirements for UE capable of performing CRS-IM with the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.3.2.19.0-4.
The requirements for UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth are specified in Table 5.2.3.2.19.0-6.
The test purposes are specified in Table 5.2.3.2.19.0-1.
Table 5.2.3.2.19.0-1: Tests purpose
	Purpose
	Test index

	Verify PDSCH performance under 4 receive antenna conditions when PDSCH is interfered by inter cell CRS signal

	1-1, 1-2, 2-1 and 2-2



Table 5.2.3.2.19.0-2: Tests parameter for serving cell PDSCH
	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	TDD UL-DL pattern
	
	FR1.15-1

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2 

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.2



Table 5.2.3.2.19.0-3: Tests parameter for interference cells
	Parameter
	Unit
	Cell 1
	Cell 2

	Duplex mode
	
	TDD
	TDD

	TDD UL-DL pattern
	
	DSUDDDSUDD
S = 10D + 2G + 2U
	DSUDDDSUDD
S = 10D + 2G + 2U

	INR
	dB
	10.45
	4.6

	LTE Bandwidth (Note 5)
	MHz
	20
	20

	Carrier centre subcarrier location (Note 6)
	
	Same as the NR serving carrier centre subcarrier location
	Same as the NR serving carrier centre subcarrier location

	Cyclic Prefix
	
	Normal
	Normal

	Physical cell ID
	
	1
	2

	CRS pattern
	Number of antenna ports
	
	4
	4

	
	v-shift
	
	1
	2

	Downlink power allocation
	

	dB
	-6
	-6

	
	

	dB
	-6
	-6

	
	
	dB
	0
	0

	PDSCH transmission mode
	
	TM4
	TM4

	PDSCH loading level
	%
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.
10% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-2.
	20% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-1.
10% probability of occurrence of LTE data transmission in time domain, and full bandwidth allocation in frequency domain for test 1-2.

	Transmission rank
	%
	80% and 20% probability for rank 1 and rank 2 respectively
	80% and 20% probability for rank 1 and rank 2 respectively

	Interference model
	
	As specified in clause B.7
	As specified in clause B.7

	Time offset to the serving cell
	us
	3 for test 1-1
1.5 for test 1-2
	-1 for test 1-1
-0.5 for test 1-2

	Frequency offset to the serving cell
	Hz
	300
	-100

	Propagation conditions and MIMO configuration (Note 1)
	
	TDLA30-10 ULA Low
	TDLA30-10 ULA Low

	Precoding granularity
	PRB
	8
	8

	Note 1:	The channel for the LTE interference cells and the serving cell are independent.
Note 2: 	No MBSFN is configured on LTE carrier.
Note 3:	Network-based CRS interference mitigation is disabled on LTE carrier.
Note 4: 	The start of transmission of LTE frame is delayed by 2 LTE subframes with respect to the start of transmission of NR frame
Note 5: 	This parameter is informed to UE via network assistance signalling for Test 1-1 and 1-2 in Table 5.2.3.2.19.0-4.
Note 6: 	Single entry is included in IE LTE-NeighCellsCRS-AssistInfoList-r17 that applies for both cells for cases with network signalling assistance



Table 5.2.3.2.19.0-4 Minimum performance for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	1-1
	R.PDSCH.1-4.1 TDD
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x4, ULA Low 
	70
	8.6

	1-2
	R.PDSCH.2-25.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Low
	70
	8.2



Table 5.2.3.2.19.0-5: Measurement Gap configurations 
	Parameter
	Unit
	Value

	Measurement Gap Length (mgl)
	ms
	6

	Measurement Gap Repetition Period (mgrp)
	ms
	40

	Gap offset (gapoffset)
	ms
	1

	Measurement gap timeing advance (mgta)
	ms
	0



Table 5.2.3.2.19.0-6: Minimum performance for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	2-1
	R.PDSCH.1-4.2 TDD 
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x4, ULA Low 
	70
	8.6

	2-2
	R.PDSCH.2-26.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Low
	70
	8.2



The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.3.2.19.
5.2.3.2.19_1	4Rx TDD FR1 for PDSCH with inter cell CRS interference scenario – 4x4 MIMO for both NSA and SA
	Editor’s Note: This test case is incomplete in following aspects
	-	Message exceptions are FFS
	-	MU/TT analysis is pending
5.2.3.2.19_1.1             Test purpose
To verify PDSCH performance under 4 receive antenna conditions when PDSCH is interfered by inter cell CRS signal.
5.2.3.2.19_1.2             Test applicability
Tests 2-1 and 2-2 apply to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-15kHzSCS-r17 and/or crs-IM-nonDSS-30kHzSCS-r17.
Tests 1-1 and 1-2 apply to all types of NR UE release 17 and forward that support CRS-IM-nonDSS-NWA-15kHzSCS-r17 and/or crs-IM-nonDSS-NWA-30kHzSCS-r17.
5.2.3.2.19_1.3             Test description
5.2.3.2.19_1.3.1          Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 and Table 5.3.6-1 of 38.521-1 [7].
Configurations of PDSCH and PDCCH before measurement are specified in Annex C.
Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 5.2.2.
For EN-DC within FR1 operation, setup the LTE link according to Annex D:
1.	Connect the SS, the faders and AWGN noise source to the UE antenna connectors as shown in TS 38.508-1 [6] Annex A, in Figure A.3.1.7.1 for TE diagram and clause A.3.2.2 for UE diagram.
2.	The parameter settings for the cell are set up according to Table 5.2-1 and Tables 5.2.3.2.19.0-2 and 5.2.3.2.19.0-3 as appropriate.
3.	Downlink signals for NR cell are initially set up according to Annexes C.0, C.1, C.2 and uplink signals according to Annexes G.0, G.1, G.2, G.3.1 of TS 38.521-1 [7].
4.	Propagation conditions are set according to Annex B.0.
5.	Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR for SA with Connected without Release On, Test Mode On or EN-DC, DC bearer MCG and SCG, Connected without release On, Test Mode On for NSA according to TS 38.508-1 [6] clause 4.5. Message contents are defined in clause 5.2.3.2.19_1.3.3.
6.  For UE capable of performing CRS-IM without the assistance of network signaling on LTE channel bandwidth, ensure the network configures an inter-RAT LTE measurement object of the interfering cells to the tested UE. Inter-RAT measurement is configured at the beginning of the test and applied throughout the test with gap pattern configurations according to Table 5.2.3.2.19.0-5. PDSCH is not scheduled and throughput is not counted during 4.64s after the beginning of test. PDSCH is not scheduled in the measurement gaps. 
5.2.3.2.19_1.3.2	Test procedure
1.	SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2.3.2.19_1.4-1 and 5.2.3.2.19_1.4-2 as appropriate. The SS sends downlink MAC padding bits on the DL RMC.
2.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 5.2.3.2.19_1.4-1 and 5.2.3.2.19_1.4-2 as appropriate.
3.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Table G.1.5-1 in Annex G clause G.1.5.
4.	Repeat steps from 1 to 3 for each subtest in Tables 5.2.3.2.19_1.4-1 and 5.2.3.2.19_1.4-2 as appropriate.
5.2.3.2.19_1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.3.2.19_1.3.3_1	Message exceptions for SA
FFS
5.2.3.2.19_1.3.3_1	Message exceptions for NSA
FFS
5.2.3.2.19_1.4             Test requirement
Table 5.2.3.2.19_1.4-1 Test requirement for Rank 1 with the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	1-1
	R.PDSCH.1-4.1 TDD
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x4, ULA Low 
	70
	8.6+TT

	1-2
	R.PDSCH.2-25.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Low
	70
	8.2+TT



Table 5.2.3.2.19_1.4-2: Test requirement for Rank 1 without the assistance of network signaling on LTE channel bandwidth
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of
maximum
throughput
(%)
	SNR (dB)

	2-1
	R.PDSCH.1-4.2 TDD 
	20 / 15
	16QAM, 0.48
	FR1.15-1
	TDLA30-10 
	4x4, ULA Low 
	70
	8.6+TT

	2-2
	R.PDSCH.2-26.1 TDD
	20 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Low
	70
	8.2+TT
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Table A.3.2.1.1-12: PDSCH Reference Channel for FDD
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-12.1 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	2
	
	
	
	

	Allocated slots per 2 frames
	Slots
	19
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.3
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	6
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	576
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	Bits
	16
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i = 0
	CBs
	N/A
	
	
	
	

	  For Slots i = 1,…, 19
	CBs
	1
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i = 0
	Bits
	N/A
	
	
	
	

	  For Slots i = 10, 11
	Bits
	1872
	
	
	
	

	  For Slots i =1,…, 9, 12, …, 19
	Bits
	1872
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	0.547
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.1.1-19: PDSCH Reference Channel for FDD CRS interference mitigation for NR scenario for inter-RAT measurement enabled
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-17.2 FDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Number of allocated resource blocks
	PRBs
	52
	
	
	
	

	Number of consecutive PDSCH symbols
	
	12
	
	
	
	

	Allocated slots per 4 frames
	Slots
	26
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	12
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	Bits
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	Bits
	13064
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	Bits
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots i = 0,5,10,15,20,25,30,35
	CBs
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	CBs
	N/A
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12
	CBs
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	For Slots i = 0,5,10,15,20,25,30,35
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= 7,8,9,10,11,12
	
	N/A
	
	
	
	

	For Slots i = {11, 31}
	
	22880
	
	
	
	

	  For Slots i, if mod(i, 5) = {1,2,3,4} and i≠7,8,9,11,12,31
	Bits
	24128
	
	
	
	

	Max. Throughput averaged over 4 frames
	Mbps
	8.4916
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 4 frames
Note 3:	No user data is scheduled on slots with PBCH/PSS/SSS on the interference LTE cell 
Note 4:	No user data is scheduled on slots used for measurement
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Table A.3.2.2.1-1: PDSCH Reference Channel for TDD UL-DL pattern FR1.15-1 and LTE-NR coexistence scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-1.1 TDD
	R.PDSCH.1-1.2 TDD
	
	
	

	Channel bandwidth
	MHz
	10
	10
	
	
	

	Subcarrier spacing
	kHz
	15
	15
	
	
	

	Allocated resource blocks
	PRBs
	52
	52
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	9
	11
	
	
	

	Allocated slots per 2 frames
	
	7
	7
	
	
	

	MCS table
	
	64QAM
	64QAM
	
	
	

	MCS index
	
	4
	4
	
	
	

	Modulation
	
	QPSK
	QPSK
	
	
	

	Target Coding Rate
	
	0.30
	0.30
	
	
	

	Number of MIMO layers
	
	1
	1
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	For Slots 0 and Slot i, if mod(i, 10) = {8,9} for i from {0,…,39}
	
	N/A
	N/A
	N/A
	N/A
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,19}
	
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	12
	
	
	

	Overhead for TBS determination
	
	18
	18
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	2472
	3240
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	16
	16
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	CBs
	N/A
	N/A
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	CBs
	1
	1
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	N/A
	
	
	

	  For Slots i = 10, 11
	Bits
	7760
	10256
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,9,12,…,19}
	Bits
	8384
	10880
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	0.865
	1.134
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	No user data is scheduled on slots with LTE PBCH/PSS/SSS



Table A.3.2.2.1-4: PDSCH Reference Channel for TDD CRS interference mitigation for NR scenario
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-4.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	20
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,19}
	
	12
	
	
	
	

	Allocated slots per 2 frames
	
	7
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	26632
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	Bits
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	CBs
	N/A
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,19}
	CBs
	4
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot 0 and Slot i, if mod(i, 5) = {2,3,4} for i from {0,…,19}
	Bits
	N/A
	
	
	
	

	  For Slots i = 10, 11
	Bits
	47936
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1} for i from {1,…,9,12,…,19}
	Bits
	49184
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	9.3212
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames
Note 3:	No user data is scheduled on slots with PBCH/PSS/SSS on the interference LTE cell



Table A.3.2.2.1-5: PDSCH Reference Channel for TDD CRS interference mitigation for NR scenario for inter-RAT measurement enabled
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.1-4.2 TDD
	
	
	
	

	Channel bandwidth
	MHz
	20
	
	
	
	

	Subcarrier spacing
	kHz
	15
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slots i = {2,12,22,32}
	
	N/A
	
	
	
	

	  For Slots i= {0,20}
	
	N/A
	
	
	
	

	For Slots in meauresment gao i= {1,2,3,4,5,6}
	
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {3,4} 
	
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {0,1,2} and i≠{0,1,2,20}
	
	12
	
	
	
	

	Allocated slots per 4 frames
	
	16
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	 For Slots i = {2,12,22,32}
	
	N/A
	
	
	
	

	 For Slots i= {0,20}
	
	N/A
	
	
	
	

	For Slots in meauresment gao i= {1,2,3,4,5,6}
	
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {3,4} 
	
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {0,1,2} and i≠{0,1,2,20}
	
	12
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	 For Slots i = {2,12,22,32}
	Bits
	N/A
	
	
	
	

	 For Slots i= {0,20}
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= {1,2,3,4,5,6}
	Bits
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {3,4} 
	Bits
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {0,1,2} and i≠{0,1,2,20}
	
	26632
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	 For Slots i = {2,12,22,32}
	Bits
	N/A
	
	
	
	

	 For Slots i= {0,20}
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= {1,2,3,4,5,6}
	Bits
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {3,4} 
	Bits
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {0,1,2} and i≠{0,1,2,20}
	
	24
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots i = {2,12,22,32}
	CBs
	N/A
	
	
	
	

	  For Slots i= {0,20}
	CBs
	N/A
	
	
	
	

	For Slots in meauresment gao i= {1,2,3,4,5,6}
	CBs
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {3,4} 
	CBs
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {0,1,2} and i≠{0,1,2,20}
	
	4
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots i = {2,12,22,32}
	Bits
	N/A
	
	
	
	

	  For Slots i= {0,20}
	Bits
	N/A
	
	
	
	

	For Slots in meauresment gao i= {1,2,3,4,5,6}
	Bits
	N/A
	
	
	
	

	For Slots i, if mod(i, 5) = {3,4} 
	Bits
	N/A
	
	
	
	

	For Slots i = {10,11,30,31}
	Bits
	47936
	
	
	
	

	For Slots i, if mod(i, 5) = {0,1,2} and i≠{0,1,2,11,20,31}
	Bits
	49184
	
	
	
	

	Max. Throughput averaged over 4frames
	Mbps
	11.9844
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 4 frames
Note 3:	No user data is scheduled on slots with PBCH/PSS/SSS on the interference LTE cell
Note 4:	No user data is scheduled on slots used for measurement
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Table A.3.2.2.2-17: PDSCH Reference Channel for TDD UL-DL pattern FR1.30-2
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-17.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	40
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	106
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	
	2
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	
	N/A
	
	
	
	

	Allocated slots per 2 frames
	
	8
	
	
	
	

	MCS table
	
	
	
	
	
	

	MCS index
	
	4
	
	
	
	

	Modulation
	
	QPSK
	
	
	
	

	Target Coding Rate
	
	0.3
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	
	6
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	
	N/A
	
	
	
	

	Overhead for TBS determination
	
	0
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	Bits
	1160
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	Bits
	N/A
	
	
	
	

	Transport block CRC per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	Bits
	16
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	Bits
	N/A
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	CBs
	1
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	CBs
	N/A
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slot i, if mod(i, 5) = 3 for i from {0,…,39}
	Bits
	3816
	
	
	
	

	  For Slot i, if mod(i, 5) = {0,1,2} for i from {1,…,39}
	Bits
	N/A
	
	
	
	

	Max. Throughput averaged over 2 frames
	Mbps
	0.464
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 2 frames



Table A.3.2.2.2-29 : PDSCH Reference Channel for TDD UL-DL pattern FR1.30-1 with overlapping spectrum for LTE and NR for inter-RAT measurement enabled
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDSCH.2-26.1 TDD
	
	
	
	

	Channel bandwidth
	MHz
	20
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	

	Allocated resource blocks
	PRBs
	51
	
	
	
	

	Number of consecutive PDSCH symbols
	
	
	
	
	
	

	  For Slots i={5,6,16,25,26,36,45,46,56,65,66,76}
	
	N/A
	
	
	
	

	For Slots i={0,40}
	
	N/A
	
	
	
	

	For i,if mod(i,10)={8,9}
	
	N/A
	
	
	
	

	For Slots in meauresment gap i= {2,3,4,5,6,7,8,9,10,11,12,13}
	
	N/A
	
	
	
	

	  For i,if mod(i,10)=7 and i≠7
	
	4
	
	
	
	

	  For i, if mod(I,10)={0,1,2,3,4,5,6} and i ≠{0,2,3,4,5,6,10,11,12,13,16,25,26,36,40,45,46,56,65,66,76}
	
	12
	
	
	
	

	Allocated slots per 4 frames
	
	
	
	
	
	

	MCS table
	
	64QAM
	
	
	
	

	MCS index
	
	13
	
	
	
	

	Modulation
	
	16QAM
	
	
	
	

	Target Coding Rate
	
	0.48
	
	
	
	

	Number of MIMO layers
	
	1
	
	
	
	

	Number of DMRS REs
	
	
	
	
	
	

	  For Slots i={5,6,16,25,26,36,45,46,56,65,66,76}
	
	N/A
	
	
	
	

	For Slots i={0,40}
	
	N/A
	
	
	
	

	For i,if mod(i,10)={8,9}
	
	N/A
	
	
	
	

	For Slots in meauresment gap i= {2,3,4,5,6,7,8,9,10,11,12,13}
	
	N/A
	
	
	
	

	  For i,if mod(i,10)=7 and i≠7
	
	4
	
	
	
	

	  For i, if mod(I,10)={0,1,2,3,4,5,6} and i ≠{0,2,3,4,5,6,10,11,12,13,16,25,26,36,40,45,46,56,65,66,76}
	
	12
	
	
	
	

	Information Bit Payload per Slot 
	
	
	
	
	
	

	  For Slots i={5,6,16,25,26,36,45,46,56,65,66,76}
	
	N/A
	
	
	
	

	For Slots i={0,40}
	
	N/A
	
	
	
	

	For i,if mod(i,10)={8,9}
	
	N/A
	
	
	
	

	For Slots in meauresment gap i= {2,3,4,5,6,7,8,9,10,11,12,13}
	
	N/A
	
	
	
	

	  For i,if mod(i,10)=7 and i≠7
	
	8456
	
	
	
	

	  For i, if mod(I,10)={0,1,2,3,4,5,6} and i ≠{0,2,3,4,5,6,10,11,12,13,16,25,26,36,40,45,46,56,65,66,76}
	
	12808
	
	
	
	

	Number of Code Blocks per Slot
	
	
	
	
	
	

	  For Slots i={5,6,16,25,26,36,45,46,56,65,66,76}
	
	N/A
	
	
	
	

	For Slots i={0,40}
	
	N/A
	
	
	
	

	For i,if mod(i,10)={8,9}
	
	N/A
	
	
	
	

	For Slots in meauresment gap i= {2,3,4,5,6,7,8,9,10,11,12,13}
	
	N/A
	
	
	
	

	  For i,if mod(i,10)=7 and i≠7
	
	2
	
	
	
	

	  For i, if mod(I,10)={0,1,2,3,4,5,6} and i ≠{0,2,3,4,5,6,10,11,12,13,16,25,26,36,40,45,46,56,65,66,76}
	
	2
	
	
	
	

	Binary Channel Bits Per Slot
	
	
	
	
	
	

	  For Slots i={5,6,16,25,26,36,45,46,56,65,66,76}
	
	N/A
	
	
	
	

	For Slots i={0,40}
	
	N/A
	
	
	
	

	For i,if mod(i,10)={8,9}
	
	N/A
	
	
	
	

	 
	
	N/A
	
	
	
	

	  For i,if mod(i,10)=7 and i≠7
	
	17808
	
	
	
	

	  For i={20,21,60,61}
	
	25704
	
	
	
	

	  For i, if mod(I,10)={0,1,2,3,4,5,6} and i ≠{0,2,3,4,5,6,10,11,12,13,16,25,26,36,40,45,46,56,65,66,76}
	
	26928
	
	
	
	

	Max. Throughput averaged over 4frames
	Mbps
	12.6868
	
	
	
	

	Note 1:	SS/PBCH block is transmitted in slot #0 with periodicity 20 ms
Note 2:	Slot i is slot index per 4 frames
Note 3:	No user data is scheduled on slots with PBCH/PSS/SSS on the interference LTE cell
Note 4:	No user data is scheduled on slots used for measurement




<< End of Changes >>
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