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	The applicability of demodulation performance requirements to FR1 bands is not aligned with the core spec and should be fixed accordingly.
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	Correct the applicability requirements for FR1 bands.
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<< Start of changes >>
[bookmark: _Toc27479408][bookmark: _Toc36058595][bookmark: _Toc44067518][bookmark: _Toc52716442][bookmark: _Toc58239080][bookmark: _Toc68246661][bookmark: _Toc75789921][bookmark: _Toc84264550][bookmark: _Toc90560674]5	Demodulation performance requirements (Conducted requirements)
[bookmark: _Toc27479409][bookmark: _Toc36058596][bookmark: _Toc44067519][bookmark: _Toc52716443][bookmark: _Toc58239081][bookmark: _Toc68246662][bookmark: _Toc75789922][bookmark: _Toc84264551][bookmark: _Toc90560675]5.1	General
[bookmark: _Toc27479410][bookmark: _Toc36058597][bookmark: _Toc44067520][bookmark: _Toc52716444][bookmark: _Toc58239082][bookmark: _Toc68246663][bookmark: _Toc75789923][bookmark: _Toc84264552][bookmark: _Toc90560676]5.1.1	Applicability of requirements
[bookmark: _Toc27479411][bookmark: _Toc36058598][bookmark: _Toc44067521][bookmark: _Toc52716445][bookmark: _Toc58239083][bookmark: _Toc68246664][bookmark: _Toc75789924][bookmark: _Toc84264553][bookmark: _Toc90560677]5.1.1.1	General
The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1 [2].
The minimum performance requirements in Clause 5 are mandatory for UE supporting NR operation, except test cases listed in Clauses 5.1.1.3, 5.1.1.4, 5.1.1.5, 5.1.1.6, 5.1.1.7, 5.1.1.8.
If same test is listed for different UE features/capabilities in Clauses 5.1.1.3 and 5.1.1.4, then this test shall apply for UEs which support all corresponding UE features/capabilities.
[bookmark: _Toc27479412][bookmark: _Toc36058599][bookmark: _Toc44067522][bookmark: _Toc52716446][bookmark: _Toc58239084][bookmark: _Toc68246665][bookmark: _Toc75789925][bookmark: _Toc84264554][bookmark: _Toc90560678]5.1.1.2	Applicability of requirements for different number of RX antenna ports
The number of RX antenna ports for different RF operating bands is up to UE declaration.
The UE shall support 2 or 4 RX antenna ports for different RF operating bands. The operating bands, where 4 RX antenna ports shall be the baseline, are defined in Clause 7.2 of TS 38.101-1 [3]. The UE requirements applicability for UEs with different number of RX antenna ports is defined in Table 5.1.1.2-1.
Table 5.1.1.2-1: Requirements applicability
	Supported RX antenna ports
	Test type
	Test list

	UE supports only 2RX 
	PDSCH
	All tests in Clause 5.2.2

	
	PDCCH
	All tests in Clause 5.3.2

	
	PBCH
	All tests in Clause 5.4.2

	UE supports only 4RX or both 2RX and 4RX
	PDSCH
	All tests in Clause 5.2.3 (Note 2)

	
	PDCCH
	All tests in Clause 5.3.3 (Note 2)

	
	PBCH
	All tests in Clause 5.4.2 or 5.4.3 (Note 1)

	Note 1:	Requirements for PBCH with 4Rx is up to UE declaration
Note 2: 	‘maxMIMO-Layers-r16’ is not configured during the performance requirements testing for UE supporting Release 16 per-BWP MIMO layer adaptation.
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