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<Unchanged sections skipped>
Table 4.6.1-13: RRCReconfiguration
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	<Several Unchanged Rows Skipped>

	
	
	

	 ul-GapFR2-Config-r17
	Not present
	
	

	ul-GapFR2-Config-r17 CHOICE {
	
	
	NR-FR2- Uplink-Gaps

	setup
	UL-GapFR2-Config-r17
	
	

	}
	
	
	



<Several Unchanged items Skipped>

	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity with E-UTRA connected to EPC

	EN-DC_MEAS
	An EN-DC measurement is configured

	IRAT_MEAS
	An IRAT measurement is configured in the NR PCell

	NR_MEAS
	A NR measurement is configured

	NR
	NR connected to 5GC

	NR-DC
	NR-NR Dual Connectivity is configured

	NR-DC_SCG
	Add SCG side configuration (NR-DC)

	EN-DC_HO
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	EN-DC_SCell_add
	Add Scell (EN-DC)

	MasterKeyChange
	MasterKeyUpdate when peforming ReconfigurationWithSync and indicating a change of the AS security algorithms associated to the master key

	Inter_Sys_HO
	Used during inter-system handover to NR procedure

	REEST
	The first RRCReconfiguration message after successful completion of the RRC re-establishment procedure

	SIDELINK
	For NR sidelink dedicated configuration

	DAPS_HO_ReleaseSource
	The source cell part of DAPS operation is to be stopped and the source cell part of DAPS configuration is to be released.

	CHO
	Conditional handover

	CPC
	Conditional PSCell change

	NE-DC
	NR E-UTRA Dual Connectivity

	L2RelayUE
	For L2 U2N Relay UE test cases.

	L2RemoteUE
	For L2 U2N Remote UE test cases.

	RELAY
	Add Uu Relay RLC channel configuration

	NR-FR2-Upink-Gaps
	Configure Uplink Gaps for NR FR2



<Unchanged sections skipped>
–	UL-GapFR2-Config
Table 4.6.3-200BB: UE UL-GapFR2-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UL-GapFR2-Config-r17 ::= SEQUENCE {
	
	
	

	FFSgapOffset-r17
	0
	
	

	ugl-r17
	ms1
	
	

	ugrp-r17
	ms40
	
	

	refFR2ServCellAsyncCA-r17
	Not Present
	
	

	refFR2ServCellAsyncCA-r17 CHOICE {
	
	
	AsyncCA

	setup
	0

	Optional
ServCellIndex with condition AsyncCA

	

	}
	
	
	



	Condition
	Explanation

	AsyncCA
	Used only when configuring the FR2 UL gap pattern to UE in NGEN-DC, NR, EN-DC, NE-DC or NR-DC without FR2-FR2 band combination, with asynchronous CA involving FR2 carriers.
Otherwise, it is absent.



<End of Changes>
