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<Start of changes>
7.3A.0.4	Reference sensitivity exceptions due to UL harmonic interference for CA
Editor’s Note: Table 7.3A.0.4-1 format is different from 38.101-1 (V17.6.0) Table 7.3A.4-1. The old format will exist until RAN5 has final solutions on how to adopt RAN4 corresponding table for the minimum requirement of Reference sensitivity exceptions due to UL harmonic, and the resulted possible new format of Table 7.3A.1_1.4.1-1: Test Configuration Table for inter-band 2DL CA exceptions, and Table 7.3A.1_1.5-1: Reference sensitivity requirement for inter band CA.
Sensitivity degradation is allowed for a band in frequency range 1 if it is impacted by UL harmonic interference from another band in frequency range 1 of the same CA configuration.  Reference sensitivity exceptions are specified in Table 7.3A.0.4-1 with uplink configuration specified in Table 7.3A.0.4-2.
Table 7.3A.0.4-1: Reference sensitivity exceptions due to UL harmonic for NR CA FR1
	
	MSD due to harmonic exception for the DL band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHZ
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	
	dB
	dB
	dB

	n1
	n771,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	16.8
	16.0
	
	14.8
	14.3
	13.8

	
	n773
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	
	

	n3
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	16.9
	16.1
	
	14.8
	14.3
	13.8

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	
	

	n5
	n774,5,13
	
	10.5
	8.9
	7.8
	7.2
	6.5
	5.1
	4.2
	3.5
	2.8
	2.3
	2.1
	1.4

	n5
	n776,7,13
	
	10.4
	8.9
	7.8
	6.7
	6.0
	4.7
	3.7
	3
	2.3
	1.7
	1.2
	0.7

	n5
	n784,5
	
	10.5
	8.9
	7.8
	7.1
	6.5
	5.4
	4.2
	3.5
	
	2.3
	2.1
	1.4

	n8
	n784,5
	
	10.8
	9.1
	8.0
	
	
	5.1
	4.2
	3.5
	
	2.3
	2.1
	1.4

	n24
	n771,2,13
	
	23.9
	22.1
	20.9
	19.8
	19.0
	17.9
	16.8
	16.0
	
	14.8
	14.3
	13.8

	
	n773,13
	
	1.1
	0.8
	0.3
	0.1
	
	
	
	
	
	
	
	

	n28
	n786,7
	
	[10.4]
	[8.9]
	[7.8]
	
	
	[4.7]
	[3.7]
	[3]
	
	[1.7]
	[1.2]
	[0.7]

	n66
	n481,2
	27.1
	23.9
	22.1
	20.9
	
	
	17.9
	16.912
	16.112
	
	
	14.812
	14.312

	
	n483
	1.9
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	
	

	n71
	n708,9
	9.9
	7.1
	6.7
	4.9
	4.1
	
	
	
	
	
	
	
	

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band and a range ∆FHD above and below the edge of this downlink transmission bandwidth. The value ∆FHD depends on the band combination: ∆FHD = 10 MHz for CA_n1-n77, CA_n3-n77, CA_n3-n78.


NOTE 2:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 3:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.
NOTE 4:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 5:	The requirements should be verified for UL NR‑ARFCN of a low band (superscript LB) such that [image: ]in MHz and [image: ] with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 6:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of a low band for which the 5th transmitter harmonic is within the downlink transmission bandwidth of a high band.
NOTE 7:	The requirements should be verified for UL NR‑ARFCN of a low band (superscript LB) such that [image: ]in MHz and [image: ] with[image: ] the carrier frequency of a high band in MHz and [image: ] the channel bandwidth configured in the low band.
NOTE 8:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 3rd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.

NOTE 9:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that [image: ]in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.
NOTE 10:	These requirements apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band n25 is located with its upper edge at 1995 MHz.
NOTE 11:	No requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the low band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of the high band. The reference sensitivity for all active downlink component carriers is only verified when this is not the case (the requirements specified in clause 7.3.2 apply unless otherwise specified).
NOTE 12:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration.
NOTE 13:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.



Table 7.3A.0.4-1a: Reference sensitivity exceptions and uplink/downlink configurations due to UL harmonic from a PC3 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n2
	n48
	5
	15
	25 (RBstart=0)
	5
	27.1
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n48
	10
	15
	50 (RBstart=0)
	1007
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n48
	5
	15
	25 (RBstart=0)
	10
	1.9
	NOTE 6
	UL2/DL1
near-miss

	n2
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	10
	15
	50 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n2
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n66
	n77
	5
	15
	25 (RBstart=0)
	10
	23.9
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	20
	15
	100 (RBstart=0)
	100
	13.8
	NOTE 2
	UL2/DL1
direct-hit

	n66
	n77
	5
	15
	25 (RBstart=0)
	10
	1.1
	NOTE 6
	UL2/DL1
near-miss

	n71
	n41
	5
	15
	16 (RBstart=0)
	10
	10.8
	NOTE 4
	UL4/DL1
direct-hit

	n71
	n41
	5
	15
	25 (RBstart=0)
	100
	1.4
	NOTE 4
	UL4/DL1
direct-hit

	NOTE 1:	These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd / 3rd / 4th / 5th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.


NOTE 2:  The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with carrier frequency in the victim (higher) band in MHz and  the channel bandwidth configured in the lower band.


NOTE 3:	The requirements should be verified for UL NR ARFCN of the aggressor (lower) band (superscript LB) such that  in MHz and  with the carrier frequency in the victim (higher) band in MHz and the channel bandwidth configured in the low band.


NOTE 4:	The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.


NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (lower) band (superscript LB) such that in MHz and  with[image: ] carrier frequency in the victim (higher) band in MHz and [image: ] the channel bandwidth configured in the lower band.




NOTE 6:	The requirements are only applicable to channel bandwidths no larger than 20 MHz and with a carrier frequency at  MHz offset from  in the victim (higher band) with , where[image: ]andare the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.



Table 7.3A.0.4-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for NR CA, FR1
	
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	n77
	
	25
	36
	50
	
	
	100
	100
	100
	
	100
	100
	100

	n3
	n78
	
	25
	36
	50
	
	
	50
	50
	50
	
	50
	50
	50

	n5
	n77
	
	16
	25
	25
	25
	25
	25
	25
	25
	25
	25
	25
	25

	n5
	n78
	
	16
	25
	25
	25
	25
	25
	25
	25
	
	25
	25
	25

	n8
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	
	25
	25
	25

	n24
	n77
	12
	25
	25
	25
	25
	25
	25
	25
	25
	
	25
	25
	25

	n28
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	
	25
	25
	25

	n66
	n48
	12
	25
	36
	50
	
	
	100
	128
	160
	
	
	200
	200

	n71
	n70
	8
	16
	20
	20
	20
	
	
	
	
	
	
	
	

	NOTE 1:	15kHz SCS is assumed for UL band.
NOTE 2:	The UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.2.3-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2.3-3 applies.
NOTE 3:	Unless stated otherwise, UL resource blocks shall be centred within the transmission bandwidth configuration for the channel bandwidth.



Table 7.3A.0.4-3: Void
Table 7.3A.0.4-3a: Void
Sensitivity degradation is allowed for a band if it is impacted by receiver harmonic mixing due to another band part of the same CA configuration. Reference sensitivity exceptions are specified in Table 7.3A.0.4-4 with uplink configuration specified in Table 7.3A.0.4-4a. Reference sensitivity exceptions and uplink/downlink configurations due to harmonic mixing from a PC2 aggressor NR UL band for NR DL CA FR1 is specified in Table 7.3A.0.4-4c.
Table 7.3A.0.4-4: Reference sensitivity exceptions due to harmonic mixing from a PC3 aggressor NR UL band for DL NR CA FR1
	UL band
	DL band
	5 MHz
(dB)
	10 MHz
(dB)
	15 MHz
(dB)
	20 MHz
(dB)
	25 MHz
(dB)
	40 MHz
(dB)
	50 MHz
(dB)
	60 MHz
(dB)
	80 MHz
(dB)
	90 MHz
(dB)
	100 MHz
(dB)

	n77
	n27
	6.7
	5.0
	4.0
	3.7
	
	
	
	
	
	
	

	n77
	n58
	5.7
	4.0
	3.0
	2.7
	
	
	
	
	
	
	

	NOTE 1:	FFS.
NOTE 2:	FFS.
NOTE 3:	FFS
NOTE 4:	FFS
NOTE 5:	FFS
NOTE 6:	FFS


NOTE 7:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.


NOTE 8:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.



Table 7.3A.0.4-4a: Uplink configuration for reference sensitivity exceptions due to receiver harmonic mixing for CA in NR FR1
	UL band
	DL band
	SCS
(kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	n77
	n2
	15
	25
	50
	75
	100
	
	
	
	
	
	
	

	n77
	n5
	15
	25
	20
	20
	
	
	
	
	
	
	
	

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2.3-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2.3-3 applies.



Table 7.3A.0.4-4c: Reference sensitivity exceptions and uplink/downlink configurations due to harmonic mixing from a PC2 aggressor NR UL band for NR DL CA FR1
	UL band
	DL band
	UL BW
	SCS of UL band
	UL RB Allocation
	DL BW
	MSD
	UL/DL fc condition
	UL/DL harmonic order

	
	
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(dB)
	
	

	n77
	n2
	10
	15
	25 (RBstart=0)
	5
	9.1
	NOTE 4
	UL1/DL2

	n77
	n2
	20
	15
	100 (RBstart=0)
	20
	6.7
	NOTE 4
	UL1/DL2

	n77
	n5
	10
	15
	25 (RBstart=0)
	5
	8.1
	NOTE 5
	UL1/DL4

	n77
	n5
	20
	15
	20 (RBstart=0)
	20
	4.3
	NOTE 5
	UL1/DL4

	NOTE 1:	FFS
NOTE 2:	FFS
NOTE 3:	FFS


[bookmark: OLE_LINK31]NOTE 4:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.


NOTE 5:	The requirements should be verified for UL NR-ARFCN of the aggressor (higher) band (superscript HB) such that   in MHz and  with [image: ] the carrier frequency in the victim (lower) band and [image: ] the channel bandwidth configured in the higher band.



[bookmark: _Toc27478364][bookmark: _Toc36227078]7.3A.0.5	Reference sensitivity exceptions due to intermodulation interference due to 2UL CA
For inter-band carrier aggregation with uplink assigned to two NR bands given in Table 7.3A.0.5-1 and Table 7.3A.0.5-1a, the reference sensitivity is defined only for the specific uplink and downlink test points specified in Table 7.3A.0.5-1 and Table 7.3A.0.5-1a. For these test points the reference sensitivity requirement specified in Table 7.3.2.3-1 and Table 7.3.2.3-2 are relaxed by the amount of the corresponding parameter MSD given in Table 7.3A.0.5-1 and Table 7.3A.0.5-1a.
Table 7.3A.0.5-1: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC3 CA
	 Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1A-n3A
	n1
	1950
	5
	25
	2140
	23
	FDD
	IMD3

	
	n3
	1760
	5
	25
	1855
	N/A
	FDD
	N/A

	CA_n1-n8
	n1
	1965
	5
	25
	2155
	6.0
	FDD
	IMD4

	
	n8
	887.5
	5
	25
	932.5
	N/A
	FDD
	N/A

	CA_n1A-n78A
	n1
	1950
	5
	25
	2140
	8.0
	FDD
	IMD4

	
	
	
	
	
	
	10.75
	
	

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	CA_n2-n48
	n2
	1852.5
	5
	25
	1932.5
	12
	FDD
	IMD4

	
	n48
	3625
	20
	100
	3625
	N/A
	TDD
	N/A

	CA_n2-n66
	n2
	1855
	5
	25
	1935
	20
	FDD
	IMD3

	
	n66
	1775
	5
	25
	2175
	N/A
	FDD
	N/A

	
	n2
	1883.3
	5
	25
	1963.3
	N/A
	FDD
	N/A

	
	n66
	1750
	5
	25
	2150
	4
	FDD
	IMD5

	CA_n2-n77
	n2
	1855
	5
	25
	1935
	26
	FDD
	IMD2

	
	
	
	
	
	
	28.75
	
	

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n2
	1900
	5
	25
	1980
	8.0
	FDD
	IMD4

	
	
	
	
	
	
	10.75
	
	

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n2
	1885
	5
	25
	1965
	5
	FDD
	IMD5

	
	n77
	3810
	10
	50
	3810
	N/A
	TDD
	N/A

	
	n2
	N/A
	5
	N/A
	1987.5
	2.7
	FDD
	IMD7

	
	n7712
	3455
	10
	1 RBSTART=10
	3455
	N/A
	TDD
	N/A

	
	
	3945
	10
	1
1 RBSTART=0
	3945
	
	
	

	CA_n3A-n5A
	n3
	1771
	10
	50
	1866
	4
	FDD
	IMD4

	
	n5
	838
	5
	25
	883
	N/A
	FDD
	N/A

	CA_n3A-n41A
	n3
	1740
	5
	25
	1835
	8.2
	FDD
	IMD4

	
	n41
	2657.5
	10
	50
	2657.5
	N/A
	TDD
	N/A

	CA_n3A-n5A
	n3
	1721
	10
	50
	1816
	N/A
	FDD
	N/A

	
	n5
	838
	5
	25
	883
	24
	FDD
	IMD23

	CA_n3A-n78A
	n3
	1740
	5
	25
	1835
	[26]
	FDD
	IMD24

	
	
	
	
	
	
	[28.75]
	
	

	
	n78
	3575
	10
	25
	3575
	N/A
	TDD
	N/A

	CA_n3A-n78A
	n3
	1765
	5
	25
	1860
	[8.0]
	FDD
	IMD44

	
	
	
	
	
	
	[10.75]
	
	

	
	n78
	3435
	10
	25
	3435
	N/A
	TDD
	N/A

	CA_n5-n66
	n5
	838
	5
	25
	883
	30
	FDD
	IMD24

	
	n66
	1721
	5
	25
	2121
	N/A
	FDD
	N/A

	CA_n5A-n77A6
	n5
	844
	5
	25
	889
	8.3
	FDD
	IMD4

	
	n77
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	
	n5
	829
	5
	25
	874
	5.5
	FDD
	IMD5

	
	n77
	4190
	10
	50
	4190
	N/A
	TDD
	N/A

	CA_n8A-n78A
	n8
	897.5
	5
	25
	942.5
	8.3
	FDD
	IMD4

	
	n78
	3635
	10
	50
	3635
	N/A
	TDD
	N/A

	CA_n24-n7710
	n24
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	IMD4

	
	n77
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	CA_n26A-n66A
	n26
	838
	5
	25
	883
	30
	FDD
	IMD24

	
	n66
	1721
	5
	25
	2121
	N/A
	FDD
	N/A

	CA_n26A-n70A
	n26
	838
	5
	25
	883
	30
	FDD
	IMD24

	
	n70
	1710
	5
	25
	2020
	N/A
	FDD
	N/A

	CA_n48A-n66A
	n48
	3660
	5
	25
	3660
	N/A
	TDD
	N/A

	
	n66
	1730
	5
	25
	2130
	5.0
	FDD
	IMD5

	CA_n48A-n70A
	n70
	1697.5
	25/15
	25
	1997.5
	26
	FDD
	IMD24

	
	
	
	
	
	
	28.75
	
	

	
	n48
	3695
	10
	50
	3695
	N/A
	TDD
	N/A

	CA_n66A-n71A
CA_n66(2A)-n71A
CA_n66B-n71A
	n66
	1750
	5
	25
	2150
	5
	FDD
	IMD4

	
	n71
	675
	5
	25
	629
	N/A
	FDD
	N/A

	CA_n66A-n77A
	n66
	1775
	5
	25
	2175
	31
	FDD
	IMD2

	
	n77
	3950
	10
	50
	3950
	N/A
	TDD
	N/A

	
	n66
	1760
	5
	25
	2160
	5.0
	FDD
	IMD5

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	CA_n70A-n71A
	n70
	1697.5
	5
	25
	1997.5
	5
	FDD
	IMD4

	
	n71
	695.5
	5
	25
	649.5
	N/A
	FDD
	N/A

	CA_n71-n7713
	n71
	671
	5
	25
	625
	5.5
	FDD
	IMD5

	
	n77
	3309
	10
	50
	3309
	N/A
	TDD
	N/A

	NOTE 1:	Both of the transmitters shall be set min(+20 dBm, PCMAX_L,f,c) as defined in subclause 6.2A.4
NOTE 2:	RBSTART = 0, 15kHz SCS is assumed.
NOTE 3:	No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3 apply).
NOTE 4:	This band is subject to IMD5 also which MSD is not specified.
NOTE 5:	Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.
[bookmark: _Hlk99615835]NOTE 6:	TBD
NOTE 7:	TBD
NOTE 8:	TBD
NOTE 9:	TBD
NOTE 10:	There is no IMD4 product in band n24 downlink for n77 operating in 3450 – 3980 MHz and n24 uplink restricted to between 1627.5 – 1637.5 MHz and between 1646.5 – 1656.5 MHz.



Table 7.3A.0.5-1a: 2DL/2UL interband Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC2 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n1-n78
	n1
	1950
	5
	25
	2140
	17.8
	FDD
	IMD4

	
	n78
	3710
	10
	50
	3710
	N/A
	TDD
	N/A

	CA_n2-n77
	n2
	1855
	5
	25
	1935
	32.10
	FDD
	IMD2

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n2
	1900
	5
	25
	1980
	19.10
	FDD
	IMD4

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	CA_n3-n78
	n3
	1740
	5
	25
	1835
	31.9
	FDD
	IMD2

	
	n78
	3575
	10
	50
	3575
	N/A
	TDD
	N/A

	
	n3
	1765
	5
	25
	1860
	18.5
	FDD
	IMD4

	
	n78
	3435
	10
	50
	3435
	N/A
	TDD
	N/A

	CA_n5-n77
	5
	844
	5
	25
	889
	18.6
	FDD
	IMD4

	
	n77
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	CA_n66-n77
	n66
	1775
	5
	25
	2175
	34.33
	FDD
	IMD2

	
	n77
	3950
	10
	50
	3950
	N/A
	TDD
	N/A

	
	n66
	1760
	5
	25
	2160
	11.27
	FDD
	IMD5

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	NOTE 1:	Both of the transmitters shall be set min(+23 dBm, PCMAX_L,f,c) as defined in clause 6.2A.4
NOTE 2:	RBSTART = 0, 15 kHz SCS is assumed.
NOTE 3:	No requirements apply when there is at least one individual RE within the intermodulation generated by the dual uplink is within the downlink transmission bandwidth of the FDD band. The reference sensitivity should only be verified when this is not the case (the requirements specified in clause 7.3 apply).



<Skipped unchanged sections>
[bookmark: _Toc27478365][bookmark: _Toc36227079]7.3A.0.6	Reference sensitivity exceptions due to cross band isolation for CA
Editor’s Note: Table 7.3A.0.6-1 and Table 7.3A.0.6-2 format is different from 38.101-1 (V17.7.0) Table 7.3A.6-1. The old format will exist until RAN5 has final solutions on how to adopt RAN4 corresponding table for the minimum requirement of Reference sensitivity exceptions due to CBI, and the resulted possible new format of Table 7.3A.1_1.4.1-1: Test Configuration Table for inter-band 2DL CA exceptions, and Table 7.3A.1_1.5-1: Reference sensitivity requirement for inter band CA. Table 7.3A.0.6-3 is added to be used for additions of new band configurations.
[bookmark: OLE_LINK63]Sensitivity degradation is allowed for a band if it is impacted by UL of another band part of the same NR CA configuration due to cross band isolation issues. Reference sensitivity exceptions for the victim band are specified in Table 7.3A.0.6-1 with uplink configuration of the aggressor band specified in Table 7.3A.0.6-2. Reference sensitivity exceptions (MSD) and uplink/downlink configurations due to cross band isolation from a PC2 aggressor NR UL band for NR CA FR1 are specified in Table 7.3A.0.6-3a.
Table 7.3A.0.6-1: Reference sensitivity exceptions (MSD) due to cross band isolation for NR CA FR1
	NR Band / Channel bandwidth of the affected DL band

	UL band
	DL band
	5
MHz (dB)
	10
MHz (dB)
	15
MHz (dB)
	20
MHz (dB)
	25
MHz (dB)
	30 MHz (dB)
	40 MHz (dB)
	50 MHz (dB)
	60 MHz (dB)
	70 MHz (dB)
	80 MHz (dB)
	90 MHz (dB)
	100 MHz (dB)

	n1
	n3
	3
	2.2
	1.9
	1.7
	1.6
	1.5
	1.4
	
	
	
	
	
	

	n3
	n41
	
	0.7
	0.7
	0.7
	
	
	0.7
	0.7
	0.7
	
	0.7
	0.7
	0.7

	n41
	n3
	0.6
	0.6
	0.6
	0.6
	0.6
	0.6
	
	
	
	
	
	
	

	n78
	n71
	4.5
	4.5
	4.5
	4.5
	4.5
	4.5
	4.5
	4.5
	
	
	
	
	

	n78
	n79
	
	
	
	
	
	
	2
	2
	2
	
	2
	
	2

	n79
	n78
	
	2.6
	2.6
	2.6
	
	
	2.6
	2.6
	2.6
	
	2.6
	2.6
	2.6

	NOTE 1:	Applicable only when harmonic mixing MSD for this combination is not applied.
NOTE 2:	The requirements only apply for UEs supporting inter-band carrier aggregation with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.



Table 7.3A.0.6-2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for NR CA FR1
	NR Band / SCS / Channel bandwidth of the affected DL band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	70 MHz
	80 MHz
	90 MHz
	100 MHz

	n1
	n3
	15
	25
	25
	25
	25
	25
	25
	25
	
	
	
	
	
	

	n3
	n41
	15
	
	50
	50
	50
	
	
	50
	50
	50
	
	50
	50
	50

	n41
	n3
	30
	160
	160
	160
	160
	160
	160
	
	
	
	
	
	
	

	n78
	n7
	30
	270
	270
	270
	270
	270
	270
	270
	270
	
	
	
	
	

	n78
	n79
	30
	
	
	
	
	
	
	2702
	2702
	2702
	
	2702
	
	2702

	n79
	n78
	30
	
	2702
	2702
	2702
	
	
	2702
	2702
	2702
	
	2702
	2702
	2702

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2.3-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2.3-3 applies.
NOTE 2:	Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth in Table 5.3.2-1.
NOTE 3:	The requirements only apply for UEs supporting inter-band carrier aggregation with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.



Table 7.3A.0.6-3: Reference sensitivity exceptions (MSD) due to cross band isolation for NR CA FR1
	UL band
	DL band
	UL Fc
	UL BW
	SCS of UL band
	UL RB Allocation
	DL Fc
	DL BW
	MSD
	Cross-band
Interference
source

	
	
	(MHz)
	(MHz)
	(kHz)
	LCRB
	(MHz)
	(MHz)
	(dB)
	

	n411
	n66
	2521
	50
	30
	128 (RBstart=0)
	2197.5
	5
	3.5
	>ACLR2

	n71
	n29
	688
	20
	15
	20 (RBstart=86)
	719.5
	5
	17.5
	ACLR2

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.2.3-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2.3-3 applies.
NOTE 2:	Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth in Table 5.3.2-1.
NOTE 3:	The requirements only apply for UEs supporting inter-band carrier aggregation with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.



The normative reference for this requirement is TS 38.101-1 [2] clause 7.3.A.

<End of changes>
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