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[bookmark: _Toc21354161][bookmark: _Toc27749783]4.9.6.6	Switch off / Power off procedure in MA PDU session Established on NR and WLAN
Table 4.9.6.6-1: Switch off procedure in MA PDU session Established
	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Steps 1a1 to 1b1 describe behaviour that depends on the UE capability; the "lower case letter" identifies a step sequence that take place if [30] pc_SwitchOnOff or [31] pc_USIM_Removal is supported
	-
	-

	1a1
	IF pc_SwitchOnOff THEN switch off UE (Note 1)
	-
	-

	-
	EXCEPTION: The Step 5a1Aa1 to 5a3 specified in Table 4.9.6.3-1 may take place on the NR Cell before or after the events described in steps 1a2-1a3 below.
	-
	-

	1a2
	The UE transmits a DEREGISTRATION REQUEST message on the WLAN cell. 
	-->
	5GMM: DEREGISTRATION REQUEST

	1a3
	The generic procedure for SS-requested IPsec Secure tunnel disconnection, specified in subclause 4.5A.5, takes place performing disconnection of security association on the WLAN cell.
	-
	-

	1b1
	ELSE power off UE (Note 2)
	-
	-

	Note 1: USIM removal is a feasible alternative to switch off UE.
Note 2: Power off is used when UE don’t support switch off or USIM removal, in which case no UE originated deregistration procedure is expected.



