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[Start of change]
5.2.2.1.10_1.3.3_1	Message exceptions for SA
Table 5.2.2.1.10_1.3.3_1-1: PDSCH-Config
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-26

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	Not present
	n2 is used
	test 1-1, 1-2

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-2: DMRS-DownlinkConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-24

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos2
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-3: PDSCH-ServingCellConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-25

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	n4
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-4: NZP-CSI-RS-Resource for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-8

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	i-1 for CSI-RS resource #i, i=1,2,3,4,5,6,7,8
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	2 for CSI-RS resource #1, #2, #3, #4
3 for CSI-RS resource #5, #6, #7, #8
	for test 1-1, 1-2:
TCI-StateId for TCI-State #2 for CSI-RS resource #1, #2, #3, #4
TCI-StateId for TCI-State #3 for CSI-RS resource #5, #6, #7, #8
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-5: CSI-RS-ResourceMapping for TRS (Table 5.2.2.1.10_1.3.3_1-4)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-9 with condition TRS

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	5 for CSI-RS resource #1 and #3
9 for CSI-RS resource #2 and #4
6 for CSI-RS resource #5 and #6
10 for CSI-RS resource #7 and #8
	for test 1-1, 1-2:
l0 = 5 for CSI-RS resource 1 and 3
l0 = 9 for CSI-RS resource 2 and 4
l0 = 6 for CSI-RS resource 5 and 6
l0 = 10 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-5: CSI-ResourcePeriodicityAndOffset for CSI Tracking (Table 5.2.2.1.10_1.3.3_1-4)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-9

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots10
	1 for CSI-RS resource #1, #2, #5, #6

2 for CSI-RS resource #3 #4, #7, #8
	For test 1-1, 1-2:
periodicity:
10 slots.
offset:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4
1 for CSI-RS resource 5 and 6
2 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-6: NZP-CSI-RS-ResourceSet for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-12

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	0 for Resource set #1
1 for Resource set #2
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #1

	   NZP-CSI-RS-ResourceId[1]
	0
	entry 1
CSI-RS resource #1 
	

	   NZP-CSI-RS-ResourceId[2]
	1
	entry 2
CSI-RS resource #2
	

	   NZP-CSI-RS-ResourceId[3]
	2
	entry 3 
CSI-RS resource #3
	

	   NZP-CSI-RS-ResourceId[4]
	3
	entry 4
CSI-RS resource #4
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #2

	   NZP-CSI-RS-ResourceId[1]
	4
	entry 1
CSI-RS resource #5
	

	   NZP-CSI-RS-ResourceId[2]
	5
	entry 2
CSI-RS resource #6
	

	   NZP-CSI-RS-ResourceId[3]
	6
	entry 3 
CSI-RS resource #7
	

	   NZP-CSI-RS-ResourceId[4]
	7
	entry 4
CSI-RS resource #8
	

	  }
	
	
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-7: NZP-CSI-RS-Resource for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-14

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	8 for CSI-RS resource #9
9 for CSI-RS resource #10 
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	0 for CSI-RS resource #9
1 for CSI-RS resource #10
	for test 1-1, 1-2:
TCI-State #0 for CSI-RS resource #9

TCI-State #1 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-8: CSI-RS-ResourceMapping for CSI Acquisition (Table 5.2.2.1.10_1.3.3_1-7)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-15

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	12 for CSI-RS resource #9
13 for CSI-RS resource #10
	for test 1-1, 1-2
l0=12 for CSI-RS resource #9
l0=13 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-9: CSI-ResourcePeriodicityAndOffset for CSI Acquisition (Table 5.2.2.1.10_1.3.3_1-7)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-16

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots20
	0
	For test 1-1, 1-2:
periodicity = 20 slots.
offset = 0 slots
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-10: NZP-CSI-RS-ResourceSet for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-18

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	2 for Resource set #3
3 for Resource set #4
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #3

	   NZP-CSI-RS-ResourceId[1]
	8
	entry 1
CSI-RS resource #9
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #4

	   NZP-CSI-RS-ResourceId[1]
	9
	entry 1
CSI-RS resource #10
	

	  }
	
	
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-110: TCI-State
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	0 for TCI state #0
1 for TCI state #1
2 for TCI state #2
3 for TCI state #3
	For test 1-1, 1-2
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    bwp-Id
	BWP-Id of active BWP
	
	TCI state #0, TCI state #1

	
	Not present
	
	TCI state #2, TCI state #3

	    referenceSignal CHOICE {
	
	
	

	      csi-rs
	0
	CSI-RS resource #1
	TCI state #0

	
	4
	CSI-RS resource #5
	TCI state #1

	      ssb
	0
	SSB #0
	TCI state #2

	
	1
	SSB #1
	TCI state #3

	    }
	
	
	

	    qcl-Type
	typeA
	
	TCI state #0, TCI state #1

	
	typeC
	
	TCI state #2, TCI state #3

	  }
	
	
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-12: ServingCellConfigCommon
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  highSpeedConfig-r16
	HighSpeedConfig-r16
	
	

	}
	
	
	



Table 5.2.2.1.10_1.3.3_1-13: HighSpeedConfig-r16
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-62A

	Information Element
	Value/remark
	Comment
	Condition

	HighSpeedConfig-r16 ::= SEQUENCE {
	
	
	

	  highSpeedMeasFlag-r16
	true
	
	

	}
	
	
	



[Skip unchanged text]
5.2.2.2.10_1.3.2	Test procedure
Test 1-1:
1.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 5.2.2.1.10_1.4-1 as appropriate.
2.	SS is configured to transmit SSB and CSI-RS continuously and schedule PDSCH and PDCCH transmission according to Note 1 in 5.2.2.1.10_1.4-1. SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2.2.1.10_1.4-1. The SS sends downlink MAC padding bits on the DL RMC.
	Note: All TCI states are known to the UE through configuration inside RrcReconfiguration. There is no need to configure additional L1-RSRP measurements. 
3. 	Send MAC CE command “TCI State Indication for UE-specific PDCCH” according to the timing described in Note 1 of table 5.2.2.1.10_1.4-1 to switch from active TCI state 0 to 1 for PDCCH and vice versa periodically. PDSCH is automatically associated with TCI state 0 or 1 as tci-PresentInDCI is not present. TCI states 3 and 4 for SSBs are automatically activated through relation of QCL-Info in NZP CSI-RS.
4.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Table G.1.5-1 in Annex G clause G.1.5.
Test 1-2:
1.	Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 5.2.2.1.10_1.4-1 as appropriate.
2.	SS activates TCI state 0 and TCI 1 for PDSCH at the same time via MAC CE command “TCI States Activation/Deactivation for UE-specific PDSCH”.
3.	SS is configured to transmit SSB and CSI-RS continuously and schedule PDSCH and PDCCH transmission according to Note 1 in 5.2.2.1.10_1.4-1. SS transmits PDSCH via PDCCH DCI format 1_1 for C_RNTI to transmit the DL RMC according to Tables 5.2.2.1.10_1.4-1. The SS sends downlink MAC padding bits on the DL RMC.
Note: All TCI states are known to the UE through configuration inside RrcReconfiguration. There is no need to configure additional L1-RSRP measurements.
4. 	Send MAC CE command “TCI State Indication for UE-specific PDCCH” according to the timing described in Note 1 of table 5.2.2.1.10_1.4-1 to switch from active TCI state 0 to 1 for PDCCH and vice versa periodically. PDSCH is automatically associated with TCI state 0 or 1 as tci-PresentInDCI is not present. TCI states 3 and 4 for SSBs are automatically activated through relation of QCL-Info in NZP CSI-RS.
5.	Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G clause G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Table G.1.5-1 in Annex G clause G.1.5.
5.2.2.2.10_1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.2.2.10_1.3.3_1	Message exceptions for SA
Table 5.2.2.2.10_1.3.3_1-1: PDSCH-Config
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-26

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	Not present
	n2 is used
	test 1-1, 1-2

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-2: DMRS-DownlinkConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-24

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos2
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-3: PDSCH-ServingCellConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-25

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	n8
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-4: NZP-CSI-RS-Resource for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-8

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	i-1 for CSI-RS resource #i, i=1,2,3,4,5,6,7,8
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	2 for CSI-RS resource #1, #2, #3, #4
3 for CSI-RS resource #5, #6, #7, #8
	for test 1-1, 1-2:
TCI-StateId for TCI-State #2 for CSI-RS resource #1, #2, #3, #4
TCI-StateId for TCI-State #3 for CSI-RS resource #5, #6, #7, #8
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-5: CSI-RS-ResourceMapping for TRS (Table 5.2.2.2.10_1.3.3_1-4)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-9 with condition TRS

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	5 for CSI-RS resource #1 and #3
9 for CSI-RS resource #2 and #4
6 for CSI-RS resource #5 and #6
10 for CSI-RS resource #7 and #8
	for test 1-1, 1-2:
l0 = 5 for CSI-RS resource 1 and 3
l0 = 9 for CSI-RS resource 2 and 4
l0 = 6 for CSI-RS resource 5 and 6
l0 = 10 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-65: CSI-ResourcePeriodicityAndOffset for CSI Tracking (Table 5.2.2.2.10_1.3.3_1-4)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-9

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  Slots20
	1 for CSI-RS resource #1, #2, #5, #6

2 for CSI-RS resource #3 #4, #7, #8
	For test 1-1, 1-2:
periodicity:
20 slots.
offset:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4
1 for CSI-RS resource 5 and 6
2 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-76: NZP-CSI-RS-ResourceSet for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-12

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	0 for Resource set #1
1 for Resource set #2
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #1

	   NZP-CSI-RS-ResourceId[1]
	0
	entry 1
CSI-RS resource #1 
	

	   NZP-CSI-RS-ResourceId[2]
	1
	entry 2
CSI-RS resource #2
	

	   NZP-CSI-RS-ResourceId[3]
	2
	entry 3 
CSI-RS resource #3
	

	   NZP-CSI-RS-ResourceId[4]
	3
	entry 4
CSI-RS resource #4
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #2

	   NZP-CSI-RS-ResourceId[1]
	4
	entry 1
CSI-RS resource #5
	

	   NZP-CSI-RS-ResourceId[2]
	5
	entry 2
CSI-RS resource #6
	

	   NZP-CSI-RS-ResourceId[3]
	6
	entry 3 
CSI-RS resource #7
	

	   NZP-CSI-RS-ResourceId[4]
	7
	entry 4
CSI-RS resource #8
	

	  }
	
	
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-87: NZP-CSI-RS-Resource for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-14

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	8 for CSI-RS resource #9
9 for CSI-RS resource #10 
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	0 for CSI-RS resource #9
1 for CSI-RS resource #10
	for test 1-1, 1-2:
TCI-State #0 for CSI-RS resource #9

TCI-State #1 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-98: CSI-RS-ResourceMapping for CSI Acquisition (Table 5.2.2.2.10_1.3.3_1-87)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-15

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	12 for CSI-RS resource #9
13 for CSI-RS resource #10
	for test 1-1, 1-2
l0=12 for CSI-RS resource #9
l0=13 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-109: CSI-ResourcePeriodicityAndOffset for CSI Acquisition (Table 5.2.2.2.10_1.3.3_1-87)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-16

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  Slots40
	0
	For test 1-1, 1-2:
periodicity = 40 slots.
offset = 0 slots
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-110: NZP-CSI-RS-ResourceSet for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-18

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	2 for Resource set #3
3 for Resource set #4
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #3

	   NZP-CSI-RS-ResourceId[1]
	8
	entry 1
CSI-RS resource #9
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #4

	   NZP-CSI-RS-ResourceId[1]
	9
	entry 1
CSI-RS resource #10
	

	  }
	
	
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-121: TCI-State
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	0 for TCI state #0
1 for TCI state #1
2 for TCI state #2
3 for TCI state #3
	For test 1-1, 1-2
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    bwp-Id
	BWP-Id of active BWP
	
	TCI state #0, TCI state #1

	
	Not present
	
	TCI state #2, TCI state #3

	    referenceSignal CHOICE {
	
	
	

	      csi-rs
	0
	CSI-RS resource #1
	TCI state #0

	
	4
	CSI-RS resource #5
	TCI state #1

	      ssb
	0
	SSB #0
	TCI state #2

	
	1
	SSB #1
	TCI state #3

	    }
	
	
	

	    qcl-Type
	typeA
	
	TCI state #0, TCI state #1

	
	typeC
	
	TCI state #2, TCI state #3

	  }
	
	
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-13: ServingCellConfigCommon
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  highSpeedConfig-r16
	HighSpeedConfig-r16
	
	

	}
	
	
	



Table 5.2.2.2.10_1.3.3_1-14: HighSpeedConfig-r16
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-62A

	Information Element
	Value/remark
	Comment
	Condition

	HighSpeedConfig-r16 ::= SEQUENCE {
	
	
	

	  highSpeedMeasFlag-r16
	true
	
	

	}
	
	
	



[Skip unchanged text]
5.2.3.1.10_1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.3.1.10_1.3.3_1	Message exceptions for SA
Table 5.2.3.1.10_1.3.3_1-1: PDSCH-Config
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-26

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	Not present
	n2 is used
	test 1-1, 1-2

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-2: DMRS-DownlinkConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-24

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos2
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-3: PDSCH-ServingCellConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-25

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	n4
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-4: NZP-CSI-RS-Resource for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-8

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	i-1 for CSI-RS resource #i, i=1,2,3,4,5,6,7,8
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	2 for CSI-RS resource #1, #2, #3, #4
3 for CSI-RS resource #5, #6, #7, #8
	for test 1-1, 1-2:
TCI-StateId for TCI-State #2 for CSI-RS resource #1, #2, #3, #4
TCI-StateId for TCI-State #3 for CSI-RS resource #5, #6, #7, #8
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-5: CSI-RS-ResourceMapping for TRS (Table 5.2.3.1.10_1.3.3_1-4)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-9 with condition TRS

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	5 for CSI-RS resource #1 and #3
9 for CSI-RS resource #2 and #4
6 for CSI-RS resource #5 and #6
10 for CSI-RS resource #7 and #8
	for test 1-1, 1-2:
l0 = 5 for CSI-RS resource 1 and 3
l0 = 9 for CSI-RS resource 2 and 4
l0 = 6 for CSI-RS resource 5 and 6
l0 = 10 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-6: CSI-ResourcePeriodicityAndOffset for TRS (Table 5.2.3.1.10_1.3.3_1-4)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-10

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots10
	1 for CSI-RS resource #1, #2, #5, #6

2 for CSI-RS resource #3 #4, #7, #8
	For test 1-1, 1-2:
periodicity:
10 slots.
offset:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4
1 for CSI-RS resource 5 and 6
2 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-7: NZP-CSI-RS-ResourceSet for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-12

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	0 for Resource set #1
1 for Resource set #2
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #1

	   NZP-CSI-RS-ResourceId[1]
	0
	entry 1
CSI-RS resource #1 
	

	   NZP-CSI-RS-ResourceId[2]
	1
	entry 2
CSI-RS resource #2
	

	   NZP-CSI-RS-ResourceId[3]
	2
	entry 3 
CSI-RS resource #3
	

	   NZP-CSI-RS-ResourceId[4]
	3
	entry 4
CSI-RS resource #4
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #2

	   NZP-CSI-RS-ResourceId[1]
	4
	entry 1
CSI-RS resource #5
	

	   NZP-CSI-RS-ResourceId[2]
	5
	entry 2
CSI-RS resource #6
	

	   NZP-CSI-RS-ResourceId[3]
	6
	entry 3 
CSI-RS resource #7
	

	   NZP-CSI-RS-ResourceId[4]
	7
	entry 4
CSI-RS resource #8
	

	  }
	
	
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-8: NZP-CSI-RS-Resource for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-14

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	8 for CSI-RS resource #9
9 for CSI-RS resource #10 
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	0 for CSI-RS resource #9
1 for CSI-RS resource #10
	for test 1-1, 1-2:
TCI-State #0 for CSI-RS resource #9

TCI-State #1 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-9: CSI-RS-ResourceMapping for CSI Acquisition (Table 5.2.3.1.10_1.3.3_1-8)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-15

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	12 for CSI-RS resource #9
13 for CSI-RS resource #10
	for test 1-1, 1-2
l0=12 for CSI-RS resource #9
l0=13 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-10: CSI-ResourcePeriodicityAndOffset for CSI Acquisition (Table 5.2.3.1.10_1.3.3_1-8)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-16

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots20
	0
	For test 1-1, 1-2:
periodicity = 20 slots.
offset = 0 slots
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-11: NZP-CSI-RS-ResourceSet for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-18

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	2 for Resource set #3
3 for Resource set #4
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #3

	   NZP-CSI-RS-ResourceId[1]
	8
	entry 1
CSI-RS resource #9
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #4

	   NZP-CSI-RS-ResourceId[1]
	9
	entry 1
CSI-RS resource #10
	

	  }
	
	
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-12: TCI-State
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	0 for TCI state #0
1 for TCI state #1
2 for TCI state #2
3 for TCI state #3
	For test 1-1, 1-2
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    bwp-Id
	BWP-Id of active BWP
	
	TCI state #0, TCI state #1

	
	Not present
	
	TCI state #2, TCI state #3

	    referenceSignal CHOICE {
	
	
	

	      csi-rs
	0
	CSI-RS resource #1
	TCI state #0

	
	4
	CSI-RS resource #5
	TCI state #1

	      ssb
	0
	SSB #0
	TCI state #2

	
	1
	SSB #1
	TCI state #3

	    }
	
	
	

	    qcl-Type
	typeA
	
	TCI state #0, TCI state #1

	
	typeC
	
	TCI state #2, TCI state #3

	  }
	
	
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-13: ServingCellConfigCommon
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  highSpeedConfig-r16
	HighSpeedConfig-r16
	
	

	}
	
	
	



Table 5.2.3.1.10_1.3.3_1-14: HighSpeedConfig-r16
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-62A

	Information Element
	Value/remark
	Comment
	Condition

	HighSpeedConfig-r16 ::= SEQUENCE {
	
	
	

	  highSpeedMeasFlag-r16
	true
	
	

	}
	
	
	



[Skip unchanged text]
5.2.3.2.10_1.3.3	Message contents
Message contents are according to TS 38.508-1 [6] clauses 4.6.1 and 5.4.2.
5.2.3.2.10_1.3.3_1	Message exceptions for SA
Table 5.2.3.2.10_1.3.3_1-1: DMRS-DownlinkConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-24

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-AdditionalPosition
	pos2
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-2: PDSCH-ServingCellConfig
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-25

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	n8
	for test 1-1, 1-2
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-3: NZP-CSI-RS-Resource for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-8

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	i-1 for CSI-RS resource #i, i=1,2,3,4,5,6,7,8
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	2 for CSI-RS resource #1, #2, #3, #4
3 for CSI-RS resource #5, #6, #7, #8
	for test 1-1, 1-2:
TCI-StateId for TCI-State #2 for CSI-RS resource #1, #2, #3, #4
TCI-StateId for TCI-State #3 for CSI-RS resource #5, #6, #7, #8
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-4: CSI-RS-ResourceMapping for TRS (Table 5.2.3.2.10_1.3.3_1-3)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-9 with condition TRS

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	5 for CSI-RS resource #1 and #3
9 for CSI-RS resource #2 and #4
6 for CSI-RS resource #5 and #6
10 for CSI-RS resource #7 and #8
	for test 1-1, 1-2:
l0 = 5 for CSI-RS resource 1 and 3
l0 = 9 for CSI-RS resource 2 and 4
l0 = 6 for CSI-RS resource 5 and 6
l0 = 10 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-5: CSI-ResourcePeriodicityAndOffset for TRS (Table 5.2.3.2.10_1.3.3_1-3)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-10

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  Slots20
	1 for CSI-RS resource #1, #2, #5, #6

2 for CSI-RS resource #3 #4, #7, #8
	For test 1-1, 1-2:
periodicity:
10 slots.
offset:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4
1 for CSI-RS resource 5 and 6
2 for CSI-RS resource 7 and 8
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-6: NZP-CSI-RS-ResourceSet for TRS
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-12

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	0 for Resource set #1
1 for Resource set #2
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #1

	   NZP-CSI-RS-ResourceId[1]
	0
	entry 1
CSI-RS resource #1 
	

	   NZP-CSI-RS-ResourceId[2]
	1
	entry 2
CSI-RS resource #2
	

	   NZP-CSI-RS-ResourceId[3]
	2
	entry 3 
CSI-RS resource #3
	

	   NZP-CSI-RS-ResourceId[4]
	3
	entry 4
CSI-RS resource #4
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	4 entries
	For test 1-1, 1-2
	Resource set #2

	   NZP-CSI-RS-ResourceId[1]
	4
	entry 1
CSI-RS resource #5
	

	   NZP-CSI-RS-ResourceId[2]
	5
	entry 2
CSI-RS resource #6
	

	   NZP-CSI-RS-ResourceId[3]
	6
	entry 3 
CSI-RS resource #7
	

	   NZP-CSI-RS-ResourceId[4]
	7
	entry 4
CSI-RS resource #8
	

	  }
	
	
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-7: NZP-CSI-RS-Resource for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-14

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-Resource ::= SEQUENCE {
	
	
	

	  nzp-CSI-RS-ResourceId
	8 for CSI-RS resource #9
9 for CSI-RS resource #10 
	for test 1-1, 1-2
	

	  qcl-InfoPeriodicCSI-RS
	0 for CSI-RS resource #9
1 for CSI-RS resource #10
	for test 1-1, 1-2:
TCI-State #0 for CSI-RS resource #9

TCI-State #1 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-8: CSI-RS-ResourceMapping for CSI Acquisition (Table 5.2.3.2.10_1.3.3_1-7)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-15

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	12 for CSI-RS resource #9
13 for CSI-RS resource #10
	for test 1-1, 1-2
l0=12 for CSI-RS resource #9
l0=13 for CSI-RS resource #10
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-9: CSI-ResourcePeriodicityAndOffset for CSI Acquisition (Table 5.2.3.2.10_1.3.3_1-7)
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-16

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  slots40
	0
	For test 1-1, 1-2:
periodicity = 40 slots.
offset = 0 slots
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-10: NZP-CSI-RS-ResourceSet for CSI Acquisition
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-18

	Information Element
	Value/remark
	Comment
	Condition

	NZP-CSI-RS-ResourceSet ::= SEQUENCE {
	
	
	

	  nzp_CSI_ResourceSetId
	2 for Resource set #3
3 for Resource set #4
	For test 1-1, 1-2
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #3

	   NZP-CSI-RS-ResourceId[1]
	8
	entry 1
CSI-RS resource #9
	

	  }
	
	
	

	  nzp-CSI-RS-Resources SEQUENCE (SIZE (1..maxNrofNZP-CSI-RS-ResourcesPerSet)) OF NZP-CSI-RS-ResourceId {
	1 entry
	For test 1-1, 1-2
	Resource set #4

	   NZP-CSI-RS-ResourceId[1]
	9
	entry 1
CSI-RS resource #10
	

	  }
	
	
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-11: TCI-State
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-190

	Information Element
	Value/remark
	Comment
	Condition

	TCI-State ::= SEQUENCE {
	
	
	

	  tci-StateId
	0 for TCI state #0
1 for TCI state #1
2 for TCI state #2
3 for TCI state #3
	For test 1-1, 1-2
	

	  qcl-Type1 SEQUENCE {
	
	
	

	    bwp-Id
	BWP-Id of active BWP
	
	TCI state #0, TCI state #1

	
	Not present
	
	TCI state #2, TCI state #3

	    referenceSignal CHOICE {
	
	
	

	      csi-rs
	0
	CSI-RS resource #1
	TCI state #0

	
	4
	CSI-RS resource #5
	TCI state #1

	      ssb
	0
	SSB #0
	TCI state #2

	
	1
	SSB #1
	TCI state #3

	    }
	
	
	

	    qcl-Type
	typeA
	
	TCI state #0, TCI state #1

	
	typeC
	
	TCI state #2, TCI state #3

	  }
	
	
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-12: ServingCellConfigCommon
	Derivation Path: TS 38.508-1 [6], Table 5.4.2.0-2

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  highSpeedConfig-r16
	HighSpeedConfig-r16
	
	

	}
	
	
	



Table 5.2.3.2.10_1.3.3_1-13: HighSpeedConfig-r16
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-62A

	Information Element
	Value/remark
	Comment
	Condition

	HighSpeedConfig-r16 ::= SEQUENCE {
	
	
	

	  highSpeedMeasFlag-r16
	true
	
	

	}
	
	
	



[End of change]
