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–	SL-L2RelayUE-Config
Table 4.6.6-12A: SL-L2RelayUE-Config
	Derivation Path: TS 38.331 [6], clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	SL-L2RelayUE-Config -r17 ::= SEQUENCE {
	
	
	

	  sl-RemoteUE-ToAddModList-r17 SEQUENCE (SIZE (1..maxNrofRemoteUE-r17)) OF SL-RemoteUE-ToAddMod-r17{
	FFS1 entry
	
	

	    SL-RemoteUE-ToAddMod-r17[1] ::= SEQUENCE {
	
	entry 1
	

	      sl-L2IdentityRemote-r17
	SL-DestinationIdentity-r16
	
	

	      sl-SRAP-ConfigRelay-r17
	SL-SRAP-Config with condition SL-SRBn 
	
	SL-SRBn

	
	SL-SRAP-Config with condition SL-DRBn
	
	SL-DRBn

	    }
	
	
	

	  }
	
	
	

	  sl-RemoteUE-ToReleaseList-r17
	FFS Not present
	
	

	}
	
	
	



	Condition
	Explanation

	SL-SRBn
	Establishment of Sidelink SRBn:n=0..3

	SL-DRBn
	Establishment of Sidelink DRBn:n=1..16
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