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	Reason for change:
	According to the common configuration in R5-232937, HD-FDD UE monitors PDCCH in the first 2 symbol of subframe#0/#1/#2/#3/#5/#6/#7/#8 during FDD band test,so PRACH configuration and SR configuration in high layer for HD-FDD UE can not overlap with this symbols.

	
	

	Summary of change:
	Subframe#4 is configured to send PRACH and subframe #9 is configured to send SR.

	
	

	Consequences if not approved:
	HD_FDD UE could not be tested
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<Start of modified section 1>
Table 7.1.1.1.1.3.3-5: RACH-ConfigGeneric (Table 7.1.1.1.1.3.3-4)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-129

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigDedicated::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	14
	
	FR1

	
	13
	
	FR1 AND HD_FDD

	
	149
	
	FR2

	  zeroCorrelationZoneConfig
	12
	
	FR1

	
	15
	
	FR2

	}
	
	
	



	Condition
	Explanation

	HD_FDD
	pc_halfDuplexFDD_TypeA_RedCap_r17 (i.e HD_FDD UE are performing test on FDD band)



<End of modified section 1>
<Start of modified section 2>
Table 7.1.1.1.1.3.3-13: SchedulingRequestResourceConfig (Table 7.1.1.1.1.3.3-12)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-157

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceConfig ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	sl10
	2
	With SCS = kHz15 results in repetition every 10 ms 
	SCS15

	
	9
	
	SCS15 AND HD_FDD

	sl20
	5
	With SCS = kHz30 results in repetition every 10 ms
	SCS30

	sl80
	4
	With SCS = kHz120 results in repetition every 10 ms
	SCS120

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	HD_FDD
	pc_halfDuplexFDD_TypeA_RedCap_r17 (i.e HD_FDD UE are performing test on FDD band)



<End of modified section 2>
<Start of modified section 3>
Table 7.1.1.1.1a.3.3-6: RACH-ConfigGeneric (Table 7.1.1.1.1a.3.3-5)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-130

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigGeneric ::= SEQUENCE {
	
	
	

	  preambleReceivedTargetPower
	-104
	
	

	  preambleTransMax
	n4
	
	

	  prach-ConfigurationIndex
	14
	
	FR1

	
	13
	
	FR1 AND HD_FDD

	
	149
	
	FR2

	  zeroCorrelationZoneConfig
	12
	
	FR1

	
	15
	
	FR2

	}
	
	
	



	Condition
	Explanation

	HD_FDD
	pc_halfDuplexFDD_TypeA_RedCap_r17 (i.e HD_FDD UE are performing test on FDD band)



<End of modified section 3>
<Start of modified section 4>
Table 7.1.1.1.1a.3.3-11: SchedulingRequestResourceConfig (Table 7.1.1.1.1a.3.3-10)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-112

	Information Element
	Value/remark
	Comment
	Condition

	SchedulingRequestResourceConfig ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sl10
	2
	With SCS = kHz15 results in repetition every 10 ms 
	SCS15

	
	9
	
	SCS 15 AND HD_FDD

	    sl20
	5
	With SCS = kHz30 results in repetition every 10 ms
	SCS30

	    sl80
	4
	With SCS = kHz120 results in repetition every 10 ms
	SCS120

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	HD_FDD
	pc_halfDuplexFDD_TypeA_RedCap_r17 (i.e HD_FDD UE are performing test on FDD band)



<End of modified section 4>
<Start of modified section 5>
Table 7.1.1.1.8.3.3-4: RACH-ConfigGeneric (Table 7.1.1.1.8.3.3-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.3-129

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigDedicated::= SEQUENCE {
	
	
	

	  prach-ConfigurationIndex
	14
	
	FR1

	
	13
	
	FR1 AND HD_FDD

	
	149
	
	FR2

	  zeroCorrelationZoneConfig
	12
	
	FR1

	
	15
	
	FR2

	}
	
	
	



	Condition
	Explanation

	HD_FDD
	pc_halfDuplexFDD_TypeA_RedCap_r17 (i.e HD_FDD UE are performing test on FDD band)



<End of modified section 5>

