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< Unchanged sections omitted >
[bookmark: _Toc76557613][bookmark: _Toc84435505][bookmark: _Toc92802675]6.2A.2.7	UE maximum output power reduction for CA (8UL CA)
FFS
[bookmark: _Toc21026428][bookmark: _Toc27743686][bookmark: _Toc36196830][bookmark: _Toc36197522][bookmark: _Toc43898187][bookmark: _Toc52550678][bookmark: _Toc58952393][bookmark: _Toc68098137][bookmark: _Toc68098410][bookmark: _Toc68360540][bookmark: _Toc76557614][bookmark: _Toc84435506][bookmark: _Toc92802676]6.2A.3	UE maximum output power with additional requirements for CA
[bookmark: _Toc92802677]6.2A.3.0	Minimum conformance requirements
[bookmark: _Toc21340791][bookmark: _Toc29805238][bookmark: _Toc36456447][bookmark: _Toc36469545][bookmark: _Toc37253954][bookmark: _Toc37322811][bookmark: _Toc37324217][bookmark: _Toc45889740][bookmark: _Toc52196399][bookmark: _Toc52197379][bookmark: _Toc53173102][bookmark: _Toc53173471][bookmark: _Toc61119466][bookmark: _Toc61119848][bookmark: _Toc67925899][bookmark: _Toc75273537][bookmark: _Toc76510437][bookmark: _Toc83129591][bookmark: _Toc90591124][bookmark: _Toc98864151][bookmark: _Toc99733400][bookmark: _Toc106577296][bookmark: _Toc114537047][bookmark: _Toc115257315][bookmark: _Toc123086635][bookmark: _Toc124295959][bookmark: _Toc124296429][bookmark: _Toc130572245][bookmark: _Toc131708244]6.2A.3.0.1	General

FFSAdditional emission requirements can be signalled by the network with network signalling value indicated by the field additionalSpectrumEmission. To meet these additional requirements, additional maximum power reduction (A-MPR) is allowed for the maximum output power as specified in clause 6.2A.1.0. Unless stated otherwise, an A-MPR of 0 dB shall be used. Unless otherwise stated, the allowed total back off is maximum of A-MPR and MPR specified in clause 6.2A.2.0.
For intra-band contiguous aggregation with the UE configured for transmissions on two serving cells, the maximum output power reduction specified in Table 6.2A.3.0.1-1 is allowed for all serving cells of the applicable uplink contiguous CA configurations according to the CA network signalling value indicated by the field additionalSpectrumEmissionSCell.
Table 6.2A.3.0.1-1 specifies the additional requirements and allowed A-MPR with corresponding network signalling label and operating band. The mapping between network signalling labels and the additionalSpectrumEmission IE defined in TS 38.331 [13] is specified in Table 6.2A.3.0.1-2. Unless otherwise stated, the allowed total back off is maximum of A-MPR and MPR specified in clause 6.2A.2.0.
Table 6.2A.3.0.1-1: Additional maximum power reduction (A-MPR)
	Network Signalling value
	Requirements (clause)
	NR Band
	Channel bandwidth (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	CA_NS_200
	
	
	
	
	N/A

	CA_NS_201
	6.5.3.2.2
	n258
	
	
	6.2A.3.2

	CA_NS_202
	6.5.3.2.3
	n257, n258
	
	
	6.2A.3.3

	CA_NS_203
	6.5.3.2.4
	n258
	
	
	6.2A.3.4

	NOTE:	CA_NS_201 is obsolete, the associated additional spurious emission requirements are not applicable.



Table 6.2A.3.0.1-2: Value of additionalSpectrumEmission
	NR Band
	Value of additionalSpectrumEmission / NS number

	
	0
	1
	2
	3
	4
	5
	6
	7

	n257
	CA_NS_200
	CA_NS_202
	
	
	
	
	
	

	n258
	CA_NS_200
	CA_NS_201
	CA_NS_202
	CA_NS_203
	
	
	
	

	n259
	CA_NS_200
	
	
	
	
	
	
	

	n260
	CA_NS_200
	
	
	
	
	
	
	

	n261
	CA_NS_200
	
	
	
	
	
	
	

	NOTE 1:	additionalSpectrumEmission corresponds to an information element of the same name defined in clause 6.3.2 of TS 38.331 [13].
NOTE 2:	CA_NS_201 is obsolete, the associated additional spurious emission requirements are not applicable.



[bookmark: _Toc21340792][bookmark: _Toc29805239][bookmark: _Toc36456448][bookmark: _Toc36469546][bookmark: _Toc37253955][bookmark: _Toc37322812][bookmark: _Toc37324218][bookmark: _Toc45889741][bookmark: _Toc52196400][bookmark: _Toc52197380][bookmark: _Toc53173103][bookmark: _Toc53173472][bookmark: _Toc61119467][bookmark: _Toc61119849][bookmark: _Toc67925900][bookmark: _Toc75273538][bookmark: _Toc76510438][bookmark: _Toc83129592][bookmark: _Toc90591125][bookmark: _Toc98864152][bookmark: _Toc99733401][bookmark: _Toc106577297][bookmark: _Toc114537048][bookmark: _Toc115257316][bookmark: _Toc123086636][bookmark: _Toc124295960][bookmark: _Toc124296430][bookmark: _Toc130572246][bookmark: _Toc131708245][bookmark: _Toc21340793][bookmark: _Toc29805240][bookmark: _Toc36456449][bookmark: _Toc36469547][bookmark: _Toc37253956][bookmark: _Toc37322813][bookmark: _Toc37324219][bookmark: _Toc45889742][bookmark: _Toc52196401][bookmark: _Toc52197381][bookmark: _Toc53173104][bookmark: _Toc53173473]6.2A.3.0.2	Void
[bookmark: _Toc61119472][bookmark: _Toc61119854][bookmark: _Toc67925906][bookmark: _Toc75273544][bookmark: _Toc76510444][bookmark: _Toc83129598][bookmark: _Toc90591130][bookmark: _Toc98864157][bookmark: _Toc99733406][bookmark: _Toc106577302][bookmark: _Toc114537053][bookmark: _Toc115257321][bookmark: _Toc123086641][bookmark: _Toc124295965][bookmark: _Toc124296435][bookmark: _Toc130572252][bookmark: _Toc131708251][bookmark: _Toc21340798][bookmark: _Toc29805245][bookmark: _Toc36456454][bookmark: _Toc36469552][bookmark: _Toc37253961][bookmark: _Toc37322818][bookmark: _Toc37324224][bookmark: _Toc45889747][bookmark: _Toc52196406][bookmark: _Toc52197386][bookmark: _Toc53173109][bookmark: _Toc53173478][bookmark: _Toc61119473][bookmark: _Toc61119855][bookmark: _Toc67925907][bookmark: _Toc75273545][bookmark: _Toc76510445]6.2A.3.0.3	A-MPR for CA_NS_202
[bookmark: _Toc83129599][bookmark: _Toc90591131][bookmark: _Toc98864158][bookmark: _Toc99733407][bookmark: _Toc106577303][bookmark: _Toc114537054][bookmark: _Toc115257322][bookmark: _Toc123086642][bookmark: _Toc124295966][bookmark: _Toc124296436][bookmark: _Toc130572253][bookmark: _Toc131708252]6.2A.3.0.3.1	A-MPR for CA_NS_202 for power class 1
For intra-band contiguous CA, A-MPR for CA_NS_202 shall be 11.0 dB.
[bookmark: _Toc21340799][bookmark: _Toc29805246][bookmark: _Toc36456455][bookmark: _Toc36469553][bookmark: _Toc37253962][bookmark: _Toc37322819][bookmark: _Toc37324225][bookmark: _Toc45889748][bookmark: _Toc52196407][bookmark: _Toc52197387][bookmark: _Toc53173110][bookmark: _Toc53173479][bookmark: _Toc61119474][bookmark: _Toc61119856][bookmark: _Toc67925908][bookmark: _Toc75273546][bookmark: _Toc76510446][bookmark: _Toc83129600][bookmark: _Toc90591132][bookmark: _Toc98864159][bookmark: _Toc99733408][bookmark: _Toc106577304][bookmark: _Toc114537055][bookmark: _Toc115257323][bookmark: _Toc123086643][bookmark: _Toc124295967][bookmark: _Toc124296437][bookmark: _Toc130572254][bookmark: _Toc131708253]6.2A.3.0.3.2	A-MPR for CA_NS_202 for power class 2
For intra-band contiguous CA, A-MPR for CA_NS_202 specified in sub-clause 6.2A.3.0.3.3 applies. 
[bookmark: _Toc21340800][bookmark: _Toc29805247][bookmark: _Toc36456456][bookmark: _Toc36469554][bookmark: _Toc37253963][bookmark: _Toc37322820][bookmark: _Toc37324226][bookmark: _Toc45889749][bookmark: _Toc52196408][bookmark: _Toc52197388][bookmark: _Toc53173111][bookmark: _Toc53173480][bookmark: _Toc61119475][bookmark: _Toc61119857][bookmark: _Toc67925909][bookmark: _Toc75273547][bookmark: _Toc76510447][bookmark: _Toc83129601][bookmark: _Toc90591133][bookmark: _Toc98864160][bookmark: _Toc99733409][bookmark: _Toc106577305][bookmark: _Toc114537056][bookmark: _Toc115257324][bookmark: _Toc123086644][bookmark: _Toc124295968][bookmark: _Toc124296438][bookmark: _Toc130572255][bookmark: _Toc131708254]6.2A.3.0.3.3	A-MPR for CA_NS_202 for power class 3
[bookmark: _Toc21340801][bookmark: _Toc29805248][bookmark: _Toc36456457][bookmark: _Toc36469555][bookmark: _Toc37253964][bookmark: _Toc37322821][bookmark: _Toc37324227]For intra-band contiguous CA, A-MPR for CA_NS_202 shall be 2.0 dB.
[bookmark: _Toc45889750][bookmark: _Toc52196409][bookmark: _Toc52197389][bookmark: _Toc53173112][bookmark: _Toc53173481][bookmark: _Toc61119476][bookmark: _Toc61119858][bookmark: _Toc67925910][bookmark: _Toc75273548][bookmark: _Toc76510448][bookmark: _Toc83129602][bookmark: _Toc90591134][bookmark: _Toc98864161][bookmark: _Toc99733410][bookmark: _Toc106577306][bookmark: _Toc114537057][bookmark: _Toc115257325][bookmark: _Toc123086645][bookmark: _Toc124295969][bookmark: _Toc124296439][bookmark: _Toc130572256][bookmark: _Toc131708255]6.2A.3.0.3.4	A-MPR for CA_NS_202 for power class 4
For intra-band contiguous CA, A-MPR for CA_NS_202 specified in sub-clause 6.2A.3.0.3.3 applies.
[bookmark: _Toc67925911][bookmark: _Toc75273549][bookmark: _Toc76510449][bookmark: _Toc83129603][bookmark: _Toc90591135][bookmark: _Toc98864162][bookmark: _Toc99733411][bookmark: _Toc106577307][bookmark: _Toc114537058][bookmark: _Toc115257326][bookmark: _Toc123086646][bookmark: _Toc124295970][bookmark: _Toc124296440][bookmark: _Toc130572257][bookmark: _Toc131708256][bookmark: _Toc61119477][bookmark: _Toc61119859][bookmark: _Toc67925912][bookmark: _Toc75273550][bookmark: _Toc76510450]6.2A.3.0.3.5	A-MPR for CA_NS_202 for power class 5
For intra-band contiguous CA, A-MPR for CA_NS_202 specified in sub-clause 6.2A.3.0.3.3 applies.
[bookmark: _Toc83129604][bookmark: _Toc90591136][bookmark: _Toc98864163][bookmark: _Toc99733412][bookmark: _Toc106577308][bookmark: _Toc114537059][bookmark: _Toc115257327][bookmark: _Toc123086647][bookmark: _Toc124295971][bookmark: _Toc124296441][bookmark: _Toc130572258][bookmark: _Toc131708257]6.2A.3.0.4	A-MPR for CA_NS_203
[bookmark: _Toc61119478][bookmark: _Toc61119860][bookmark: _Toc67925913][bookmark: _Toc75273551][bookmark: _Toc76510451][bookmark: _Toc83129605][bookmark: _Toc90591137][bookmark: _Toc98864164][bookmark: _Toc99733413][bookmark: _Toc106577309][bookmark: _Toc114537060][bookmark: _Toc115257328][bookmark: _Toc123086648][bookmark: _Toc124295972][bookmark: _Toc124296442][bookmark: _Toc130572259][bookmark: _Toc131708258]6.2A.3.0.4.1	A-MPR for CA_NS_203 for power class 1
For intra-band contiguous CA, A-MPR for CA_NS_203 shall be 6.5 dB, if Offset frequency < BWChannel_CA of the UL CA configuration, 0.0 dB, otherwise
The Offset frequency is defined as the frequency from 24.25 GHz to the lower edge of the lowest CC among the configured UL CA.
[bookmark: _Toc61119479][bookmark: _Toc61119861][bookmark: _Toc67925914][bookmark: _Toc75273552][bookmark: _Toc76510452][bookmark: _Toc83129606][bookmark: _Toc90591138][bookmark: _Toc98864165][bookmark: _Toc99733414][bookmark: _Toc106577310][bookmark: _Toc114537061][bookmark: _Toc115257329][bookmark: _Toc123086649][bookmark: _Toc124295973][bookmark: _Toc124296443][bookmark: _Toc130572260][bookmark: _Toc131708259]6.2A.3.0.4.2	A-MPR for CA_NS_203 for power class 2
For intra-band contiguous CA, AMPR specified in sub-clause 6.2A.3.0.4.3 applies. 
[bookmark: _Toc61119480][bookmark: _Toc61119862][bookmark: _Toc67925915][bookmark: _Toc75273553][bookmark: _Toc76510453][bookmark: _Toc83129607][bookmark: _Toc90591139][bookmark: _Toc98864166][bookmark: _Toc99733415][bookmark: _Toc106577311][bookmark: _Toc114537062][bookmark: _Toc115257330][bookmark: _Toc123086650][bookmark: _Toc124295974][bookmark: _Toc124296444][bookmark: _Toc130572261][bookmark: _Toc131708260]6.2A.3.0.4.3	A-MPR for CA_NS_203 for power class 3
For intra-band contiguous CA, A-MPR for CA_NS_203 shall be 2.5 dB, if Offset frequency < BWChannel_CA of the UL CA configuration, 0.0 dB otherwise. 
The Offset frequency is defined as the frequency from 24.25 GHz to to the lower edge of the lowest CC among the configured UL CA.
[bookmark: _Toc61119481][bookmark: _Toc61119863][bookmark: _Toc67925916][bookmark: _Toc75273554][bookmark: _Toc76510454][bookmark: _Toc83129608][bookmark: _Toc90591140][bookmark: _Toc98864167][bookmark: _Toc99733416][bookmark: _Toc106577312][bookmark: _Toc114537063][bookmark: _Toc115257331][bookmark: _Toc123086651][bookmark: _Toc124295975][bookmark: _Toc124296445][bookmark: _Toc130572262][bookmark: _Toc131708261]6.2A.3.0.4.4	A-MPR for CA_NS_203 for power class 4
For intra-band contiguous CA, AMPR specified in sub-clause 6.2A.3.0.4.3 applies.
[bookmark: _Toc83129609][bookmark: _Toc90591141][bookmark: _Toc98864168][bookmark: _Toc99733417][bookmark: _Toc106577313][bookmark: _Toc114537064][bookmark: _Toc115257332][bookmark: _Toc123086652][bookmark: _Toc124295976][bookmark: _Toc124296446][bookmark: _Toc130572263][bookmark: _Toc131708262]6.2A.3.0.4.5	A-MPR for CA_NS_203 for power class 5
For intra-band contiguous CA, AMPR specified in sub-clause 6.2A.3.0.4.3 applies.
The normative reference for this requirement is TS 38.101-2 [3] clause 6.2A.3.
[bookmark: _Toc92802678]6.2A.3.1	UE maximum output power with additional requirements for CA (2UL CA)
FFS
[bookmark: _Toc92802679]6.2A.3.2	UE maximum output power with additional requirements for CA (3UL CA)
FFS
[bookmark: _Toc92802680]6.2A.3.3	UE maximum output power with additional requirements for CA (4UL CA)
FFS
[bookmark: _Toc92802681]6.2A.3.4	UE maximum output power with additional requirements for CA (5UL CA)
FFS
[bookmark: _Toc92802682]6.2A.3.5	UE maximum output power with additional requirements for CA (6UL CA)
FFS
[bookmark: _Toc92802683]6.2A.3.6	UE maximum output power with additional requirements for CA (7UL CA)
FFS
[bookmark: _Toc92802684]6.2A.3.7	UE maximum output power with additional requirements for CA (8UL CA)
FFS
< End of changes >

