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[bookmark: _Toc97300078]<Start of Changes>
[bookmark: _Toc27477795][bookmark: _Toc36226474][bookmark: _Toc44323729][bookmark: _Toc52989894][bookmark: _Toc60823085][bookmark: _Toc60825007][bookmark: _Toc69305904][bookmark: _Toc69309748][bookmark: _Toc76020060][bookmark: _Toc83720530][bookmark: _Toc90916384][bookmark: _Toc90916581][bookmark: _Toc90917337][bookmark: _Toc121009606][bookmark: _Toc121817594]6.5.2.4	Adjacent channel leakage ratio
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
6.5.2.4.1			NR Adjacent channel leakage ratio
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support NR satellite access is TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
[bookmark: _Toc27477796][bookmark: _Toc36226475][bookmark: _Toc44323730][bookmark: _Toc52989895][bookmark: _Toc60823086][bookmark: _Toc60825008][bookmark: _Toc69305905]6.5.2.4.1.1	Test purpose
[bookmark: _Toc27477797][bookmark: _Toc36226476][bookmark: _Toc44323731][bookmark: _Toc52989896][bookmark: _Toc60823087][bookmark: _Toc60825009][bookmark: _Toc69305906]To verify that UE transmitter does not cause unacceptable interference to adjacent channels in terms of Adjacent Channel Leakage power Ratio (ACLR).
6.5.2.4.1.2	Test applicability
The requirements of this test apply to all types of NR Power Class 3 UE release 17 and forward that support satellite access operation.
[bookmark: _Toc27477798][bookmark: _Toc36226477][bookmark: _Toc44323732][bookmark: _Toc52989897][bookmark: _Toc60823088][bookmark: _Toc60825010][bookmark: _Toc69305907]6.5.2.4.1.3	Minimum conformance requirements
NR Adjacent Channel Leakage power Ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent NR channel frequency at nominal channel spacing.
The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1.
If the measured adjacent channel power is greater than –50 dBm then the NRACLR shall be higher than the value specified in Table 6.5.2.4.1-2.
Table 6.5.2.4.1-1: NR ACLR measurement bandwidth
	[bookmark: _Hlk78811278]Channel bandwidth
	(MHz)
	5,10,15,20

	REF_SCS
	(kHz)
	15

	NR ACLR measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000



Table 6.5.2.4.1-2: NR ACLR requirement
	
	Power class 3

	NR ACLR
	30 dB



The normative reference for this requirement is TS 38.101-5 [11] clause 6.5.2.4.1.
[bookmark: _Toc27477799][bookmark: _Toc36226478][bookmark: _Toc44323733][bookmark: _Toc52989898][bookmark: _Toc60823089][bookmark: _Toc60825011][bookmark: _Toc69305908]6.5.2.4.1.4	Test description
[bookmark: _Toc27477800][bookmark: _Toc36226479][bookmark: _Toc44323734][bookmark: _Toc52989899][bookmark: _Toc60823090][bookmark: _Toc60825012][bookmark: _Toc69305909]6.5.2.4.1.4.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, channel bandwidths and sub-carrier spacing based on NR operating bands specified in table 5.3.5-1. All of these configurations shall be tested with applicable test parameters for each combination of test channel bandwidth and sub-carrier spacing, and are shown in Table 6.2.2.4.1-1. The details of the uplink reference measurement channels (RMCs) are specified in TS 38.521-1 [2] Annexes A.2. Configurations of PDSCH and PDCCH before measurement are specified in TS 38.521-1 [2] Annex C.2.
Table 6.2.2.4.1-1: Test Configuration Table for power class 3
FFS
1.	Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [TBD12] Annex A, Figure A.3.1.2.1 for TE diagram and section A.3.2 for UE diagram.
2.	The parameter settings for the cell are set up according to TS 38.508-1 [TBD12] subclause 4.4.3.
3.	Downlink signals are initially set up according to TS 38.521-1 [2] Annex C.0, C.1, C.2, and uplink signals according to TS 38.521-1 [2] Annex G.0, G.1, G.2, G.3.0.
4.	The UL Reference Measurement Channel is set according to Table 6.2.2.4.1-1.
5.	Propagation conditions are set according to TS 38.521-1 [2] Annex B.0.
6.	Ensure the UE is in State [TBD] with generic procedure parameters [TBD12], Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [TBD12] clause 4.5. Message contents are defined in clause 6.2.2.4.3.
[bookmark: _Toc27477801][bookmark: _Toc36226480][bookmark: _Toc44323735][bookmark: _Toc52989900][bookmark: _Toc60823091][bookmark: _Toc60825013][bookmark: _Toc69305910]6.5.2.4.1.4.2	Test procedure
1.	SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0_1 for C_RNTI to schedule the UL RMC according to the test configuration tables in clause 6.2.2.4.1T. Since the UL has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.
2.	Send continuously power control “up” commands to the UE until the UE transmits at PUMAX level. Allow at least 200ms for the UE to reach PUMAX level.
3.	Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, as measured in step 3of 6.2.2.4.2, which shall meet the requirements described in clause 6.2.2.5 as appropriate.
4.	Measure the rectangular filtered mean power for the assigned NR channel.
5.	Measure the rectangular filtered mean power of the first NR adjacent channel on both lower and upper side of the assigned NR channel, respectively.
6.	Calculate the ratios of the power between the values measured in step 4 over step 5 for lower and upper NR ACLR, respectively.
NOTE 1:	When switching to DFT-s-OFDM waveform, as specified in the test configuration tables in clause 6.2.2.4.1, send an NR RRCReconfiguration message according to TS 38.508-1 [5] clause 4.6.3 Table 4.6.3-118 PUSCH-Config with TRANSFORM_PRECODER_ENABLED condition.
FFS
[bookmark: _Toc27477802][bookmark: _Toc36226481][bookmark: _Toc44323736][bookmark: _Toc52989901][bookmark: _Toc60823092][bookmark: _Toc60825014][bookmark: _Toc69305911]6.5.2.4.1.4.3	Message contents
Message contents are according to TS 38.508-1 [TBD12] subclause 4.6 and 5.4 with the following exceptions:
FFS
[bookmark: _Toc27477803][bookmark: _Toc36226482][bookmark: _Toc44323737][bookmark: _Toc52989902][bookmark: _Toc60823093][bookmark: _Toc60825015][bookmark: _Toc69305912]6.5.2.4.1.5	Test requirement
The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in clause 6.2.2.5 as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured NR ACLR, derived in step 6, shall be higher than the limits in Table 6.5.2.4.1.5-2.
The measured UE mean power in the channel bandwidth, derived in step 7, shall fulfil power class 3 requirements in Tables 6.2.2.5-1 and 6.2.2.5-3 as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured NR ACLR, derived in step 7, shall be higher than the power class 3 limits in Table 6.5.2.4.1.5-2.
FFS
Table 6.5.2.4.1.5-1: NR ACLR measurement bandwidth
	Channel bandwidth
	(MHz)
	5,10,15,20

	REF_SCS
	(kHz)
	15

	NR ACLR measurement bandwidth
	(MHz)
	MBW=REF_SCS*(12*NRB+1)/1000



Table 6.5.2.4.1.5-2: NR ACLR requirement
	
	Power class 3

	NR ACLR
	30 dB



Table 6.5.2.4.1.5-3: Test Tolerance (NR ACLR) 
FFS
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