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<Unchanged sections skipped>
7.4A.1.5	Test requirement
The throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A with parameters specified in Tables 7.4A.1.5-1.
The UE shall meet the requirements specified for each band while all downlink carriers are active.
Table 7.4A.1.5-1: Maximum input level for Intra-band contiguous, Intra-band non-contiguous CA
	Rx Parameter
	Units 
	Level

	Power summed over transmission bandwidth configurations of all active DL CCs
	dBm
	[-51 (NOTE 2,3) for band n257, n258 and n261
-59 (NOTE 2,3) for band n260]
[-53 (NOTE 3,4) for band n257, n258 and n261
-61 (NOTE 3,4) for band n260]

	NOTE 1:	The transmitter shall be set to 4 dB below the PUMAX,f,c as defined in subclause 6.2.4, with uplink configuration specified in Table 7.3.2.3.1-2.
NOTE 2:	Reference measurement channel in each CC is specified in Annex A.3.3.2: QPSK, R=1/3 variant with one sided dynamic OCNG Pattern as described in Annex A.
[NOTE 3:	The test requirements deviate from minimum requirements by 26dB relaxation for 24.25 ~ 29.5 GHz and 34 dB relaxation for 37 ~ 40 GHz.]
NOTE 4:	Reference measurement channel is specified in Annex A.3.3.5: 256QAM, R=4/5 variant with one sided dynamic OCNG Pattern as described in Annex A.



<Unchanged sections skipped>
7.4A.7	Maximum input level for CA (8DL CA)
Editor’s note: This clause is incomplete. The following aspects are either missing or not yet determined:
· Measurement uncertainty and test requirement are FFS.
· UL power level configuration is TBD.
7.4A.7.1	Test purpose
Same test purpose as in clause 7.4A.1.1.
7.4A.7.2	Test applicability
This test case applies to all types of NR UEs release 15 and forward that support FR2 8DL CA.
The minimum conformance requirements in this test case are not testable due to maximum input level unachievable in IFF OTA test setup. Other test setups have not been analysed. Thus the test case will not be tested as part of UE conformance testing.
NOTE:	This does not preclude the test from being used for R&D or other purposes if deemed useful to all types of NR UEs release 15 and forward that support FR2 8DL CA.
7.4A.7.3	Minimum conformance requirements
Same minimum conformance requirements as in clause 7.4A.0.
7.4A.7.4	Test description
Same test description as in clause 7.4A.1.4.
7.4A.7.5	Test requirement
The test requirement is the same as in clause 7.4A.1.5.
<End of changes>

