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<Start of first modified section>
–	MsgA-PUSCH-Config
Table 4.6.3-81B: MsgA-PUSCH-Config
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MsgA-PUSCH-Config-r16 ::= SEQUENCE {
	
	
	

	  msgA-PUSCH-ResourceGroupA-r16 SEQUENCE {
	
	
	

	  MsgA-PUSCH-Resource-r16 SEQUENCE {
	
	
	

	    msgA-MCS-r16
	1
	
	

	    nrofSlotsMsgA-PUSCH-r16
	1
	
	

	    nrofMsgA-PO-PerSlot-r16
	one
	
	

	    msgA-PUSCH-TimeDomainOffset-r16
	4
	
	

	    msgA-PUSCH-TimeDomainAllocation-r16
	Not present
	
	

	    startSymbolAndLengthMsgA-PO-r16
	32
	
	

	    mappingTypeMsgA-PUSCH-r16
	typeA
	
	

	    guardPeriodMsgA-PUSCH-r16
	0
	
	

	    guardBandMsgA-PUSCH-r16
	0
	
	

	    frequencyStartMsgA-PUSCH-r16
	1
	
	

	    nrofPRBs-PerMsgA-PO-r16
	1
	
	

	    nrofMsgA-PO-FDM-r16
	one
	
	

	    msgA-IntraSlotFrequencyHopping-r16
	Not present
	
	

	    msgA-HoppingBits-r16
	Not present
	
	

	    MsgA-DMRS-Config-r16 SEQUENCE {
	
	
	

	    msgA-DMRS-Config-r16 SEQUENCE {
	
	
	

	      msgA-DMRS-AdditionalPosition-r16
	pos0
	
	

	      msgA-MaxLength-r16
	lLen2
	
	

	      msgA-PUSCH-DMRS-CDM-Group-r16
	0
	
	

	      msgA-PUSCH-NrofPorts-r16
	0
	
	

	      msgA-ScramblingID0-r16
	Not present
	
	

	      msgA-ScramblingID1-r16
	Not present
	
	

	    }
	
	
	

	    nrofDMRS-Sequences-r16
	1
	
	

	    msgA-Alpha-r16
	alpha0
	
	

	    interlaceIndexFirstPO-MsgA-PUSCH-r16
	1
	
	

	    nrofInterlacesPerMsgA-PO-r16
	1
	
	

	  }
	
	
	

	  msgA-PUSCH-ResourceGroupB-r16
	Not present
	
	

	  msgA-TransformPrecoder-r16
	enabled
	
	

	  msgA-DataScramblingIndex-r16 
	Not present
	
	

	  msgA-DeltaPreamble-r16
	1
	
	

	}
	
	
	



<End of modified section>

