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<< Unchanged sections omitted >>
7.7F.3	Minimum conformance requirements
The category NB1 and NB2 UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel as specified in Annexe A.3.2 with parameters specified in Tables 7.7F.3-1.
Table 7.7F.3-1: Spurious response parameters for category NB1 and NB2
	
Parameter
	Unit
	Level

	Psignal
	dBm
	REFSENS+6

	PInterferer (CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies

	Number of spurious response frequencies
	
	24 (in OOB range 1, 2, 3)


	NOTE 1:	Reference measurement channel is specified in Annex A.3.2FFS.
NOTE 2:	The REFSENS power level is specified in 7.3F.1F.13-1.
NOTE 3:	OOB range 1, 2, 3 refers to Table 7.6.2F.1F3-1.



The normative reference for this requirement is TS 36.101 [2] clause 7.7.1F.
<< Unchanged sections omitted >>
7.7F.5	Test requirement
The throughput measurement derived in test procedure shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.3.2 with parameters specified in Tables 7.7F.5-1. 
Table 7.7F.5-1: Spurious response parameters for category NB1 and NB2
	
Parameter
	Unit
	Level

	Psignal
	dBm
	REFSENS+6

	PInterferer (CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies

	Number of spurious response frequencies
	
	24 (in OOB range 1, 2, 3)


	NOTE 1:	Reference measurement channel is specified in Annex A.3.2FFS.
NOTE 2:	The REFSENS power level is specified in 7.3F.1F.13-1.
NOTE 3:	OOB range 1, 2, 3 refers to Table 7.6.2F.1F3-1.



< End of changes >>
