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<< Unchanged sections omitted >>
[bookmark: _Toc27478775][bookmark: _Toc36227489]F.1.3	Measurement of receiver
Table F.1.3-1: Maximum Test System Uncertainty for receiver tests
	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.4 Maximum input level
	Same as clause 7.4 in TS 38.521-1 [2] for FDD band with f ≤ 3GHz.

	

	[bookmark: _Toc137543615]7.5	Adjacent channel selectivity7.5	Adjacent channel selectivity
	Same as clause 7.5 in TS 38.521-1 [2] for FDD band with “f ≤ 3.0GHz”.
	Same as clause 7.5 in TS 38.521-1 [2]”.

	[bookmark: _Toc97562315][bookmark: _Toc104122549][bookmark: _Toc104205500][bookmark: _Toc104206707][bookmark: _Toc104503667][bookmark: _Toc106127598][bookmark: _Toc124256656][bookmark: _Toc123057963][bookmark: _Toc137543618]7.6.2	In-band blocking
	Same as clause 7.6.2 in TS 38.521-1 [2] for FDD band with “f ≤ 3.0GHz”.
	Same as clause 7.6.2 in TS 38.521-1 [2]”.

	[bookmark: _Toc137543619]7.6.3	Out of Band Blocking
	Same as clause 7.6.3 in TS 38.521-1 [2] for FDD band with “f ≤ 3.0GHz”.

	Same as clause 7.6.3 in TS 38.521-1 [2]”.

	[bookmark: _Toc104205502][bookmark: _Toc104206709][bookmark: _Toc106127600][bookmark: _Toc123057965][bookmark: _Toc104122551][bookmark: _Toc97562317][bookmark: _Toc124256658][bookmark: _Toc104503669][bookmark: _Toc137543620]7.6.4	Narrow band blocking
	Same as clause 7.6.4 in TS 38.521-1 [2] for FDD band with “f ≤ 3.0GHz”.

	Same as clause 7.6.4 in TS 38.521-1 [2]”.

	[bookmark: _Toc97562318][bookmark: _Toc104122552][bookmark: _Toc104503670][bookmark: _Toc124256659][bookmark: _Toc106127601][bookmark: _Toc123057966][bookmark: _Toc104205503][bookmark: _Toc104206710][bookmark: _Toc137543621]7.7	Spurious response
	Same as clause 7.6.3.
	Same as clause 7.6.3.

	[bookmark: _Toc106127602][bookmark: _Toc123057967][bookmark: _Toc124256660][bookmark: _Toc104122553][bookmark: _Toc104205504][bookmark: _Toc104206711][bookmark: _Toc104503671][bookmark: _Toc97562319][bookmark: _Toc137543622]7.8.2	Wide band Intermodulation
	Same as clause 7.8.2 in TS 38.521-1 [2] for FDD band with “f ≤ 3.0GHz”.

	Same as clause 7.8.2 in TS 38.521-1 [2]”.

	[bookmark: _Toc124256661][bookmark: _Toc123057968][bookmark: _Toc137543623]7.9	Spurious emissions
	Same as clause 7.8.2 in TS 38.521-1 [2] with “f ≤ 12.75 GHz”
	



[bookmark: _Toc27478776][bookmark: _Toc36227490]F.2	Interpretation of measurement results (normative)
<< Unchanged sections omitted >>
F.3.3	Measurement of receiver
Table F.3.3-1: Derivation of Test Requirements (Receiver tests)
	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	7.4 Maximum input level
	Same as clause 7.4 in TS 38.521-1 [2] for FDD band with f ≤ 3GHz.

	Maximum input level - TT

	7.5	Adjacent channel selectivity7.5	Adjacent channel selectivity
	Same as clause 7.5 in TS 38.521-1 [2]”.
	Same as clause 7.5 in TS 38.521-1 [2]”.

	7.6.2	In-band blocking
	Same as clause 7.6.2 in TS 38.521-1 [2]”.
	Same as clause 7.6.2 in TS 38.521-1 [2]”.

	7.6.3	Out of Band Blocking
	Same as clause 7.6.3 in TS 38.521-1 [2]”.
	Same as clause 7.6.3 in TS 38.521-1 [2]”.

	7.6.4	Narrow band blocking
	Same as clause 7.6.4 in TS 38.521-1 [2]”.
	Same as clause 7.6.4 in TS 38.521-1 [2]”.

	7.7	Spurious response
	Same as clause 7.6.3.
	Same as clause 7.6.3.

	7.8.2	Wide band Intermodulation
	Same as clause 7.8.2 in TS 38.521-1 [2]”.
	Same as clause 7.8.2 in TS 38.521-1 [2]”.

	7.9	Spurious emissions
	Same as clause 7.9 in TS 38.521-1 [2]”.
	Same as clause 7.9 in TS 38.521-1 [2]”.



[bookmark: _Toc137543668]Annex G (informative):
Change history
<< End of changes >>
