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[Start of change]
[bookmark: _Hlk511903087]Table 4.1-1b: Additional Information of Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	
	
	
	

	6.1
	
	
	
	

	6.1.1.4a
	
	
	If test case 6.1.1.4 has been executed, then test case 6.1.1.4a need not to be executed (Note 1)
	

	6.1.2.8
	
	
	If test case 6.1.2.7 has been executed then test case 6.1.2.8 needs not to be executed
	

	6.1.2.15a
	
	
	If test case 6.1.2.15 has been executed, then test case 6.1.2.15a need not to be executed (Note 1)
	

	6.1.2.23
	
	px_NR_OverlappingNotSupportedBand_MFBI
	
	

	6.2
	
	
	
	

	6.2.1
	
	
	
	

	6.2.1.1
	
	
	
	Rel-15 E-UTRA

	6.2.1.2
	
	
	
	Rel-15 E-UTRA

	6.2.1.3
	
	
	
	Rel-15 E-UTRA

	6.2.1.4
	[10] pc_Available_PLMNs_AcT_Ind
	
	
	Rel-15 E-UTRA

	6.2.1.5
	
	
	
	Rel-15 E-UTRA

	6.2.2
	
	
	
	

	6.2.3
	
	
	
	

	6.2.3.1
	
	
	
	Rel-15 E-UTRA

	6.2.3.2
	
	
	
	Rel-15 E-UTRA

	6.2.3.3
	
	
	
	Rel-15 E-UTRA

	6.2.3.4
	
	
	
	Rel-15 E-UTRA

	6.2.3.5
	
	
	
	Rel-15 E-UTRA

	6.2.3.6
	
	
	
	Rel-15 E-UTRA

	6.2.3.7
	
	
	
	Rel-15 E-UTRA

	6.2.3.8
	
	
	
	Rel-15 E-UTRA

	6.3
	
	
	
	

	6.3.1
	
	
	
	

	6.3.1.2
	pc_SOR_ACKNotReqLocalRel
	
	
	

	6.3.2
	
	
	
	

	6.3.2.5
	pc_noOf_PDUsSameConnection + pc_noOf_PDUsNewConnection > 0
	
	
	

	6.4
	
	
	
	

	6.4.1
	
	
	
	

	6.4.2
	
	
	
	

	6.4.3
	
	
	
	

	6.4.3.1
	
	
	
	Rel-15 E-UTRA

	Note 1:	The two TCs verify the same core spec requirement(s) however in a different cell configuration to address different network deployments i.e., Cells broadcasting multiple PLMN IDs with unique TAC's, RAN areas, and cell identities



[Skip unchanged text]
[bookmark: _Hlk511903061]Table 4.1-4b: Additional Information of Applicability of Protocol conformance Mobility and Session Management test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	9
	
	
	
	

	9.1
	
	
	
	

	9.1.6
	
	
	
	

	9.1.6.1
	
	
	
	

	9.1.6.1.1
	[10] pc_USIM_Removal
	
	
	

	9.2
	
	
	
	

	9.2.6
	
	
	
	

	9.2.6.1
	
	
	
	

	9.2.6.1.1
	[10] pc_USIM_Removal
	
	
	

	9.2.7
	
	
	
	

	9.2.7.2
	[10] pc_IPv4
[10] pc_IPv6
	
	
	

	9.3
	
	
	
	

	9.3.1
	
	
	
	

	9.3.1.1
	
	
	
	Rel-15 E-UTRA

	9.3.1.2
	
	
	
	Rel-15 E-UTRA

	9.3.1.3
	
	
	
	Rel-15 E-UTRA

	9.3.1.4
	pc_noOf_PDUsSameConnection + pc_noOf_PDUsNewConnection > 0
	
	
	

	10
	
	
	
	

	10.1
	
	
	
	

	10.1.8
	
	
	
	

	10.1.8.2
	pc_noOf_PDUsSameConnection + pc_noOf_PDUsNewConnection > 0
	
	
	



[Skip unchanged text]
Table 4.1-5b: Additional Information of Applicability of Protocol conformance Multi-layer test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	11
	
	
	
	

	11.1
	
	
	
	

	11.1.1
	
	
	
	Rel-15 E-UTRA

	11.1.2
	
	
	
	Rel-15 E-UTRA

	11.1.3
	
	
	
	Rel-15 E-UTRA

	11.1.4
	
	
	
	Rel-15 E-UTRA

	11.1.5
	
	
	
	Rel-15 E-UTRA

	11.1.6
	
	
	
	Rel-15 E-UTRA

	11.1.7
	
	
	
	Rel-15 E-UTRA

	11.1.8
	
	
	
	Rel-16 E-UTRA

	11.1.9
	
	
	
	Rel-16 E-UTRA

	11.2
	
	
	
	

	11.2.1
	
	
	
	Rel-16 UTRA

	11.3
	
	
	
	

	11.3.1
	pc_inactiveState
	
	
	

	11.3.6
	pc_inactiveState
	
	
	

	11.3.6a
	pc_inactiveState
	
	
	

	11.4
	
	
	
	

	11.4.1
	pc_noOf_PDUsSameConnection + pc_noOf_PDUsNewConnection > 0
	
	
	

	11.4.4
	pc_noOf_PDUsSameConnection + pc_noOf_PDUsNewConnection > 0
	
	
	

	11.4.10a
	
	
	
	Rel-15 E-UTRA

	11.4.11
	
	
	
	Rel-15 E-UTRA

	11.5
	
	
	
	

	11.5.1
	
	
	Note 1
	Rel-15 E-UTRA

	11.5.2
	
	
	Note 1
	Rel-15 E-UTRA

	11.5.3
	
	
	Note 1
	Rel-15 E-UTRA

	11.5.4
	
	
	Note 1
	Rel-15 E-UTRA

	11.5.5
	
	
	Note 1
	

	11.5.6
	
	
	Note 1
	

	11.5.7
	
	
	
	Rel-16 UTRA

	11.5.8
	
	px_NR_RATComb_Tested
	Note 1
	Rel-9 UTRA

	11.5.9
	
	px_NR_RATComb_Tested
	Note 1
	Rel-9 UTRA

	11.5.10
	
	px_NR_RATComb_Tested
	Note 1
	Rel-9 UTRA

	11.5.11
	
	px_NR_RATComb_Tested
	Note 1
	Rel-9 UTRA

	11.5.12
	
	
	Note 1
	Rel-15 E-UTRA

	11.5.13
	
	px_NR_RATComb_Tested
	Note 1
	Rel-9 UTRA

	11.5.14
	
	px_NR_RATComb_Tested
	Note 1
	Rel-9 UTRA

	Note 1:	This test case can optionally be executed from Release 15 onwards.



[End of change]
