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<<Start of changes >>
[bookmark: _Toc4144][bookmark: _Toc17731][bookmark: _Toc121162819][bookmark: _Toc10474][bookmark: _Toc120570027][bookmark: _Toc19365]6.2A.3	UE additional maximum output power reduction for category M1 UE
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Test Points analysis is TBD
- Addition to applicability spec is pending
- Test configuration is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc121162824][bookmark: _Toc120570032][bookmark: _Toc18962][bookmark: _Toc12744][bookmark: _Toc7990][bookmark: _Toc26363]6.2B.3	UE additional maximum output power reduction for category NB1 and NB2 UE
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Annex F MU/TT is TBD
- Test requirement is TBD
- Test Points analysis is TBD
-Initial conditions and call setup procedure to support satellite access are TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc159][bookmark: _Toc121162828][bookmark: _Toc29359][bookmark: _Toc120570036][bookmark: _Toc25542][bookmark: _Toc19849]6.3A.1	UE Minimum output power for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc27370][bookmark: _Toc23608][bookmark: _Toc15208]6.3A.3.1	General ON/OFF time mask for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc1370][bookmark: _Toc3975][bookmark: _Toc30187]6.3A.3.2.1	PRACH time mask for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc14770][bookmark: _Toc26110][bookmark: _Toc29366]6.3A.3.2.2	SRS time mask for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc7597][bookmark: _Toc15900][bookmark: _Toc7040]6.3A.4.1	Power Control Absolute power tolerance for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc30330][bookmark: _Toc5065][bookmark: _Toc20493]6.3A.4.2	Power Control Relative power tolerance for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc14296][bookmark: _Toc22898][bookmark: _Toc27083]6.3A.4.3	Aggregate power control tolerance for UE category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc1407][bookmark: _Toc30505][bookmark: _Toc121162833][bookmark: _Toc120570041][bookmark: _Toc4642][bookmark: _Toc970]6.3B.1	UE Minimum output power for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc16851][bookmark: _Toc5354][bookmark: _Toc18517]6.3B.3.1	General ON/OFF time mask for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc15080][bookmark: _Toc5727][bookmark: _Toc21073]6.3B.3.2	NPRACH time mask for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc4696][bookmark: _Toc13196][bookmark: _Toc7225]6.3B.4.1	Power Control Absolute power tolerance for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc17908][bookmark: _Toc5148][bookmark: _Toc2598]6.3B.4.2 Power Control Relative power tolerance for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc23380][bookmark: _Toc31912][bookmark: _Toc8526]6.3B.4.3 Aggregate power control tolerance for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Test Points analysis is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc30118][bookmark: _Toc21552]6.4A.2.1	Error Vector Magnitude (EVM) for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc29241][bookmark: _Toc32457]6.4A.2.2	Carrier leakage for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc21661][bookmark: _Toc23583]6.4A.2.3	In-band emissions for non allocated RB for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc30799][bookmark: _Toc26859]6.4A.2.4	EVM equalizer spectrum flatness for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc31758][bookmark: _Toc15507]6.4B.2.1	Error Vector Magnitude (EVM) for Category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc3324][bookmark: _Toc14903]6.4B.2.2	Carrier leakage for Category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc3810][bookmark: _Toc9895]6.4B.2.3	In-band emissions for Category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc7038][bookmark: _Toc9469][bookmark: _Toc26371][bookmark: _Toc121162847][bookmark: _Toc120570055][bookmark: _Toc17775]6.5A.2	Occupied bandwidth for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc111062060][bookmark: _Toc121162850][bookmark: _Toc120570058][bookmark: _Toc9764][bookmark: _Toc14764][bookmark: _Toc10272][bookmark: _Toc15973]6.5A.3.2	Spectrum emission mask
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc111062062][bookmark: _Toc121162852][bookmark: _Toc14413][bookmark: _Toc120570060][bookmark: _Toc2169][bookmark: _Toc9086][bookmark: _Toc16564]6.5A.3.4	Adjacent Channel Leakage Ratio for category M1
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc121162855][bookmark: _Toc120570063][bookmark: _Toc8248][bookmark: _Toc659][bookmark: _Toc16423][bookmark: _Toc18036]6.5A.4.2	Transmitter Spurious emissions
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc120570064][bookmark: _Toc28471][bookmark: _Toc121162856][bookmark: _Toc9260][bookmark: _Toc12921][bookmark: _Toc29389]6.5A.4.3	Spurious emission band UE co-existence
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc121162857][bookmark: _Toc30291][bookmark: _Toc24911][bookmark: _Toc120570065][bookmark: _Toc18015][bookmark: _Toc3092]6.5A.4.4	Additional spurious emissions
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc31308][bookmark: _Toc25821][bookmark: _Toc120570071][bookmark: _Toc121162863][bookmark: _Toc6613][bookmark: _Toc9022]6.5B.2	Occupied bandwidth for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc21715][bookmark: _Toc111062064][bookmark: _Toc5743][bookmark: _Toc120570074][bookmark: _Toc121162866][bookmark: _Toc2510][bookmark: _Toc92]6.5B.3.2	Spectrum emission mask
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc111062066][bookmark: _Toc120570076][bookmark: _Toc121162868][bookmark: _Toc15743][bookmark: _Toc25813][bookmark: _Toc30913][bookmark: _Toc15101]6.5B.3.4	Adjacent Channel Leakage Ratio for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc121162871][bookmark: _Toc11652][bookmark: _Toc404][bookmark: _Toc14308][bookmark: _Toc120570079][bookmark: _Toc22843]6.5B.4.2	Transmitter Spurious emissions
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc4471][bookmark: _Toc9935][bookmark: _Toc120570080][bookmark: _Toc121162872][bookmark: _Toc21900][bookmark: _Toc26176]6.5B.4.3	Spurious emission band UE co-existence
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>
[bookmark: _Toc8793][bookmark: _Toc4333][bookmark: _Toc26190][bookmark: _Toc121162873][bookmark: _Toc120570081][bookmark: _Toc634]6.5B.4.4	Additional spurious emissions
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD

<<END of changes >>
<<Start of changes >>

[bookmark: _Toc8447][bookmark: _Toc13095][bookmark: _Toc15646][bookmark: _Toc121162879][bookmark: _Toc120570087][bookmark: _Toc10842]6.6B	Transmit intermodulation for category NB1 and NB2
Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:
- Addition to applicability spec is pending
- Initial condition and call setup procedure to support satellite access are TBD
- Message exceptions specific to satellite access is TBD
- Test Points analysis is TBD
- Test configuration is TBD
- Annex F MU/TT is TBD
<<END of changes >>

