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<Start of changes>
[bookmark: _Toc45888006][bookmark: _Toc45888605][bookmark: _Toc52989822][bookmark: _Toc60823011][bookmark: _Toc60824934][bookmark: _Toc69305831][bookmark: _Toc69309686][bookmark: _Toc76019997][bookmark: _Toc83720467][bookmark: _Toc90916321][bookmark: _Toc90916518][bookmark: _Toc90917274]5.2A.2.3	Inter-band CA (four bands)
Table 5.2A.2.3-1: Inter-band CA operating bands involving FR1 (four bands)
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n2-n5-n48-n66
	n2, n5, n48, n66

	CA_n2-n5-n48-n77
	n2, n5, n48, n77

	CA_n2-n5-n66-n77
	n2, n5, n66, n77

	CA_n2-n48-n66-n77
	n2, n48, n66, n77

	CA_n5-n48-n66-n77
	n5, n48, n66, n77



<Skipped unchanged sections>

[bookmark: _Toc45888062][bookmark: _Toc45888661][bookmark: _Toc52989878][bookmark: _Toc60823069][bookmark: _Toc60824991][bookmark: _Toc69305888][bookmark: _Toc69309740][bookmark: _Toc76020051][bookmark: _Toc83720521][bookmark: _Toc90916375][bookmark: _Toc90916572][bookmark: _Toc90917328]5.5A.3.3	Configurations for inter-band CA (four bands)
Table 5.5A.3.3-1: NR CA configurations and bandwidth combinations sets defined for inter-band CA (four bands)
Editor's note: table missing??
	NR CA configuration
	Uplink CA configuration
or single uplink carrier 4
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	
	
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	-
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n5A-n48A-n66A
	
	n66
	10, 15, 20, 25, 30, 40
	

	
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n66A
CA_n5A-n48A
CA_n5A-n66A
CA_n48A-n66A
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n5
	5, 10, 15, 20, 25
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n2
	5, 10, 15, 20
	0

	
	
	n5
	5, 10, 15, 20
	

	
	-
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n2A-n5A-n48A-n77A
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n2A-n5A
CA_n2A-n48A
CA_n2A-n77A
CA_n5A-n48A
CA_n5A-n77A
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n5
	5, 10, 15, 20, 25
	

	
	
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	n775
CA_n2A-n5A
CA_n2A-n66A
CA_n2A-n77A5
CA_n5A-n66A
CA_n5A-n77A5
CA_n66A-n77A5
	n2
	5, 10, 15, 20
	0

	CA_n2A-n5A-n66A-n77A
	
	n5
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n2
	5, 10, 15, 20
	

	
	-
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n2A-n48A-n66A-n77A
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n2A-n48A
CA_n2A-n66A
CA_n2A-n77A
CA_n48A-n66A
CA_n66A-n77A
	n2
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20, 25
	

	
	-
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	0

	CA_n5A-n48A-n66A-n77A
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	CA_n5A-n48A
CA_n5A-n66A
CA_n5A-n77A
CA_n48A-n66A
CA_n66A-n77A
	n5
	5, 10, 15, 20, 25
	1

	
	
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	NOTE 1:	FFS
NOTE 2:	FFS
NOTE 3:	FFS
NOTE 4: 	FFS
NOTE 5:	Minimum requirements for Power Class 2 are applicable for this uplink combination or single uplink carrier in this downlink/uplink combination.



<Skipped unchanged sections>

[bookmark: _Toc27477862][bookmark: _Toc36226546][bookmark: _Toc44323803][bookmark: _Toc52989980][bookmark: _Toc60823176][bookmark: _Toc60825098][bookmark: _Toc69305995][bookmark: _Toc69309814][bookmark: _Toc76020126][bookmark: _Toc83720600][bookmark: _Toc90916456][bookmark: _Toc90916653][bookmark: _Toc90917409]6.2A.4.0.2.3	ΔTIB,c for Inter-band CA
Table 6.2A.4.0.2.3-1: ΔTIB,c due to NR CA (two bands)
	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n1-n3
	n1
	0.3

	
	n3
	0.3

	CA_n1-n8
	n1
	0.3

	
	n8
	0.3

	CA_n1-n77
	n1
	0.6

	
	n77
	0.8

	CA_n1-n78
	n1
	0.3

	
	n78
	0.8

	CA_n2-n5
	n2
	0.3

	
	n5
	0.3

	CA_n2-n48
	n2
	0.6

	
	n48
	0.8

	CA_n2-n66
	n2
	0.5

	
	n66
	0.5

	CA_n2-n77
	n2
	0.6

	
	n77
	0.8

	CA_n3-n5
	n3
	0.3

	
	n5
	0.3

	CA_n3-n8
	n3
	0.3

	
	n8
	0.3

	CA_n3-n41
	n3
	0.5

	
	n41
	0.34

	
	
	0.85

	CA_n3-n77
	n3
	0.6

	
	n77
	0.8

	CA_n3-n78
	n3
	0.6

	
	n78
	0.8

	CA_n5-n48
	n5
	0.3

	
	n48
	0.3

	CA_n5-n66
	n5
	0.3

	
	n66
	0.3

	CA_n5-n77
	n5
	0.6

	
	n77
	0.8

	CA_n8-n78
	n8
	0.6

	
	n78
	0.8

	CA_n20-n78
	n20
	0.6

	
	n78
	0.8

	
	
	

	
	
	

	
	n24
	0.3

	CA_n24-n41
	n41
	0.44

	
	
	0.95

	CA_n24-n48
	n24
	0.6

	
	n48
	0.8

	CA_n24-n77
	n24
	0.6

	
	n77
	0.8

	CA_n28-n41
	n28
	0.3

	
	n41
	0.3

	CA_n28-n77
	n28
	0.5

	
	n77
	0.8

	CA_n28-n78
	n28
	0.5

	
	n78
	0.8

	CA_n28-n79
	n28
	0.5

	
	n79
	0.8

	CA_n39-n41
	n39
	02

	
	n41
	02

	
	n39
	0.53

	
	n41
	0.53

	CA_n41-n79
	n41
	0.3

	
	n79
	0.8

	CA_n48-n66
	0.8
	0.6

	
	0.8
	0.6

	CA_n66-n70
	n66
	0.5

	
	n70
	0.5

	CA_n66-n71
	n66
	0.3

	
	n71
	0.3

	CA_n66-n77
	n66
	0.6

	
	n77
	0.8

	CA_n70-n71
	n70
	0.3

	
	n71
	0.6

	CA_n71-n77
	n71
	0.5

	
	n77
	0.8

	CA_n77-n79
	n77
	0.5

	
	n79
	0.5

	
	n78
	0.5

	CA_n78-n79
	
	1.56

	
	n79
	0.5

	
	
	1.56

	NOTE 1:	FFS.
NOTE 2:	Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
NOTE 3:	Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 4:	The requirement is applied for UE transmitting on the frequency range of 2515-2690 MHz. 
NOTE 5:	The requirement is applied for UE transmitting on the frequency range of 2496-2515 MHz.
NOTE 6:	The requirements only apply for UE supporting inter-band carrier aggregation with simultaneous Rx/Tx capability, and NR UL carrier frequencies are confined to 3700 MHz-3800MHz for n78 and 4400 MHz-4500MHz for n79. Simultaneous Rx/Tx capability does not apply for UEs supporting band n78 with a n77 implementation.



Table 6.2A.4.0.2.3-2: ΔTIB,c due to NR CA (three bands)
	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n2-n5-n77
	n2
	0.6

	
	n5
	0.8

	
	n77
	0.8

	CA_n2-n5-n48
	n2
	0.6

	
	n5
	0.3

	
	n48
	0.8

	CA_n2-n48-n66
	n2
	0.6

	
	n48
	0.8

	
	n66
	0.6

	CA_n2-n48-n77
	n2
	0.6

	
	n48
	0.8

	
	n77
	0.8

	CA_n2-n66-n77
	n2
	0.6

	
	n66
	0.6

	
	n77
	0.8

	CA_n5-n48-n66
	n5
	0.3

	
	n48
	0.8

	
	n66
	0.6

	CA_n5-n48-n77
	n5
	0.6

	
	n48
	0.8

	
	n77
	0.8

	CA_n5-n66-n77
	n5
	0.6

	
	n66
	0.6

	
	n77
	0.8

	CA_n28-n41-n79
	n28
	0.5

	
	n41
	0.3

	
	n79
	0.8

	CA_n48-n66-n77
	n48
	0.8

	
	n66
	0.6

	
	n77
	0.8



Table 6.2A.4.0.2.3-3: ΔTIB,c due to NR CA (four bands)
	Inter-band CA combination
	ΔTIB,c for NR bands (dB)5

	
	Component band in order of bands in configuration6

	CA_n2-n5-n48-n66
	0.6
	0.3
	0.8
	0.6

	CA_n2-n5-n48-n77
	0.6
	0.3
	0.8
	0.8

	CA_n2-n5-n66-n77
	0.5
	0.3
	0.5
	0.8

	CA_n2-n48-n66-n77
	0.6
	0.8
	0.6
	0.8

	CA_n5-n48-n66-n77
	0.6
	0.8
	0.6
	0.8

	NOTE 1:	FFS
NOTE 2:	FFS
NOTE 3:	FFS
NOTE 4:	FFS
NOTE 5:	“-” denotes ΔTIB,c = 0.
NOTE 6:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n5-n78 the band order from left to right is n1, n3, n5 and n78.



<Skipped unchanged sections>

7.3A.0.3.2.4	ΔRIB,c for four bands
Table 7.3A.0.3.2.4-1: ΔRIB,c due to CA (four bands)
	Inter-band CA combination
	NR Band
	ΔRIB,c (dB)



	Inter-band CA combination
	ΔRIB,c for NR bands (dB)7

	
	Component band in order of bands in configuration8

	CA_n2-n5-n48-n66
	0.2
	-
	0.5
	0.2

	CA_n2-n5-n48-n77
	0.2
	-
	0.5
	0.5

	CA_n2-n5-n66-n77
	0.3
	-
	0.3
	0.5

	CA_n2-n48-n66-n77
	0.3
	0.5
	0.3
	0.5

	CA_n5-n48-n66-n77
	0.2
	0.5
	0.2
	0.5

	NOTE 1:	FFS 
NOTE 2:	FFS
NOTE 5:	FFS
NOTE 6:	FFS
NOTE 7:	 “-” denotes ΔRIB,c = 0.
NOTE 8:	The component band order in the configuration should be listed by the order of NR bands, such as for CA_n1-n3-n7-n78 the band order from left to right is n1 n3, n7 and n78.



<End of changes>

