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1.	Introduction and Background
During RAN#96, the Rel-17 WI on UE Conformance - NR Sidelink Relay was introduced for conformance testing with Proximity based Services (ProSe) in the 5G System (5GS). In RAN5#100, CR R5-235369 is agreed to adding default ProSe PC5 signalling messages into TS-38.508-1 with a new sub-clause 4.7.7 under 4.7 “Default 5GC NAS message and information elements contents”. 
However, ProSe signaling messages are not NAS messages.
2.	Discussion
This discussion paper aims to move Proximity based Services (ProSe) signaling messages into a new separate sub-clause from 4.7 in TS 38.508-1.

In TS 24.555 v17.5.0 Proximity-services (ProSe) in 5G System (5GS) clause 5, Encoding of UE policies for 5G ProSe are defined.

In TS 24.554v17.6.0 clause 10 Message functional definitions and contents for Proximity-services (ProSe) in 5G System (5GS) protocol are listed as:

[bookmark: _Toc146284197]10		Message functional definitions and contents
[bookmark: _Toc146284199]10.2	5G ProSe direct discovery messages
[bookmark: _Toc146284207]10.3	PC5 signalling messages
10.4	Provisioning of 5G ProSe configuration information
[bookmark: _Toc525231309][bookmark: _Toc59198709][bookmark: _Toc75283067][bookmark: _Toc146284319]10.5	5G ProSe discovery and security messages over PC3a
[bookmark: _Toc146284337]10.6	5G ProSe security messages over PC8
[bookmark: _Toc525231338][bookmark: _Toc59198738][bookmark: _Toc75283096][bookmark: _Toc146284349]10.7	Messages transmitted over the PC3ach interface

Most messge and information element definintions above will be used for Rel-17 NR Sidelink Relay signaling testing.
3.	Proposal
It is recommended to setup a new sub-clause 4.7C for Default 5G ProSe message and information elements contents with the following directory and move the contents of PC5 signalling messages from 4.7.7 to 4.7C.3:
4.7	Default 5GC NAS message and information elements contents
4.7.7 VoidContents of ProSe PC5 signalling messages
4.7A	Default TC message and information element contents
[bookmark: _Toc27403154][bookmark: _Toc35976818][bookmark: _Toc35977764][bookmark: _Toc36029072][bookmark: _Toc43822402][bookmark: _Toc52167512][bookmark: _Toc75886679][bookmark: _Toc75980430]4.7B	Default AT Command message and information element
4.7C	Default 5G ProSe message and information elements contents
4.7C.1	5G ProSe information elements
4.7C.2	Contents of 5G ProSe direct discovery messages
4.7C.3	Contents of ProSe PC5 signalling messages
4.7C.4	Contents of Provisioning of 5G ProSe configuration information
4.7C.5	Contents of 5G ProSe discovery and security messages over PC3a
4.7C.6	Contents of 5G ProSe security messages over PC8
4.7C.7	Contents of Messages transmitted over the PC3ach interface
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