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1. Introduction
The purpose of this document is to highlight the changes to 3GPP RAN5 test specifications based on RAN5#101 agreed CRs that may impact current GCF and PTCRB selected test cases. 
The scope of the highlighted changes in this document covers removed test cases, changes to test case clause numbers, changes to test case titles and changes to test case applicability that might have impact on GCF/PTCRB WI/RFT assignments. 
2. Changes to 3GPP RAN5 test specifications
The table below summarizes the changes introduced by approved RAN5#101 CRs to RAN5 test specifications. The source for the changes to test cases in the table is based on the applicability specification of the test cases.
In the table both the prose and the applicability specifications are indicated separated by a "/". For example "38.521-1/38.522" indicates that the prose for the test case is TS 38.521-1 and the associated test case applicability specification is in TS 38.522.
Changes are indicated in columns “Clause (New)” and “Title (New). A title changed to “void” indicates that a test case has been removed.
Note!
The changes listed in this document are limited to changes introduced in RAN5 test specifications. For the case test cases in GCF work items and PTCRB RFTs have been based on RAN5 work plans before the test cases have been completely included in RAN5 test case applicability specifications (TS 34.121-2, TS 34.123-2, TS 34.229-2, TS 36.521-2, TS 36.523-2, TS 36.579-4, TS 37.571-3, TS 38.522, TS 38.523-2 and TS 51.010-2) the GCF work item and PTCRB RFT rapporteurs need to check the latest RAN5 work plans. 
	
TS
	Clause
	Title
	Clause (New)
	Title (New)
	Comment

	34.121-1 / 34.121-2 - UTRA RF/RRM test cases

	No impact

	34.123-1 / 34.123-2 - UTRA protocol test cases

	No impact

	34.229-1 / 34.229-2 - IMS test cases - E-UTRA

	No impact

	34.229-5 / 34.229-2 - IMS test cases - 5GS

	No impact

	36.521-1 / 36.521-2 - E-UTRA RF and performance test cases

	No impact

	[bookmark: _Hlk151723400]36.521-3 / 36.521-2 - E-UTRA RRM / NB-IoT/eMTC NTN RRM test cases

	36.521-3
	[bookmark: _GoBack]13.3.2.3
	Contention Based Random Access Test for UE category NB1 UEs in Satellite Access - Standalone mode in Enhanced Coverage
	
	Contention Based Random Access on Non-anchor Carrier Test for UE category NB1 UEs Standalone mode in Enhanced Coverage
	Test case title updated

	36.523-1 / 36.523-2 - E-UTRA protocol test cases

	36.523-1
	7.2.2.12
	eMTC / NTN / AM RLC / Receiver status triggers / extended t-Reordering configured
	
	eMTC / NTN / UM RLC / Receiver status triggers / extended t-Reordering configured
	Test case title updated

	36.523-1
	8.1.2.15
	RRC connection establishment / Extended and spare fields in SI
	
	RRC connection establishment / Extended value, spare fields and non critical extensions in SI
	Test case title updated

	36.523-1
	22.4.26
	NB-IoT / RRC connection establishment / Extended and spare fields in SI
	
	NB-IoT / RRC connection establishment / Extended value, spare fields and non critical extensions in SI
	Test case title updated

	36.579-2 / 36.579-4 - Mission Critical Push To Talk (MCPTT)

	No impact

	36.579-6 / 36.579-4 - Mission Critical Video (MCVideo)

	No impact

	36.579-7 / 36.579-4 - Mission Critical Data (MCData)

	No impact

	37.571-1 / 37.571-3 - UTRA/E- UTRA/EPC UE positioning performance test cases

	No impact

	37.571-2 / 37.571-3 – E-UTRA UE positioning protocol test cases

	No impact

	37.571-2 / 37.571-3 – NR UE positioning protocol test cases

	No impact

	38.521-1 / 38.522– NR FR1 RF test cases

	38.521-1
	7.6D.4_1
	Narrow band blocking for SUL with UL MIMO
	
	Void
	Test case removed

	38.521-2 / 38.522 – NR FR2 RF test cases

	No impact

	38.521-3 / 38.522 – EN-DC and NR FR1 + FR2 RF test cases

	No impact

	38.521-4 / 38.522 – EN-DC and NR FR1 + FR2 performance test cases

	No impact

	38.533 / 38.522 – EN-DC and NR RRM test cases

	38.533
	6.5.1.9
	SA FR1 radio link monitoring out-of-sync Test for PSCell configured with CSI-RS-based RLM for UE fulfilling relaxed measurement criterion
	
	SA FR1 radio link monitoring out-of-sync Test for PCell configured with CSI-RS-based RLM for UE fulfilling relaxed measurement criterion
	Test case title updated

	38.533
	16.6.7.1
	NR SA FR1 intra-frequency CGI identification of NR neighbour cell in FR1 for 1 Rx UE
	16.6.5.1
	
	Test case clause updated

	38.533
	16.6.7.2
	NR SA FR1 intra-frequency CGI identification of NR neighbour cell in FR1 for 2 Rx UE
	16.6.5.2
	
	Test case clause updated

	38.533
	16.6.2.3
	NR SA FR1-FR1 Event triggered reporting tests for FR1 without SSB time index detection when DRX is used for 1 Rx UE
	
	NR SA FR1-FR1 Event triggered reporting tests for FR1 without SSB time index detection when DRX is not used for 1 Rx UE
	Test case title updated

	38.533
	16.6.2.4
	NR SA FR1-FR1 Event triggered reporting tests for FR1 without SSB time index detection when DRX is used for 2 Rx UE
	
	NR SA FR1-FR1 Event triggered reporting tests for FR1 without SSB time index detection when DRX is not used for 2 Rx UE
	Test case title updated

	38.523-1 / 38.523-2 - 5GS protocol test cases

	38.523-1
	8.1.1.2.4
	RRC connection establishment / Extended and spare fields in SI
	
	RRC connection establishment / Extended value, spare fields and non critical extensions in SI
	Test case title updated

	51.010-1 / 51-010-2 – GERAN test cases

	No impact



