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{Start of changes}
[bookmark: _Toc21621581][bookmark: _Toc29297196][bookmark: _Toc36149397][bookmark: _Toc44092985][bookmark: _Toc44093534][bookmark: _Toc44094357][bookmark: _Toc44094636][bookmark: _Toc52296052][bookmark: _Toc59027764][bookmark: _Toc69328258][bookmark: _Toc75989898][bookmark: _Toc75993004][bookmark: _Toc76018781][bookmark: _Toc84513856][bookmark: _Toc84514420][bookmark: _Toc44323941][bookmark: _Toc52990134][bookmark: _Toc60823333][bookmark: _Toc60825255][bookmark: _Toc69306156][bookmark: _Toc69309872][bookmark: OLE_LINK54]5.6.2.5	EN-DC FR1-FR2 event-triggered reporting in non-DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- NR FR1 - FR2 OTA testability is still FFS.
5.6.2.5.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements. 
5.6.2.5.2	Test applicability
<Unchanged Sections Skipped>
[bookmark: _Toc21621582][bookmark: _Toc29297197][bookmark: _Toc36149398][bookmark: _Toc44092986][bookmark: _Toc44093535][bookmark: _Toc44094358][bookmark: _Toc44094637][bookmark: _Toc52296053][bookmark: _Toc59027765][bookmark: _Toc69328259][bookmark: _Toc75989899][bookmark: _Toc75993005][bookmark: _Toc76018782][bookmark: _Toc84513857][bookmark: _Toc84514421]5.6.2.6	EN-DC FR1-FR2 event-triggered reporting in DRX
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- NR FR1 - FR2 OTA testability is still FFS.
5.6.2.6.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event in DRX within inter-frequency cell search requirements. 
5.6.2.6.2	Test applicability
<Unchanged Sections Skipped>
[bookmark: _Toc75989900][bookmark: _Toc75993006][bookmark: _Toc76018783][bookmark: _Toc84513858][bookmark: _Toc84514422]5.6.2.7	EN-DC FR1-FR2 event-triggered reporting in non-DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD
- NR FR1 - FR2 OTA testability is still FFS.
5.6.2.7.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event within inter-frequency cell search requirements with SSB time index detection. 
5.6.2.7.2	Test applicability
<Unchanged Sections Skipped>
[bookmark: _Toc75989901][bookmark: _Toc75993007][bookmark: _Toc76018784][bookmark: _Toc84513859][bookmark: _Toc84514423]5.6.2.8	EN-DC FR1-FR2 event-triggered reporting in DRX with SSB time index detection
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD:
- NR FR1 - FR2 OTA testability is still FFS.
5.6.2.8.1	Test purpose
The purpose of this test is to verify that the UE makes correct reporting of an event in DRX within inter-frequency cell search requirements with SSB time index detection. 
5.6.2.8.2	Test applicability
{End of changes}

