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<Start of Change >
[bookmark: _Toc130286882]3	Definitions of terms, symbols, and abbreviations
[bookmark: _Toc97807404][bookmark: _Toc106185627][bookmark: _Toc114141516][bookmark: _Toc121935121][bookmark: _Toc124152139][bookmark: _Toc130286883]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
FS: UE used in a free space configuration.
Handheld UE: A UE intended to be used in hand held scenario.
MIMO Average Spherical Coverage: An averaged sensitivity of best 18 FR2 MIMO OTA sensitivity values within the 3D sphere with constant-density points for PC3 device. 
Primary mechanical mode: The mode that is most often used for a specific user scenario. Every terminal has at least one primary mechanical mode, if multiple modes are supported, different primary mechanical modes may be applicable for different user scenarios, e.g., different primary mechanical modes for Free Space and Hand phantom usage for the same UE.
PSP (PAS Similarity Percentage):  The similarity of the PAS produced by the OTA system and the reference PAS, which is presented by the Total Variation Distance (TVD) of power angular spectrum (PAS). PSP is defined as (1-TVD)*100%. PSP=100% denotes full similarity and PSP=0% denotes full dissimilarity.
<End of Change >



