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<<Unchanged sections skipped>>
[bookmark: _Toc27475891][bookmark: _Toc29495389][bookmark: _Toc36116433][bookmark: _Toc36118482][bookmark: _Toc36560597][bookmark: _Toc43977114][bookmark: _Toc52213691][bookmark: _Toc60743156][bookmark: _Toc68206341][bookmark: _Toc75972144][bookmark: _Toc85051582][bookmark: _Toc90493604][bookmark: _Toc90494244][bookmark: _Toc100094285][bookmark: _Toc106872977][bookmark: _Toc146906531]7.3B.2.3	Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
[bookmark: _Toc27475892][bookmark: _Toc36116434][bookmark: _Toc36118483][bookmark: _Toc36560598][bookmark: _Toc43977115][bookmark: _Toc52213692][bookmark: _Toc60743157][bookmark: _Toc68206342]7.3B.2.3.1	Test purpose
Same as in clause 7.3B.2.1.1.
[bookmark: _Toc27475893][bookmark: _Toc36116435][bookmark: _Toc36118484][bookmark: _Toc36560599][bookmark: _Toc43977116][bookmark: _Toc52213693][bookmark: _Toc60743158][bookmark: _Toc68206343]7.3B.2.3.2	Test applicability
This test applies to all types of NR UE release 15 and forward supporting inter-band EN-DC within FR1 with 2 DL CCs.
[bookmark: _Toc27475894][bookmark: _Toc36116436][bookmark: _Toc36118485][bookmark: _Toc36560600][bookmark: _Toc43977117][bookmark: _Toc52213694][bookmark: _Toc60743159][bookmark: _Toc68206344]7.3B.2.3.3	Minimum conformance requirements
The minimum conformance requirements are defined in clause 7.3B.2.0.
For exception requirements applicable for both NR and LTE, LTE anchor agnostic approach is not applied.
For non-exception requirements applicable to NR, LTE anchor agnostic approach is applied.
[bookmark: _Toc27475895][bookmark: _Toc36116437][bookmark: _Toc36118486][bookmark: _Toc36560601][bookmark: _Toc43977118][bookmark: _Toc52213695][bookmark: _Toc60743160][bookmark: _Toc68206345]7.3B.2.3.4	Test description
[bookmark: _Toc43977119][bookmark: _Toc52213696][bookmark: _Toc60743161]7.3B.2.3.4.1	Void
[bookmark: _Toc43977120][bookmark: _Toc52213697][bookmark: _Toc60743162]7.3B.2.3.4.2	Test description
7.3B.2.3.4.2.1	Initial conditions
Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.
The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths based on EN-DC operating bands specified in clause 5.5B, channel bandwidths and sub-carrier spacings for the NR cell specified in TS 38.521-1 [8] clause 5.3 and channel bandwidth for the E-UTRA cell are specified in TS 36.521-1 [10] clause 5.4.2. All of these configurations shall be tested with applicable test parameters for each EN-DC configuration, and are shown in Table 7.3B.2.3.4.2.1-0 to Table 7.3B.2.3.4.2.1-6.
The details of the uplink and downlink reference measurement channels (RMCs) are specified in TS 36.521-1 [10] Annex A.2 and A.3 for E-UTRA RMC, and in TS 38.521-1 [8] Annex A.2 and A.3 for NR RMC respectively. The details of the OCNG patterns used are specified in TS 36.521-1 [10] Annex A.5 and in TS 38.521-1 [8] Annex A.5 for E-UTRA CG and NR CG, respectively. Configurations of PDSCH and PDCCH before measurement are specified in TS 36.521-1 [10] Annex C.2 and in TS 38.521-1 [8] Annex C.2 for E-UTRA CG and NR CG, respectively.
For configurations without any reference sensitivity exception, in a FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected. For configurations with reference sensitivity exception, in an E-UTRA band or FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
<<Unchanged tables skipped>>
Table 7.3B.2.3.4.2.1-6: Test Configuration Table for EN-DC configurations affected by Reference sensitivity exceptions (two bands)
	Initial Conditions

	Test Environment as specified in TS 38.508-1 [6] clause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH

	NR Test Frequencies as specified in TS 38.508-1 [6] clause 4.3.1, 
E-UTRA Test Frequencies as specified in TS 36.508 [11] clause 4.3.1
	For test frequencies refer to “Range” columns.

	Test EN-DC channel bandwidth as specified in TS 36.508 [11] clause 4.3.1 and TS 38.508-1 [6] clause 4.3.1.
	Refer to "NR NRB"and "E-UTRA NRB " columns

	NR Test SCS as specified in Table 5.3.5-1 in TS 38.521-1 [8]
	Lowest supported SCS

	Network signalling value
	NS_01 by default 
Unless given by Table 7.3.3-3 in TS 36.521-1 [10] for the E-UTRA band and Table 7.3.2.3-4 in TS 38.521-1 [8] for the NR band.

	Test Parameters for DC Configurations

	ID
	PCC – E-UTRA
	SCG -NR

	
	Band
	Range
	NRB
	Band
	Range
	NRB

	
	UL MOD
	DL MOD
	CH BW
	DLalloc / UL alloc
	UL MOD
	DL MOD
	UL/DL Ch BW 
	DLalloc / UL alloc

	<<Unchanged rows skipped>>

	Test Settings for a DC_8A_n41A Configuration

	13
	8
	UL 885 / DL 942.5 MHz
	
	
	n41
	HighUL / DL 2655 MHz
	
	

	
	QPSK
	QPSK
	10 MHz
	All RBs / REFSENS_ENDC_1
	N/A
	CP-OFDM QPSK
	100 MHz
	All RBs / 0

	28
	8
	UL 885 / DL 942.5 MHz
	
	
	n41
	UL / DL 2546 MHz
	
	

	
	QPSK
	QPSK
	10 MHz
	All RBs / REFSENS_ENDC_1
	N/A
	CP-OFDM QPSK
	100 MHz
	All RBs / 0

	34
	8
	UL 882.5 / DL 927.5 MHz
	
	
	n41
	UL / DL 2685MHz
	
	

	
	QPSK
	QPSK
	5 MHz
	All RBs / REFSENS_ENDC_4
	DFT-s-OFDM QPSK
	CP-OFDM QPSK
	10 MHz
	All RBs / REFSENS_ENDC_4

	<<Unchanged rows skipped>>

	NOTE 1:	REFSENS_LTE refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.3-2 of TS 36.521-1 [10].
REFSENS_NR refers to the single carrier Uplink RB allocation for reference sensitivity according to table 7.3.2.4.1-3 of TS 38.521-1 [8].
REFSENS_ENDC_1 refers to the Uplink RB allocation for reference sensitivity exceptions due to UL harmonic interference according to table 7.3B.2.0.3.1-2.
REFSENS_ENDC_2 refers to the Uplink RB allocation for reference sensitivity exceptions due to receiver harmonic mixing according to table 7.3B.2.0.3.2-2.
REFSENS_ENDC_3 refers to the Uplink RB allocation for reference sensitivity exceptions due to cross band isolation according to table 7.3B.2.0.3.4-2.
REFSENS_ENDC_4 refers to the Uplink RB allocation for reference sensitivity exceptions due to dual uplink operation for ENDC according to table 7.3B.2.0.3.5.1-1 for PC3 and table 7.3B.2.0.3.5.1-1a for PC2.
NOTE 2:	Void
NOTE 3:	Test ID with UL harmonic exception 
NOTE 4:	Test ID with 2UL intermodulation exception
NOTE 5:	Test ID with UL receiver harmonic mixing
NOTE 6:	Test ID with UL cross band isolation
NOTE 7:	Void
[bookmark: OLE_LINK12][bookmark: OLE_LINK13]NOTE 8:	Test ID with UL harmonic exception avoided
[bookmark: OLE_LINK35][bookmark: OLE_LINK32]NOTE 9:	Test ID with UL receiving harmonic mixing exception avoided
NOTE 10:	Only applicable to UEs not supporting UE capability singleUL-Transmission.
NOTE 11:	Test ID with Cross band isolation exception avoided, which is only applicable to DC_1_n3, DC_3_n1 and DC_3_n84.
NOTE 12:	In an E-UTRA band or FR1 band where UE supports 4Rx, the test shall be performed only with 4Rx antennas ports connected.
NOTE 13:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 from TS 38.101-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 14:	If the NR frequency does not match to a valid NR-ARFCN, apply the closest NR frequency with a valid NR-ARFCN.
NOTE 15: The test points are executed only when UEs support simultaneous Rx/Tx capability as indicated in Table A.4.3.2B.2.3.1-2 of TS 38.508-2.



<<End of change>>

