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<<Unchanged sections skipped>>
[bookmark: _Toc27475871][bookmark: _Toc29495379][bookmark: _Toc36116424][bookmark: _Toc36118473][bookmark: _Toc36560588][bookmark: _Toc43977105][bookmark: _Toc52213682][bookmark: _Toc60743147][bookmark: _Toc68206335][bookmark: _Toc75972138][bookmark: _Toc85051576][bookmark: _Toc90493598][bookmark: _Toc90494238][bookmark: _Toc100094279][bookmark: _Toc106872971][bookmark: _Toc146906525]7.3B.2.0.3	Inter-band EN-DC within FR1
Reference sensitivity exceptions are specified for the condition when there is uplink transmission only in the aggressor band.
[bookmark: _Toc27475872][bookmark: _Toc29495380]7.3B.2.0.3.1	Reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
Sensitivity degradation is allowed for a band if it is impacted by UL harmonic interference from another band part of the same EN-DC configuration. Reference sensitivity exceptions for the victim band (high) are specified in Table 7.3B.2.0.3.1-1 with uplink configuration of the aggressor band (low) specified in Table 7.3B.2.0.3.1-2.
<<Unchanged table skipped>>
Table 7.3B.2.0.3.1-2: Uplink configuration for reference sensitivity exceptions due to UL harmonic interference for EN-DC in NR FR1
	E-UTRA or NR Band / Channel bandwidth of the affected DL band / UL RB allocation of the aggressor band

	UL band
	DL band
	SCS of UL band
(kHz)
	5
MHz
(LCRB)
	10 MHz
(LCRB)
	15 MHz
(LCRB)
	20 MHz
(LCRB)
	25 MHz
(LCRB)
	30 MHz
(LCRB)
	40 MHz
(LCRB)
	50 MHz
(LCRB)
	60 MHz
(LCRB)
	70 MHz
(LCRB)
	80 MHz
(LCRB)
	90 MHz
(LCRB)
	100 MHz
(LCRB)

	1
	n77
	15
	
	25
	36
	50
	
	
	100
	100
	100
	
	100
	100
	100

	2
	n77
	15
	
	25
	36
	50
	50
	50
	50
	50
	50
	50
	50
	50
	50

	2
	n78
	15
	
	25
	36
	50
	
	
	50
	50
	50
	
	50
	50
	50

	3
	n77
	15
	
	25
	36
	50
	
	
	50
	50
	50
	
	50
	50
	50

	3
	n78
	15
	
	25
	36
	50
	
	
	50
	50
	50
	
	50
	50
	50

	5
	n77
	15
	
	16
	25
	25
	25
	25
	25
	25
	25
	25
	25
	25
	25

	5
	n78
	15
	8
	16
	25
	25
	
	
	25
	
	
	
	
	
	

	8
	n41
	15
	
	16
	25
	25
	
	25
	25
	25
	25
	
	25
	25
	25

	8
	n77
n78
	15
	
	16
	25
	25
	
	
	25
	25
	25
	
	25
	25
	25

	8
	n79
	15
	
	
	
	
	
	
	25
	25
	25
	
	25
	
	25

	12
	n66
	15
	8
	16
	20
	20
	
	
	20
	
	
	
	
	
	

	12
	n77
	15
	
	10
	15
	20
	20
	20
	20
	20
	20
	20
	20
	20
	20

	12
	n78
	15
	
	10
	15
	20
	25
	25
	25
	25
	25
	25
	25
	25
	25

	13
	n77
	15
	
	15
	20
	20
	20
	20
	20
	20
	20
	20
	20
	20
	20

	14
	n77
	15
	
	15
	15
	15
	15
	15
	15
	15
	15
	15
	15
	15
	15

	18
	n77, n78
	15
	
	16
	25
	25
	
	
	25
	25
	25
	
	25
	25
	25

	19
	n77,
n78
	15
	
	16
	25
	25
	
	
	25
	25
	25
	
	25
	
	25

	20
	n77
n78
	15
	
	16
	25
	251, 252
	
	
	25
	25
	25
	
	25
	25
	25

	26
	n41
	15
	
	16
	25
	25
	
	
	25
	25
	
	
	
	
	

	26
	n77
n78
	15
	
	16
	25
	25
	
	
	25
	25
	25
	
	25
	25
	25

	n28
	1
	15
	8
	16
	25
	25
	
	
	
	
	
	
	
	
	

	28
	n51
	15
	12
	
	
	
	
	
	
	
	
	
	
	
	

	28
	n77
n78
	15
	
	10
	-15
	20
	
	
	25
	25
	25
	
	25
	25
	25

	66
	n77
	15
	
	25
	36
	50
	64
	80
	100
	100
	100
	100
	100
	100
	100

	66
	n78
	15
	
	25
	36
	50
	
	
	100
	100
	100
	
	100
	100
	100

	n66
	48
	15
	12
	25
	36
	50
	
	
	
	
	
	
	
	
	

	71
	n2
	15
	254
85
	254
85
	204
85
	204
85
	
	
	
	
	
	
	
	
	

	n71
	2
	15
	254
85
	254
85
	204
85
	204
85
	
	
	
	
	
	
	
	
	

	n71
	7
	15
	8
	16
	25
	25
	
	
	
	
	
	
	
	
	

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band unless the UL resource blocks exceed that specified in Table 7.3.1-2 in TS 36.101 [5] or Table 7.3.2-3 in TS 38.101-1 [2] for the uplink bandwidth in which case the allocation according to Table 7.3.1-2 in TS 36.101 [5] or Table 7.3.2-3 in TS 38.101-1 [2] applies.
NOTE 2:	Void.
NOTE 3:	Unless stated otherwise, UL resource blocks shall be centred within the transmission bandwidth configuration for the channel bandwidth.
NOTE 4:	These requirements apply when the lower edge frequency of the 5 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band 2 is located with its upper edge at 1990 MHz.
NOTE 5:	These requirements apply when the lower edge frequency of the 10 MHz, 15 MHz, or 20 MHz uplink channel in Band 71 is located at or below 668 MHz and the downlink channel in Band 2 is located with its upper edge at 1990 MHz.
NOTE 6:	If the aggressor band is NR band, the test SCS and UL RB can be adjusted according to supported BW and lowest SCS supported by the UE.



<<End of change>>

