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<<Unchanged sections skipped>>
[bookmark: _Toc27476029][bookmark: _Toc29495486][bookmark: _Toc36116537][bookmark: _Toc36118586][bookmark: _Toc36560701][bookmark: _Toc43977236][bookmark: _Toc52213824][bookmark: _Toc60743291][bookmark: _Toc68206466][bookmark: _Toc75972269][bookmark: _Toc85051711][bookmark: _Toc90493733][bookmark: _Toc90494373][bookmark: _Toc100094415][bookmark: _Toc106873106][bookmark: _Toc146906660]7.6B.3.3	Out-of-band blocking for inter-band EN-DC within FR1 (2 CCs)
<<Unchanged sections skipped>>
7.6B.3.3.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6 with the following exceptions.
[bookmark: _Toc27476030]Table 7.6B.3.3.4.3-1: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing



Table 7.6B.3.3.4.3-2: RRCConnectionReconfiguration
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	

	                          p-MaxUE-FR1-r15
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing

	                        }
	
	
	



7.6B.3.3.5	Test Requirement
<<Unchanged sections skipped>>

[bookmark: _Toc60743292][bookmark: _Toc68206467][bookmark: _Toc75972270][bookmark: _Toc85051712][bookmark: _Toc90493734][bookmark: _Toc90494374][bookmark: _Toc100094416][bookmark: _Toc106873107][bookmark: _Toc146906661]7.6B.3.3_1	Out-of-band blocking for EN-DC within FR1 (>2 CCs)
[bookmark: _Toc60743293][bookmark: _Toc68206468][bookmark: _Toc75972271][bookmark: _Toc85051713][bookmark: _Toc90493735][bookmark: _Toc90494375][bookmark: _Toc100094417][bookmark: _Toc106873108][bookmark: _Toc146906662]7.6B.3.3_1.1	Out-of-band blocking for EN-DC within FR1 (3 CCs)
<<Unchanged sections skipped>>
7.6B.3.3_1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6 Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED with the following exceptions.
Table 7.6B.3.3_1.1.4.3-1: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing



Table 7.6B.3.3_1.1.4.3-2: RRCConnectionReconfiguration
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	

	                          p-MaxUE-FR1-r15
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing

	                        }
	
	
	



7.6B.3.3_1.1.5	Test Requirement
<<Unchanged sections skipped>>

[bookmark: _Toc60743294][bookmark: _Toc68206469][bookmark: _Toc75972272][bookmark: _Toc85051714][bookmark: _Toc90493736][bookmark: _Toc90494376][bookmark: _Toc100094418][bookmark: _Toc106873109][bookmark: _Toc146906663]7.6B.3.3_1.2	Out-of-band blocking for EN-DC within FR1 (4 CCs)
<<Unchanged sections skipped>>
7.6B.3.3_1.2.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6 Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED with the following exceptions.
Table 7.6B.3.3_1.2.4.3-1: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing



Table 7.6B.3.3_1.2.4.3-2: RRCConnectionReconfiguration
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	

	                          p-MaxUE-FR1-r15
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing

	                        }
	
	
	



7.6B.3.3_1.2.5	Test Requirement
<<Unchanged sections skipped>>
[bookmark: _Toc27476066][bookmark: _Toc29495515][bookmark: _Toc36116566][bookmark: _Toc36118615][bookmark: _Toc36560730][bookmark: _Toc43977265][bookmark: _Toc52213853][bookmark: _Toc60743323][bookmark: _Toc68206498][bookmark: _Toc75972301][bookmark: _Toc85051744][bookmark: _Toc90493766][bookmark: _Toc90494406][bookmark: _Toc100094452][bookmark: _Toc106873143][bookmark: _Toc146906697]7.7B.3	Spurious Response for inter-band EN-DC within FR1 (2 CCs)
<<Unchanged sections skipped>>
7.7B.3.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6 with the following exceptions.
[bookmark: _Toc27476067]Table 7.7B.3.4.3-1: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing



Table 7.7B.3.4.3-2: RRCConnectionReconfiguration
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	

	                          p-MaxUE-FR1-r15
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing

	                        }
	
	
	



7.7B.3.5	Test Requirement
<<Unchanged sections skipped>>

[bookmark: _Toc60743324][bookmark: _Toc68206499][bookmark: _Toc75972302][bookmark: _Toc85051745][bookmark: _Toc90493767][bookmark: _Toc90494407][bookmark: _Toc100094453][bookmark: _Toc106873144][bookmark: _Toc146906698]7.7B.3_1	Spurious Response for EN-DC within FR1 (>2 CCs)
[bookmark: _Toc60743325][bookmark: _Toc68206500][bookmark: _Toc75972303][bookmark: _Toc85051746][bookmark: _Toc90493768][bookmark: _Toc90494408][bookmark: _Toc100094454][bookmark: _Toc106873145][bookmark: _Toc146906699]7.7B.3_1.1	Spurious Response for EN-DC within FR1 (3 CCs)
<<Unchanged sections skipped>>
7.7B.3_1.1.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6 Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED with the following exceptions.
Table 7.7B.3_1.1.4.3-1: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing



Table 7.7B.3_1.1.4.3-2: RRCConnectionReconfiguration
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	

	                          p-MaxUE-FR1-r15
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing

	                        }
	
	
	



7.7B.3_1.1.5	Test Requirement
<<Unchanged sections skipped>>

[bookmark: _Toc60743326][bookmark: _Toc68206501][bookmark: _Toc75972304][bookmark: _Toc85051747][bookmark: _Toc90493769][bookmark: _Toc90494409][bookmark: _Toc100094455][bookmark: _Toc106873146][bookmark: _Toc146906700]7.7B.3_1.2	Spurious Response for EN-DC within FR1 (4 CCs)
<<Unchanged sections skipped>>
7.7B.3_1.2.4.3	Message contents
Message contents are according to TS 38.508-1 [6] clause 4.6 Table 4.6.3-118 with condition TRANSFORM_PRECODER_ENABLED with the following exceptions.
Table 7.7B.3_1.2.4.3-1: PhysicalCellGroupConfig
	Derivation Path: TS 38.508-1 [6], Table 4.6.3-106

	Information Element
	Value/remark
	Comment
	Condition

	p-NR-FR1
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing



Table 7.7B.3_1.2.4.3-2: RRCConnectionReconfiguration
	Derivation Path: TS 36.508 [11], Table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	                        nonCriticalExtension SEQUENCE {
	
	RRCConnectionReconfiguration-v1530-IEs
	

	                          p-MaxUE-FR1-r15
	23
	
	Power Class 3 UE AND pc_dynamicPowerSharing

	
	20
	
	Power Class 3 UE AND NOT pc_dynamicPowerSharing

	
	26
	
	Power Class 2 UE AND pc_dynamicPowerSharing

	
	23
	
	Power Class 2 UE AND NOT pc_dynamicPowerSharing

	                        }
	
	
	



7.7B.3_1.2.5	Test Requirement
<<End of change>>

