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<<Unchanged sections skipped>>
[bookmark: _Toc27477804][bookmark: _Toc36226483][bookmark: _Toc44323738][bookmark: _Toc52989903][bookmark: _Toc60823094][bookmark: _Toc60825016][bookmark: _Toc69305913][bookmark: _Toc69309749][bookmark: _Toc76020061][bookmark: _Toc83720531][bookmark: _Toc90916385][bookmark: _Toc90916582][bookmark: _Toc90917338]6.2.3	UE additional maximum output power reduction
Editor’s note: The following aspects are either missing or not yet determined:
- Tests for network signalling values NS_40, NS_09 not complete.
[bookmark: _Toc27477805][bookmark: _Toc36226484][bookmark: _Toc44323739][bookmark: _Toc52989904][bookmark: _Toc60823095][bookmark: _Toc60825017][bookmark: _Toc69305914]- The requirements of this test apply in test case 6.5.3.3 Additional Spurious Emissions for network signalling values NS_07, NS_44, NS_46, NS_47, NS_48, and NS_49 to all types of NR Power Class 2 and 3 UE release 16 forward, and UE release 15 if the corresponding channel bandwidths are supported.
[bookmark: _Toc83720532][bookmark: _Toc90916386][bookmark: _Toc90916583][bookmark: _Toc90917339]<<Unchanged sections skipped>>
[bookmark: _Toc27477807][bookmark: _Toc36226486][bookmark: _Toc44323741][bookmark: _Toc52989906][bookmark: _Toc60823097][bookmark: _Toc60825019][bookmark: _Toc69305916][bookmark: _Toc69309750][bookmark: _Toc76020062][bookmark: _Toc83720534][bookmark: _Toc90916388][bookmark: _Toc90916585][bookmark: _Toc90917341]6.2.3.3	Minimum conformance requirements
[bookmark: _Toc27477808][bookmark: _Toc36226487][bookmark: _Toc44323742][bookmark: _Toc52989907][bookmark: _Toc60823098][bookmark: _Toc60825020][bookmark: _Toc69305917][bookmark: _Toc69309751][bookmark: _Toc76020063][bookmark: _Toc83720535][bookmark: _Toc90916389][bookmark: _Toc90916586][bookmark: _Toc90917342]<<Unchanged sections skipped>>
[bookmark: _Toc90916417][bookmark: _Toc90916614][bookmark: _Toc90917370][bookmark: _Toc27477820][bookmark: _Toc36226504][bookmark: _Toc44323761][bookmark: _Toc52989929][bookmark: _Toc60823125][bookmark: _Toc60825047][bookmark: _Toc69305944]6.2.3.3.29	A-MPR for NS_07
Table 6.2.3.3.29-1: A-MPR regions for NS_07
	Channel Bandwidth, MHz
	Carrier Frequency, MHz
	Regions
	A-MPR

	
	
	RBstart*12*SCS
MHz
	LCRB*12*SCS
MHz
	

	5 MHz
	782 ≤ Fc ≤ 784.5
	≥>0
	≥ 1.8
	A3

	5 MHz
	779.5 ≤ Fc < 782
	≤ 0.9
	≥ 0
	A1

	
	
	> 0.9, ≤ 1.26
	≥1.26
	A2

	
	
	> 1.26, ≤ 3.42
	≥ 1.8
	A3

	
	
	>3.42
	≤ 0.36
	A4

	10 MHz
	Fc = 782
	≤ 2.34
	≥ 0
	A1

	
	
	>2.34, ≤ 3.24
	≥ 1.44
	A2

	
	
	> 3.24, ≤ 6.48
	≥ 3.24
	A3

	
	
	> 6.48
	≤ 0.36
	A4



Table 6.2.3.3.29-2: A-MPR for NS_07
	Modulation/Waveform
	A1
	A2
	A3
	A4

	
	Outer/Inner
	Outer/Inner
	Outer/Inner
	Outer/Inner

	DFT-s-OFDM PI/2 BPSK
	12
	9
	6
	3

	DFT-s-OFDM QPSK
	12
	9
	6
	3

	DFT-s-OFDM 16 QAM
	12
	9
	6
	3

	DFT-s-OFDM 64 QAM
	12
	9
	6
	3

	DFT-s-OFDM 256 QAM
	12
	9
	6
	3

	CP-OFDM QPSK
	14
	10
	7
	3

	CP-OFDM 16 QAM
	14
	10
	7
	3

	CP-OFDM 64 QAM
	14
	10
	7
	3

	CP-OFDM 256 QAM
	14
	10
	7
	3
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