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[bookmark: _Toc43210217][bookmark: _Toc51948443][bookmark: _Toc52162516][bookmark: _Toc60916120][bookmark: _Toc68197387][bookmark: _Toc75880636][bookmark: _Toc84254334][bookmark: _Toc84255129][bookmark: _Toc90889079][bookmark: _Toc99872580][bookmark: _Toc146110882]7.6	Void
[bookmark: _Toc90889080][bookmark: _Toc99872581][bookmark: _Toc131696322]7.6a	MTSI MT Voice Call with preconditions at both originating UE and terminating UE / Default Configuration / 5GS
7.6a.1	Test Purpose (TP)
(1)
with { UE being registered to IMS and configured to use preconditions }
ensure that {
  when { UE receives INVITE for voice call with preconditions and to use the EVS default configuration }
    then { UE responds with 183 Session Progress including SDP accepting the EVS default configuration}
            }

(2)
with { UE having sent 183 Session Progress }
ensure that {
  when { UE receives PRACK for 183 Session Progress }
    then { UE sends 200 OK for PRACK }
            }

(3)
with { UE having sent 200 OK for PRACK }
ensure that {
  when { UE receives UPDATE including SDP }
    then { UE sends 200 OK for UPDATE including SDP and 180 Ringing }
            }

(4)
with { UE having sent 180 Ringing }
ensure that {
  when { UE receives PRACK for 180 Ringing }
    then { UE sends 200 OK for PRACK }
            }

(5)
with { UE having sent 180 Ringing  }
ensure that {
  when { User accepts the incoming voice call request }
    then { UE sends 200 OK for INVITE }
            }

(6)
with { UE having sent 200 OK for INVITE }
ensure that {
  when { UE receives ACK followed by BYE }
    then { UE sends 200 OK for BYE }
            }

7.6a.2	Conformance Requirements
Same as TC 7.6.
7.6a.2A Profile requirements (Informative)
Same as TC 7.6 with the following additions:
[NG.114 Version 1.0 and 2.0, clause C.3]:
Table C.3-1 contains the configuration parameters with their default values, that must be supported by the UE and the network. The UE must use the default value for each parameter in Table C.3-1 unless configured differently as described in Annex C.2.
…
	Reliable 18x policy
(Sending SIP 18x reliably)
	1 – Indicates that the SIP 18x responses (other than SIP 183 response) are to be sent reliably
	Section 5.56 of 3GPP TS 24.167 [67] (/<X>/ Reliable_18x_policy /<X>/ Send_18x_Reliably)
and 3GPP TS 24.229 [8]
	2.2.4



7.6a.3	Test description
7.6a.3.1	Pre-test conditions
[bookmark: _Hlk86322305]Same as TC 7.6.
7.6a.3.2	Test procedure sequence
Table 7.6a.3.2-1: Main Behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	0A-0H
	Steps 1-8 of generic procedure specified in Table 4.9.16.2.2-1 of TS 38.508-1 [21] are performed.
	-
	-
	-
	-

	1
	SS sends INVITE for voice call
(Step 1 of Annex A.5.1a) happens
	<--
	INVITE
	-
	-

	2
	UE may send 100 Trying response
(Step 2 of Annex A.5.1a) happens
	-->
	100 Trying
	-
	-

	3
	UE sends 183 Session Progress response
(Step 3 of Annex A.5.1a)
	-->
	183 Session Progress
	1
	P

	4
	SS sends PRACK
(Step 4 of Annex A.5.1a)
	<--
	PRACK
	-
	-

	5
	UE sends 200 OK for PRACK
(Step 5 of Annex A.5.1a)
	-->
	200 OK
	2
	P

	5A-5C
	Steps 10-12 of generic procedure specified in Table 4.9.16.2.2-1 of TS 38.508-1 [21] are performed.
	-
	-
	-
	-

	6
	SS sends UPDATE
(Step 6 of Annex A.5.1a)
	<--
	UPDATE
	-
	-

	7
	UE sends 200 OK for UPDATE
(Step 7 of Annex A.5.1a)
	-->
	200 OK
	3
	P

	8
	UE sends 180 Ringing
(Step 8 of Annex A.5.1a)
	-->
	180 Ringing
	-
	-

	9
	SS sends PRACK if 180 Ringing was sent reliably
(Step 9 of Annex A.5.1a)
	<--
	PRACK
	-
	-

	10
	UE sends 200 OK for PRACK if SS sent PRACK
(Step 10 of Annex A.5.1a)
	-->
	200 OK
	4
	P

	10A
	Make UE accept the voice call
	-
	-
	-
	-

	11
	UE accepts the call
(Step 11 of Annex A.5.1a)
	-->
	200 OK
	5
	P

	12
	SS sends ACK
(Step 12 of Annex A.5.1a)
	<--
	ACK
	-
	-

	13
	SS releases the call
(Step 1 of Annex A.8)
	<--
	BYE
	-
	-

	14
	UE sends 200 OK for BYE
(Step 2 of Annex A.8)
	-->
	200 OK
	6
	P



7.6a.3.3	Specific message contents
None.

