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<Start of Changes>
[bookmark: _Toc27477836][bookmark: _Toc36226520][bookmark: _Toc44323777][bookmark: _Toc52989945][bookmark: _Toc60823141][bookmark: _Toc60825063][bookmark: _Toc69305960][bookmark: _Toc69309789][bookmark: _Toc76020101][bookmark: _Toc83720574][bookmark: _Toc90916430][bookmark: _Toc90916627][bookmark: _Toc90917383]6.3H.1.2	Transmit OFF power for intra-band UL contiguous CA with UL MIMO
[bookmark: _Toc52989951][bookmark: _Toc60823147][bookmark: _Toc60825069][bookmark: _Toc69305966]6.3H.1.2.1	Test purpose
To verify that the UE transmit OFF power for intra-band UL contiguous CA with UL MIMO is lower than the value specified in the test requirement.
[bookmark: _Toc52989952][bookmark: _Toc60823148][bookmark: _Toc60825070][bookmark: _Toc69305967]6.3H.1.2.2	Test applicability
The requirements of 6.3H.1.2 apply in test case 6.3H.1.3 Transmit ON/OFF time mask for intra-band UL contiguous CA with UL MIMO to all types of NR UE release 15 and forward that support intra-band UL contiguous CA with UL MIMO. Therefore, no test case description and requirements are specified.
[bookmark: _Toc52989953][bookmark: _Toc60823149][bookmark: _Toc60825071][bookmark: _Toc69305968]6.3H.1.2.3	Minimum conformance requirements
The transmit OFF power is defined as the mean power at each transmit antenna connector in a duration of at least one sub-frame (1 ms) excluding any transient periods.
The transmit OFF power at each transmit antenna connector on each CC shall not exceed the values specified in clause 6.3A.2.
The normative reference for this requirement is TS 38.101-1 [2] clause 6.3H.1.2.
[bookmark: _Toc27477886][bookmark: _Toc36226579][bookmark: _Toc44323836][bookmark: _Toc52990019][bookmark: _Toc60823215][bookmark: _Toc60825137][bookmark: _Toc69306034]6.3H.1.2.4	Test description
[bookmark: _Toc27477890][bookmark: _Toc36226583][bookmark: _Toc44323840][bookmark: _Toc52990023][bookmark: _Toc60823219][bookmark: _Toc60825141][bookmark: _Toc69306038]This test is covered by clause 6.3H.1.3 Transmit ON/OFF time mask for intra-band UL contiguous CA with UL MIMO.
6.3H.1.2.5	Test requirement
The requirement for the transmit OFF power of each component carrier shall not exceed the values specified in Table 6.3H.1.2.5-1.
Table 6.3H.1.2.5-1: Transmit OFF power
	Channel bandwidth
(MHz)
	Transmit OFF power
(dBm)
	Measurement bandwidth
(MHz)

	5
	-50+TT
	4.515

	10
	-50+TT
	9.375

	15
	-50+TT
	14.235

	20
	-50+TT
	19.095

	25
	-50+TT
	23.955

	30
	-50+TT
	28.815

	40
	-50+TT
	38.895

	50
	-50+TT
	48.615

	60
	-50+TT
	58.35

	80
	-50+TT
	78.15

	100
	-50+TT
	88.23

	NOTE 1:	TT for each frequency and channel bandwidth is specified in Table 6.3H.1.2.5-2



Table 6.3H.1.2.5-2: Test Tolerance (Transmit OFF power)
	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0GHz

	BW ≤ 40MHz
	1.5
	1.8

	40MHz < BW ≤ 100MHz
	1.7
	1.8



[bookmark: OLE_LINK33][bookmark: OLE_LINK34]<End of Changes>
