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[bookmark: _Toc106741024][bookmark: _Toc114916380][bookmark: _Toc146805660]A.4.3.12	RedCap Capabilities
According to TS 38.306 [17] clause 4.2.21:
CA, MR-DC, DAPS, CPAC and IAB (i.e the RedCap IE is not expected to act as IAB mode) related UE features and corresponding capabilities are not supported by the RedCap UEs.
-	PICS associated to the following features are as below:
-	CA: PICS defined in clause A.4.3.2A;
-	MR-DC: PICS defined in clause A.4.3.2B;
-	DAPS: PICS include pc_intraFreqDAPS_r16, interFreqDAPS_r16 and other DAPS related PICS;
-	CPAC: PICS include pc_condPSCellChange_r16 and other CPAC related PICS.
-	UE features and corresponding capabilities related to more than 2 UE Rx branches or more than 2 DL MIMO layers, as well as UE features and capabilities related to more than 1 UE Tx branches or more than 1 UL MIMO layers are not supported by RedCap UE.
-	For FR1, 1 DL MIMO layer if 1 Rx branch is supported, and 2 DL MIMO layers if 2 Rx branches are supported. 
-	For FR2, either 1 or 2 DL MIMO layers can be supported, while 2 Rx branches are always supported. 
Table A.4.3.12-1: RedCap UE Capabilities
	Item
	UE Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "“Yes"” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support of 16 DRBs for RedCap UEs.
	38.306, 4.2.21.2
	Rel-17
	pc_supportOf16DRB_RedCap_r17
	No
	
	

	2
	Support of RedCap.
	38.306, 4.2.21.2
	Rel-17
	pc_supportOfRedCap_r17
	No
	
	This PICS shall always be true for RedCap UE.

	3
	Void
	
	
	
	
	
	

	4
	Void
	
	
	
	
	
	

	5
	Support of Half-duplex FDD operation (instead of full-duplex FDD operation) type A for RedCap UE.
	38.306
4.2.21.6.1
	Rel-17
	pc_halfDuplexFDD_TypeA_RedCap_r17
	No
	
	FDD FR1 only

	6
	Support of relaxed RRM measurements in RRC_CONNECTED for RedCap UE.
	38.306
4.2.21.5
	Rel-17
	pc_rrm_RelaxationRRC_ConnectedRedCap _r17
	No
	
	

	7
	Support of initiating
UE Assistance Information procedure immediately upon change of its fulfilment status for RRM measurement relaxation criterion for connected mode.
	TS 38.331
5.7.4.2
	Rel-17
	pc_UAI_rrm_RelaxationRRC_ConnectedRedCap
	No
	
	The UE will initiate 
UE Assistance Information procedure immediately upon change of its fulfilment status for RRM measurement relaxation criterion for connected mode.
It is only applicable for RedCap UE.

	8
	Support of Rel-17 relaxed RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE
	38.306, 5.6
	Rel-17
	pc_Relaxed_Measurement_RedCap_r17
	No
	
	It is optional for RedCap UE to support Rel-17 relaxed RRM measurements of neighbour cells in RRC_IDLE/RRC_INACTIVE

	XX
	Support for SON (Self-Organising Networks) and MDT (Minimization of Drive Tests) in NR
	38.306, 5.7

	Rel-16
	pc_SON_MDT
	No
	
	It is optional for RedCap UE to support SON (Self-Organising Networks) and MDT (Minimization of Drive Tests)




