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<Unchanged sections skipped>
[bookmark: _Toc21026439][bookmark: _Toc27743697][bookmark: _Toc36196841][bookmark: _Toc36197533][bookmark: _Toc43898198][bookmark: _Toc52550689][bookmark: _Toc58952404][bookmark: _Toc68098148][bookmark: _Toc68098421][bookmark: _Toc68360551][bookmark: _Toc76557631][bookmark: _Toc84435539][bookmark: _Toc92802709]6.3.2	Transmit OFF power
Editor's note:	Following aspects are either missing or not yet determined otherwise:
- Measurement Uncertainties and Test Tolerances are FFS for power class 1 FR2b, 2 and 4.
- Measurement grid for PC2/4 in Annex M.4 is TBD.
- The testability of this test case is pending further analysis on relaxation of the requirement for other than Band n257.
6.3.2.1	Test purpose
To verify that the UE transmit OFF power is lower than the value specified in the test requirement.
An excess transmit OFF power potentially increases the Rise Over Thermal (RoT) and therefore reduces the cell coverage area for other UEs.
6.3.2.2	Test applicability
This test applies to all types of NR UE release 15 and forward.
NOTE:	Currently, this test case can only support Band n257 and PC3.
6.3.2.3	Minimum conformance requirements
The transmit OFF power is defined as the TRP in the channel bandwidth when the transmitter is OFF. The transmitter is considered OFF when the UE is not allowed to transmit on any of its ports.
The transmit OFF power shall not exceed the values specified in Table 6.3.2.3-1 for each operating band supported. The requirement is verified with the test metric of TRP (Link=TX beam peak direction, Meas=TRP grid).
Table 6.3.2.3-1: Transmit OFF power
	Operating band
	Channel bandwidth / Transmit OFF power (dBm) / measurement bandwidth

	
	50 MHz
	100 MHz
	200 MHz
	400 MHz

	n257, n258, n259, n260, n261
	-35
	-35
	-35
	-35

	
	47.58 MHz
	95.16 MHz
	190.20 MHz
	380.28 MHz



For UE indicating ul-GapFR2-r17, UE shall meet OFF power requirement defined in this clause for the band for which UL transmission is stopped in the activated UL gap.

The normative reference for this requirement is TS 38.101-2 [3] clause 6.3.2.
<End of changes>

