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	Reason for change:
	Applicability of NTN RF conformance cases for satellite access is currently missing
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	Added applicability sections for RF conformance test cases for satellite access
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	Applicability of NTN test cases shall remain undefined
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NOTE:	To determine applicability of a test case, supported CBW and SCS in the RF-Parameters IE (see TS 38.331 [11]) which conveys RF related capabilities for NR operation is taken into account.
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Table 4.3.1-1: Applicability of RF SA FR1 conformance test cases, ref. TS 38.521-5 [FFS]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter Characteristics
	
	
	
	
	
	

	6.2.1
	UE maximum output power
	Rel-17
	FFS
	UEs supporting 5GS FR1 supporting satellite access  
	FFS
	PC3
	NOTE 1
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Table 4.3.2-1: Applicability of performance test cases, ref. TS 38.521-5 [FFS]
	Clause
	TC Title
	Release
	Applicability
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	Condition
	Comment
	
	

	8
	Conducted performance requirements 
	
	
	
	
	

	8.2
	Demodulation performance requirements
	
	
	
	
	

	8.2.1.2.2.1.1_1
	2Rx FDD FR1 PDSCH Mapping Type A for Satellite Access
	Rel-17
	FFS
	UEs supporting 5GS FDD FR1 and satellite access
	FFS
	NOTE 1




